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.Remonumentation of Corners in T, 7 S., R. 4 E., S. L. Mer.

)

CHAINS

The following field notes are .those of the :remonumenta-
tion of certain identified corners selected by the U. S.

. Forest Service as being adjacent to or controlling the
Forest Service lands, located in the Uinta National
Forest, in Township 7 South, Range 4 East, and Township
8 South, Range 5 East, of the Salt Lake Meridian. The
position of each corner was marked by the original

. Jonument or determined from the accessories recorded in

" the survey record. The remonumentation was requested
by and accomplished in cooperation with the Forest
Service,

T. 75., R. 4 E,

Township 7 South, Range 4 East, Salt Lake Meridian is
located within the Uinta National Forest. The north,
. south and east (the First Guide Meridian East) bound-
aries, and the subidivisional lines were surveyed by
Stewart gnd Stewart in 1899. The west boundary was
surveyed by Fitzhugh and Fitzhugh in 1895.

At the cor. of secs. 23, 24, 25 and 26, marked with a
cobblestone, 20x11x6 ins., firmly set, plainly mkd. with
2 notches on the S..and 1 notch on the E. edge, and
witnessed by a mound of stone, W. of cor.

At the cor. point .

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to solid rock and in a mound of stone, 4
ft. base to brass cap mkd.

T7S R4E

§23(S24
526|825
1966

Deposit the original stone and glass alongside the
cor,; there were no other suitable accessories
available,

The cor. is located on a NW. slope 50 lks. N. of the
NW. rim of high bench. An old trail road follows along
rim of bench.

T. 8 S., R. 5E.

Township 8 South, Range 5 East, Salt Lake Meridian, is
located within the Uinta National Forest. The west bdy.
(the First Guide Meridian East) was surveyed by Stewart
and Stewart in 1899 and a portion of the west bdy. was
retraced by AdolphJessen in 190l. The north, south and
east boundaries and the subdivisional lines were sur-
veyed by Adolph Jessen in 1901,

91807 (October 1964) (formerly 4—673b) USDI——BLM
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.Remonumentation of Corners in T. 8 S., R. 5 E.

At the 1/4 sec. cor. of secs. 2 and 11, marked with a
sandstone, 16x14x8 ins., firmly set, plainly mkd. 1/4
on N. face, and witnessed by a mound of stone, N. of
cor. - : -

At the cor. point - <

Set an iron post, 30 ins. long, 2% ins. dlam., 24 ins.
in the ground with brass cap mkd.

T8S R5E

§2
S11

1966
From which I mark: .

'A juniper, 8 ins. diam., bears S. 11° W., 28 lks.
dist., mkd. 1/4 S11. BT, .

A juniper, 8 ins. dlam., bears N. 12° W., 48 1ks,
dist,, mkd. 1/4 S2 BT.

Deposit the original stone alongside and raise a
.mound of stone, 3 ft..base, 2 ft. high, N. of cor.

The Eor. is iocated on a low bench, 30 lks, N. of rim
of bench, bears NE. and SW., and in a small clearing
covered w1th sagebrush undergrowth.

PO 848.1 8
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CERTIFICATE OF SURVEY

I Gerald W, Hochstrasser , HEREBY CERTIFY upon honor that,
’
in pursuance of special instructions bearing date of the L5thday of February , 1961,

I have remonumented corners in T, 7 8,, R. 4 E, and T, 8 8,, R, 5 E.

of the  Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

February 21, 1967

(Date) dastral Survoyor)
SUPERVISORY
(Date) (Cadastral Surveyor)
CERTIFICATE OF APPROVAL
SUBMITTED FOR APPROVAL BUREAU OF LAND MANAGEMENT,
Date APR 2 2 1968 Washington, D. C.

The foregoing field notes of the remonumentation of corners in T. 78., R. 4 E,
and T. 8 S., R, 5 E, of the Salt Lake Meridian, Utah

execuied by Gerald W, Hochstrasser, Supervisory Cadastral Surveyor

having been critically examined. and found correct, are hereby approved.

APR 2 3 170 ﬁ: é %
(Date)

Chier, Division of Cadastral Survey
CERTIFICATE OF TRANSCRIPT

-\ » is a true copy of the original field notes.

{Date)
& 4
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Remonumentation of Corners in T. 2S., R. 11 W,

17

CHAJINS

The following field notes are those of the remonumenta -
tion of certain identified corners selected. by the U, S,
Forest Service as being located in or controlling the
boundaries of Forest Service lands, situated in the
Uinta National Forest in the following townships:

. 2'S., R.1LW,),

. S., R.'12 Ww,,

S., R. 12 w.,

S., R. 10 W,,

S., R. 11 W., and

S., R. 11 W., Uintah Meridian

l—]l—]l-]:—l'-l“i

The position of each corner was marked by the original
monument or determined from corner accessories recorded
in the survey record. The monumentation was requested
by and accomplished in cooperation with the Forest
Service.

T 2 8., R. 11 W,

Township 2 South, Range 11 West, -Uintah Mer., is located
within the Uinta National Forest. The S. and E, bound-
aries were suyrveyed.by Page and Kershaw in 1904. The N.
and W, boundaries and the subdivisional lines were sur-
veyed by J. M. Lentz in 1904, Certain corners were
remonumented by A. Nelson in 1962,

| At the 1/4 sec. cor. of secs. 19 and 24 on -the E. bdy.

of the tp.; marked with a red sandstone, 15x11x9 ins.,
firmly set and mkd. "1/4" on W. face. :

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground with brass cap mkd. :

T2s.
R11W R1OW

%
524|819
1966

Deposit the orig. stane and charcoal alongside.
No other suitable accessories available.

The cor. is located in the SE. cor. of a flat, grassy
meadow about 10,00 chs. long and 4.00 chs. wide.

At the 1/4 sec. cor. of secs. 19 and 20, marked with
a sandstone, 10x10x6 ins., broken off at the top and
plainly mkd. 1/4 on the W.. face.

TR 7 700wt oo TOEAY e 1 A rwats TICTAT 13T M
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Remonumentation of Corners in T. 2 S.,

CHAINS

There is no remaining evidence of the origin:
trees. ’ )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,

in the ground and in a mound of’ stohe, 3 ft,

brass cap mkd. : oo )
T2S'R11W -

%
519{s20

1966
From which I mark:

An éspen, 6 ins, diam., bears S. 50° E.,
dist., mkd. 1/4S 20BT.

An aspen, 6 ins. diam., bears S. 56° W.,
dist., mkd. 1/45 19BT.

Deposit the original stone alongside the

The cér. is lécated on a steep NW. slope, 24
of a Forest Service bdy. fence bearing N. and

At the cor. of secs. 7, 8, -17 and 18, marked ‘v
cobblestone, 15x9x8 ins., firmly set .and plair
with 5 notches on E. and 4 notches on S. edge.

There is no remaining evidence of the original
bearing trees.

AE.the cbr. poinf

Set an iron post, 30 ins. long, 2% ins. diam.,
in the ground with brass cap mkd.

T25 R11W
S7'SS
818.517
» 1966
Frém which I mark: |

An aspen, 5 ins. diam., bears N. 66° E
dist., mkd. T2S R1IW S8 BT.

‘s

An aspen, 5 ihs.vdiam;, bears §. 29° E,,
dist., mkd. T2§ RLIW S17 BT, ‘

An aspen, 6 ins.;diam., bears §. 60° W,,
dist., mkd. T2S R11W S18 BT.
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Remonumentation of Corners in T. 2 S., R, 11 W.

CHAINS

An aspen, 10 ins. diam., bears N. 4° W., 20 1lks.
~dist,, mkd. T2S R11W S7 BT. ’

Deposit the original stone alongside the cor.

The cor. is located in a Forest Service bdy. fence, 2
lks. S. of the cor. of the fence bearing S. and W., and
in a medium growth of aspen. It is on top of a spur
projecting SW.

At the 1/4 sec. cor. of secs. 7 and 18, marked with a
cobblestone, 15x8x5 ins., firmly set and plainly mkd.
1/4 on the N. face.

There is no remaining evidence of the original bearing
trees.,

At the cor. point

Set an iron post, 30 ins. long; 2% ins, diam., 22 ins.
in the ground and in a collar of stone to brass cap mkd.

T25 RLIW
87

i
1966

From which I mark:

An aspen, 8 ins. diam., bears S. 9° 30' W., 12 lks.
dist., mkd. 1/4 S18 BT,

An aspen, 5 ins. diam., bears N, 11° W., 9 Iks.
dist., mkd. 1/4 S7 BI.

Deposit the original stone alongside the cor.
The cor. is located on a steep E. slope in dense aspen

timber and is in a Forest Service bdy. fence, bears E.
and W. ’ ‘

T. 28., R, 12 W,

Township 2 South, Range 12 West, Uinta Special Meridiany
is partially located with the Uinta National Forest,

The boundaries and the subdivisions were surveyed by
James M. Lentz in 1904,

At the cor. of secs. 3, 4, 33 and 34 on the S. bdy. of
the tp., marked with a cobblestone, 12x11x7 ins.,
firmly set and plainly mkd. with 3 notches on the E.
and W. edges.

There is no remaining evidence of the original aspen
bearing trees.

Q91R0_-7 (Octobher 1964) tformarlv 4—E6730Y UUSDI__RBRI M —p e . s e e



Remonumentation of Corners in T. 2 §., R

CHAINS

‘Set an’'iron post, 30 ins. long, 2% ins. diam.

in the ground and in a large ‘mound of stone t
cap. mkd.

T25 R12W
- 833|s34
' S4[83
38
1966

From which I mark:

An aspen, 9 ins. diam., bears N. 43° 30'
lks. dist., mkd. T2S R12W S34 BT.

An aspen, 6 ins. diam., bears S. 56° E.,
dist., mkd. T3S R12W S3 BT.

An aspen, 5 ins. diam., bears S. 9° 30' ¥
dist., mkd. T3S R12W S4 BT. ’

An aspen, 8 ins. diam., bears N. 37° W.,
dist., mkd. T2S R12W S33 BT,

Deposit the original stone alongside the
The cor. is located in dense aspen timber, on

E. slope, 7% lks. W. and 1% lks. N. of the cor
Forest Service bdy. fence, bears N. and E.

‘At the 'cor. point

At the 1/4 sec. cor. of secs. 27 and 28, marke
cobblestone, 13x11x9 ins., firmly set and plai;
"1/4™ on the W. face. : ¢

There is no remaining evidence of the original
bearing trees,

Set an iron post, 30 ins. long, 2% ins. diam.,
in the ground to solid rock, and in a mound of
4 ft, base to brass cap mkd.
| T2S R1ZW
%.: -
s28|s27
1966

- Deposit the original stone and glass alorng
" the cor,: - SR

There are no other suitable accessories av




Remonumentation of Corpers in T. 2 S., R. 12 W,

CHAINS

The cor. is located in a sagebrush flat, 1,00 ch, N,
of timber line bearing NE. and SW. and 2 lks. E. of
a Forest Service bdy. fence, bears N. and §,

At the cor. of secs. 21, 22, 27 and 28, marked with a
sandstone, 16x9x5 ins., firmly set and plainly mkd. with
3 notches on E. and 2 notches on S. edge; from which:

An aspen, 12 ins. diam., bears S. 49° W,, 19 1lks.
dist., with illegible scribe marks.

There is no remaining evidence of the other
original bearing trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to solid rock and in a large mound of
stone to brass cap mkd. -

T2S R1W

S21)822

528|827

1966

From which I mark:

An aspen, 10 ins. diam., bears N. 29° E., 42 1lks,
dist., mkd. T2S R12W S22 BT.

An aspen, 6 ins. diam., bears S, 70° E., 16 lks.
dist,., mkd. T2S R12W S27 BT.

An aspen, 5 ins. diam., bears S. 38° W., 17% lks.
dist., mkd. T2S R12W S28 BT.

An aspen, 4 ins. diam., bears N. 65° W., 21 1lks.
dist., mkd. T2S R12W S21 BT.

Deposit the original stone and glass alongside
the cor.

The cor. is located on a W. slope, 2 lks. E. of a Forest
Service bdy. fence, bears N. and S.

At the 1/4 sec, cor. of secs. 21 and 22, which is
established at a point S. 11° E., 111 1ks. dist. from
an original aspen bearing tree, 14 ins. diam,, mkd.
1/4s BT. This point also falls on the E. edge of a
scattered mound of stone, 4 lks. E. of a Forest Service
Boundary fence bearing N, and S., and 7.00 chs. S. of
the top of a ridge bearing NW. and SE., as described
in the original field note record. The original cor,
stone, a sandstone, 16x10x5 ins., plainly mkd. "1/4",
was found Iying loose on the ground at a point S, 20°
W., 1.50 chs, dist. from the point for the cor. as
established above,

9180—~7 {(October 1964) (formerly 4—673b) USDI—-—-BLM EIEI D NATE DADCD



Remonumentation of Cormers in T. 2 §.,

CHAINS

At the cor. point, as established above:
Set an iron post, 30 ins., long, 2% ins. diam.
in the ground to solid rock and in a mound of
3 ft. base to brass cap mkd.

T2S R12w.

4
s21|s22
1966

Deposit the original stone and glass alo
the cor. .

From which I mark:

An aspen, 3 ins., diam., bears N. 22° 30'
47 lks. dist., mkd. 1/4 S22 BT.

An aspen, 4 ins. diam., bears N, 77° W.,
dist., mkd. 1/4 S21 BT,

At the cor. of secs. 15, 16, 21 and 22, which
sandstone, 16x12x7 ins., firmly set and plain]
with 3 notches on the S. and E, edges, T2S on
face and R12W on SW. face, and witnessed by a
mound of stone W. of cor.; there was no remair
evidence of any original bearing trees,

At the cor. boint

Set an iron post, 30 ins. long, 2% ins, diam.,
in the ground with brass cap mkd.

T28 R12W

$161815
§21|822

1966

Deposit the original stone and glass alon,

and raise a mound of stone, 3 ft. base, 2
high, W. of cor. : ’

From which I mark:

An aspen, 7 ins. diam., bears N. 68° E.,
dist., mkd, -T2S R12w°S15 BT. S

An aspen, 8 ins. diam., bears S. 26° E.,
‘dist., mkd. T28 R12w s22 BT.

An aspen; 5 ins: diam., bears S, 29° w,,
dist., mkd: T25 R12W 521 BT, S
A fir, 20 ins. diam,, ‘bears N. 86° W., ‘29
dist., mkd. T28 R12W §16 BT.

]

4

3
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.- Remonumentation of Cormers in T. 2 S., R. 12 W.

| ‘At the % sec. cor. of secs.' 15 and 16, marked with a ;
.quarteite. stone, 15211x8 ins., firmly set and plainly g
mkd- %- - ° : ]

te

There is no remaining evidence of the original bearing
trees.

‘At the cor. point y

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a large mound of stone to brass
cap mkd.

T2S R1NW
. . %

- » : 816(s15

' ) ‘ 1966.

from which I mark,

A fir, 4 ins. diam., bears S. 58° E., 39 lks.
dist., mkd. % S15 BT.

An aspen, 3 ins. diam., bears S. 51° W., 15 lks.
dist., mkd. % S16 BT.

Deposit the original stone and glass alongside the cor.
The cor. is located on.a steep NE. slope in a small

clearing, 5% lks. W. of a Forest Service bdy. fence,
bears N. and S. u

At the.cor. of gecs.-9, 10, 15 and 16, marked with a
quartzite stone, 13x9x8 ins.; firmly set and plainly
mkd. with 4 notches on S. and 3 notches on E. edge.

At the cor. point ‘

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground with brass cap mkd. :

T2S R1M , E_

s9[s10_ .
516[s15
1966

from which I mark

A telephone pole, on abandoned telephome line
"bearing N. 46° E. and S. 46° W., bears N. 79° W.,
82 1ks. dist., mkd. TZS RIZW'S9 XBQ.

Depoaitbthe original stone and glass alongside the cor. ji

The cor. is located 9 lks. E. of Forest Service bdy.
fence, bears N. and S. - . Do

91807 (Ostohay, 1964) Germerly #8787 USDI—BLM FIELD NOTE PAPER
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Remonumentation of Cotﬁeis'in’T; 2S., R. 12 W.

CHAINS

At the % sec. cor. of secs. 9 and 10, marked with a
quartzite stome, 15x8x5 ins., firmly set and plainly
mkd. "%" on W. face. L.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground with brass cap mkd. °
T25 R1W -
3 ‘ .
s9[s10
1966
Deposit the original stonme and glass and set a
Pine post, 6 ft. long alongside the cor.; no other

suitable accessories available.

The cor. is located 37% lks. E. of Forest' Service bdy.
fence, bears N. and S.

At the cor. of sees. 3, 4, 9 and 10, reestablighed from
the remains of an old mound of stone and an indention
in the ground 2 ft. E. of the mound. The original cor.
stone, a quartzite, 15x8x6 ins., plainly mkd\, "1/4",
lies SE. 10 ft. from the identation; from the evidence
obtained, I-determine the original cot, point to be at
the point of the indentation; :

At the cor. point, as determined above:

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd, - D

T2S R12W

S483 . Lo
59|s10
. . 1966 ' :

Deposit the original stone and glass alongside
the cor. and rebuild a small mound of stone W.
of cor.

The cor. is located 53 lks. E. of Forest Service bdy.
fence bearing N, and S.

At the cor. of secs. 3, 4, 33 and 34 6n the N, bdy. of

‘the Tp., fimly set and ‘plainly mkd. with 3 notches on

the E. and W. edge.,

There is no remaining évidence of thé érigihal bearing
trees.

:

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a large mound of stone to brass
cap mkd.

L
GPO S48
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p T, 2S., R. 12 W,

nys

he original stone and. glass alongside
the cor,; there are no other suitable accessories

| The cor. is located on a SE. slope in a small clearing
18 and B. o, -

of Forest Sexvice bdy. fence bearing

o) L N <

T.38.,R. 12W. . .

Township 3 South, Range 12 West, Uintah Meridian, is
located partially in the Uinta National Forest. The
north, south and east boundaries and .the subdivisions
were surveyed by James M. Lentz in 1904. -

At the cor. of secs. 13, 18, 19 and 24 on the E. bdy.
of the tp., marked with a sandstone, 14x10x8 ins.
(record 18x10x8 ins.), firmly set and plainly mkd.
with 3 notches on the N. and §. edges and witnessed
by a scattered mound of stome W. of cor,

At the cor. point

! set an iiqn,post,fSO,iné. long, 2% ins. diam., 20 ins.

Ain' the gfound aﬁdfin a mound of stone to brass cap mkd.

T3S
T12W R1IW

s13|s18 - -
824[s19 =

1966

Deposit the original stone ahd‘glasg ilbngside
and raise a ‘large:mound of stone W.  of cor.; there
are no other suitable accessories available,

The cor. is located on a NW. slope, 4 lks. E. of Forest
Service bdy;'fencefand abput*l.OO\ch.‘N. of old aspen
tree line, bears NE.- and SW. PR

..

v

NERE

At the cor. of secs. 7, 12, 13 and 18 on the E. bdy.
o | of-‘the tp;,'marked,withia,cbbblestbne, 18x12x10 ins.
firmly set and plainly ikd. with 4 notches on S. and

2 notches on N. edge,.

At the cor. point

¢

.-

Set an iron post, 30 ims. long, 2% ins. diam., 24 ins.

in the ground with:brgpp'cap mkd.

T3S .
RIN R11W

N s12)87
= 813|818

e 1966
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* Remonumentstion of Cornérs ia 1.°3 S., R. 12¥.. . ...

CHAINS

Deposit the;original stone alongside and raise a
small mound of stone W. of cor. :

The cor. is located 4% lks. S. and 18 lks. W. of the
cor. of Forest Service bdy. fence and 1.90 chs. W. of
the right bank of the Strawberry River, course 8.; the
river at this point has been subjécted to extreme
erosive conditions and probably has changed position.

PR S——

At the % sec. cor. of secs. 12-and 13; marked with a
sandstone, 14x12x6 ins., firmly set and plainly mkd.
"1/4" on N. face, and witnessed by a mound of stone W.

There is no remaining evidencé of the original bearing
trees. . . .

At the cor. point

‘Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.

in the ground to solid rock and in a mound of stone, 3

ft. base to brass cap mkd.

‘ N - . T3S R12W - - .

) \-; S12 .

% S13 -
1966

Deposit the original stone and glass alongside
and raise @ mound of stome, 4 ft, baseé, 2 ft.

high, ¥. of cor.; there are no other ‘suitable

accessories available.

The cor. is located about 8.00 chs. E. of the road to
Camp Strawberry on top of a small knoll and 21 lks. N,
of Forest Service bdy. fence bearing E. and W.

At the cor, of secs, 2, 3, 10 and 11, marked with a
sandstone, 20x14x8 ins., firmly set and plainly mkd.
with 5 notches on the S. and 2 notches on the E. edge;
from which:

"An aspen, 14 ins, diam., bears N. 3° E., 122 1ks,
dist. (record 12 1lks.), mkd. T3S R12w 82 BT,

An aspen, 14 ins. diam., bears S. 12° B., 128 1ks.
dist., mkd. T3S R12W S11 BT.

"An aspen, partially dead, 10 1hé..dipi.; bears
8. 31° W., 81 lks. dist., mkd. 738 R12¥ 810 BT,

An aspen, 12 ins, diam., bears N. 19° W., 116 1ks.
dist., mkd. T3S R12W 83 BT, .

-

At the cor, point .
Set an iron post, 30 ins. long, 2% ins. diin;; 18 ins.
in the ground and in a large mound of stone to brass
cap mkd.

T38 )1

3182
810j811

.
3
i
1
i
:

X
3

%
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.. 0 ... .Benontmentation of: Cormers:imT: 3:S., R. 12 W.

S T i

«

*Deposit the original'spbné an&'giass alongside
the cor;- ‘ Cor s

TR

The cor.:is'located S. 25° W., 5 1ks. dist. from a {
Forest Service bdy. fenceé cor., bears N. and E. and E
‘ 3 lks, E. of the E. edge of a trail road bearing NW.
=7 | and SE.” It is in the edge of an ‘aspen timber line

' bearing S. and E, a

At the % sec, cor.:of secs.. 2 and 3, marked with a
. |- sandstone, 18x9x5 ins,., firmly set and plainly mkd. :
-+ [ "1/8" on W, face; from which: . -

‘An aspen, 12 ins. diam., bears §. 58° E., 81 lks.
.dist., mkd. 1/4 §2 BT, :

There is no remaining evidence of the other aspen
bearing tree. .

At theAcdr; point

Set an iron post, 30 ins. iong, 2% ins, diam., 18 ins.
in the ground and in a large mound of stone, to brass
cap mkd.

S T3S R ]
- . . » % o ) A‘ i
: : © 83|sz ’

1966
‘Deposit the original stone and glass alongside
the cor. and mark the original bearing tree "BT";
there were no other suitable accessories available. i

The cor. is located on a SE. slope, 1 1k. Ei of Forest

| Service bdy. fence bearing N, and S.

T. 4 S., R. 10 W.

Township 4 South Range 10 West, Uintah Meridian, is
located partially within the Uinta National Forest. '
All of the boundaries and the subdivisional lines
were surveyed by Page and Kershaw in 1904,

At the cor. of secs. 19, 20, 29 and 30, marked with a
sandstone, 12x10x5 ins., firmly set and plainly mkd.
with 5 notches on the E. and 2 notches on:the S. edge,
and witnessed:with a:mound of.-$tone:W. of the cor,

T

At the cor., point

'

‘:‘,Set an .ixaon post, 30 ins..long, 2% ias. diam., 18 ins.,
in .the grqund and in a large mound .of stone, to brass
cap mkd, ol Sl : Conno

Sl T4S RIOW

s19/s20 ’ )
sl3o[szs . . .
1966

From which I mark:

-7 (October 1964) (formerly 4-673b) USDL—BLM EIEL D -




Remontmentation 6f Corméts im'T: 4., R. 10 W, ~

CHAINS

FRI.

A fir, 8 ins. diam., bears. 5. 80°.W., 30 lks.
dist., mkd. T45 R10W S30 BT,. K .. -

. An aspen, 6 ins. diam., bears N. 307 W., 17%
" lks. dist., mkd. T4S R1OW $19 BT, .. .

There were no other suitable bearing trees avail-
able. N i

Deposit the original stone alongside the cor.. -

The cor. is located on a steep Wi Slope ¢n the E. edge
of a dense aspen and’ fir timber line bearing N. and S.,
and about 17.00 chs, W. of a Ferest Service road follow-
ing the top of a high spur projecting NE.

¢

. The cor. is-leocated onja steep W, slope In a scattered
| 8rowth of aspen timber.and dense undergrowth. of choke-

“T. 4S.,, R, 11 W.

Township 4 South, Range 11 West, Uintah Meridian, is
located partially within the Uinta. National Forest.
All of the boundaries and the.subdivisional lines were
Surveyed by Page and Kershaw in 1904,

At the standard cor. of secs. 32 and 33 on the S. bdy.
of the tp. (The First Standard Parallel South), marked
with a sandstone, 20x8x8 ins., firmly set and plainly

mkd, with 4 notches on the E. and 2 notches on the W,

edge and SC on the N, face.

There is no reﬁﬁining evidence of the original bearing
trees. - :

At the cor. point :

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins,
in the ground to solid rock and in a mound of stone, 3
ft., base to brass cap mkd.

T4S R11W
- SC

..S32|S33

- . 1966 -
.Deposit the original stone alongside the cor.;
there are no other suitable accessories available,

L

cherry., It is:in a Porest Service bdy.:fence bearing
W. and E., 2 lks.; thence N.

At the standard cor. of T. 4 S., Rs. 11 and 12 S.,
marked with a sandstone, 14x%1Qx6 ins., firmly set and
plainly mkd. with 6 notches on the E; and.W, edges and
6 groves and SC on the N. face. .o g

There is no remaining evidence of the original bearing
trees,

S

At the cor. point
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 Remommentation of Corpers.in T.c4.S., R. 11 W.

.29

Set an iron post, 30 ins. long, 2% 1ns. dlam., 20 ins.
in the ground w1th brass cap mkd. - - -

e - . T48 S :
o= 0 RIW RIIW -
sC .o

S36|S31

1966

Deposit the orlgxnal stone alongside and place
4 large stones around the cor.; there are no
other suitable accessories available.

The cor..is: located on.a W, slope:in a-patch of dead
|- aspen timber in a Forest Service bdy. fence bearing
N. and S., 2 1ks.; thence E.

At the % sec. cor. of secs. 31 and 36, T. 4.5., Rs. 11
and 12 W., marked with a sandstone, 18x10x5 ins., firmly
set and plainly mkd. "1/4". on W. face,

- There is no remalnlng ev1dence of" the orlglnal aspen
vbearlng trées. - - toT

-At the—cor.-po1nt3

Set an iron post, 30 ins. long, 2%-ins. diam., 24 ins.
in the ground with brass cap mkd.

T48
R12W R11W

%
$36|s31

1966
From which I mark:

-~ An aspen, 5 ins. diam., bears N. 26° E., 10 lks.
d1st.,‘mkd 1/4 s31 BT.

An aspen, 6 ins., diam., bears N, 50 " W., 22 lks,
dist., mkd 1/& 836 BT.,

Deposit the original stone and glass alongs1de
the cor,

The cor. is located in the bottom of(a small swail,
drains W, and 15 lks. E. of a Forest Service bdy. fence
bear1ng N and S. T S i

- S .- ,

At the cor. of secs, 25 30, 31 and 36, on' the W. bdy.

of the tp., marked with sandstone, 18x10x8 ins., firmly
set and plainly mkd. with 1 notch on the S, and 5 notches
on the N. edge, and a scattered mound -of stone N. of the

éor. . - :

There is no remalning evidence of the orig1na1 aspen
bearing trees,

01807 (October 1964) (formerly 4-~673b) USDI——BLM
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‘Remionumentation df Cornefs it T. % S., R. 11 W.

CHAINS

‘At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a large mound of stone to brass
cap mkd. :

T4S
R12W R11W

, , $25(s30 . . .
. . . 836831 T

1966

Deposit the original stone: and’'glass alongside the
cor,; there are no other suitablé:raccessories availd
able, : ’ '

The cor. is located on the E. edge of a spur, projects
NE., and in a Forest Service bdy. fence, bears N. and

o Lo Lo

At the % sec. cor. of secs. 25 and 30 on the'W. bdy.
of the tp., marked with a sandstone,-14x12x6 ins.,
firmly set and plainly mkd. "1/4" on the W. face and
witnessed with a mound of stone W. of the.cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diaﬁ;, 24 ins.
in the ground with -brass cap mkd.

T4S
R12Ww R11W

%
525|830

1966 ,
Deposit the original stone alongside the cor.

and raise a 13rg# mound of ‘stone W. of the cor.;
there are no oth& suitable accessories available,

The cor. ‘is located 5% lks. N. of fence, bears W. and
E. 105 lks. to Forest Service bdy. Fence, bears N. and
S.; a trail road, 11 lks. S. of the cor., bears E, and
W.; a wash, 6 ft. deep, 20 lks. wide, 34 lks. N. of the
cor.; drains W. Tt

At the cor. of secs. 19, 24, 25 and 30, on the W. bdy.
of the tp., marked with a' sandstone, 20x14x5'ins.,
firmly set and dimly mkd. with 2 notche on the S. and
4 notches on the N. edge (2 notches on N. edge very
plain) and witnessed with an old mound of stone W. of
cor. L [ S

At the cor. point i T

Set an iron post, 30 ins.'long,® 2% ins, diam., 16 ins.
in the ground and in a large mound of stoné”to brass
cap mkd.

L
R12W R11W

$24]819 .
§25[530 i

1966




31

-Remontmentation: 0f Cornére: in T. & 8., R. 11 W,

Deposit the original stone and glass alongside the
cor.; there are no other suitable accessories avail
able, . L

The cor. is located on a steep MW, slope in medium dense
undergrowth of sagebrush, 14 lks. W. of Forest Service
Boundary Fence, bears N, and 8. : '

At the k sec. cor. of secs. 19 and 24, T, 4 S., Rs, 11
and 12 W., which is a sandstone, 15x8x6 ins., plainly
ukd. "1/4", lying loose about 6 ft. E. of the original
mound of stone set for an accessory to the original
monument; the mound of stone does not appear to have
been disturbed. An indentation {n the ground, 1 lk,
E. of the mound of stone, marks the point from which
the original monument was removed.

‘At ‘the cor. point

8et an iron post, 30 ins. long, 2k ins. diam., 24 {ns.
in the ground with brass cap mkd. :

T4S
R12 R1IW
N 1
824819

1966

Deposit the original stone and broken glass along-
side the cor. and rebuild the mound of stone, 3 ft.
base, 2 ft, high, W. of cor.; no other suitable
accessories available,

The cor. is located on a SE. slope covered with sage-
brush and 274 lks. E. of a Porest Service Boundary Pence
bearing N. and 8.

At the cor. of secs. 13, 18, 19 and 24, T. & S., Rs, 11
and 12 W., which 1{s a sandstone, 12x8x6 ins. (record
18x12x6 ins.), broken on one end and badly deteriorated
but plainly mkd, with 3 notches on one edge and set in
mound of stone and earth as officially described; there
were no other marks visible. )

At the cor. point

8et an iron post, 30 ins. long, 2k ins. diam., 18 ins.
in the ground to solid rock and in a large mound of
stone to brass cap mkd.

T48
RL2J R1IW

813|818
824(819
1966

Deposit the original stone and broken'glnss along-
side the cor.; no other accessories available,

The cor. is located 2 lks, W. of a Forest Service
Boundary Fence bearing N. and 8, and on a low spur
projecting K.

91807 (Ostobor 1964) (formorly 4ms700) URDI——BLM




. [JRemiontmentation -¢f Gormérs sinrFi4 8., R. 11 W,

CHAINS

At the % sec. cor.:of sets,:13 and-18, T. 4 S., Rs. 11

.and 12 W., which is a sandstone, 16x12x8 ins., (record

12x8x6 ins.), firmly set and plainly, mkd. "1/4" on W,
face, and witnessed with a small mound of stone W. of
cor. - - - T

At the cor. point R PR
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

L et [ ’ T4S .

©toC . .t RIMWRLIW
- - - s13[s1e - -
- : - “""'1‘19’66 . .". -

o -

. ~ - ¢ - - B -

Deposit "the eriginal;stone alongside ana;raise a
mound of stone, 3 ft. base, 2 f;‘;hig@’:w' of cor.

The cor. is located in a.small_cove on.a SW, slope, 32%
1ks. W, of a Forest Serv1ce Boundary Fence Bearlng N.
and S,

) At the cor. boint.

At the cor. of secs. 7, 12, 13 and 18, T. 4 S., Rs, 11
and 12 W., which is 4 sandstone, 20x14x4 ins., firmly
set and plainly mkd. with 2 notches on the N. and 4

notches on the S. edge, and witnessed with a scattered

| mound of stone W. of cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

R -}
RL2W R1IW

S12|s7
§13|818
o 1966 R
Deposit the or1g1nal stone alongs1de ‘and rebu11d
a mound of stone, 3 ft. base, 2% ft. high W. of
COr. N

oy
o0

The cor, is located on a N. slope in a grassy clearing
and about 20.00 chs. S. of a Forest Service Road along
Horse Creek; the cor. is 1.07 chs. W, of a Forest
Serv1ce Boundary Fence bearlng'N. and S. ‘“"‘,

At the % sec. cor, of secs, 7 and 12, T. 4 S,, Rs, 11
and 12 W,, which is a sandstone, 10x10x4 ins., (record
16x10x4 ins.), broken on one end, set in a moundof
stone and plainly mkd. "1/4" on W, face,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins,
in the ground to solid rock and in a large mound of
stone to: brass cap-mkd o P

i
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< Remounumentation of Corners in T. 4 S., R, 11 W.

T48
Rl R1lW

- s1z?s7v
1966

Deposit the original stone and glass alongside
the cor.; no other accessories available,

The cor. is located 38 lks. E. of a Forest Service
Boundary Fence bearing N, and 8., and on a SW, slope
about 24.00 chs. N, of a Forest Service road along
Horse Creek.

At the cor. of secs. 1, 6, 7 and 12, which is a sand-
stone 16xBx5 ins. (recovrd 24x8x6 ins.), broken on one
end and plainly mkd. with 1 notch on N. and 5 notches
on 8. edge.

From which the original bearing trees:

An aspen, 12 ins. diam., bears N. 84° E

ey 36 lks.
dist., mkd. T4S R11W 36 BT.

An aspen, 11 {ns. diam,, bears S. 77° E., 28 lks.
dist., mkd. T48 R1lW S7 BT,

An aspen, 16 fns; diam., bears §. 53%° W., 26 1lks.
dist., mkd, T4S R12 S12 BT.

An aspen, B8 ins, diam., bears N. 61° W., 10 lks.
dist., mkd. T4S R124 S1 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground with brass cap mkd.

T4S
Rl R1IW

81]86
812|387
1966

Deposit the original stone and glass alongside
and raise a mound of stone, 3 ft. base, 2 ft.
high, W. of cor.

All original bearing trees in good condition;
mark "BT" at base of each bearing tree,

The cor. is located in a Forest Service Boundary Fence
on & MW, slope in dense aspen timber and about 4,00
chs. 8. of the edge of the timber, bearing E. and W.

At the &k sec. cor. of secs. 1 and 6, T. 4 8., Rs. 11 and
12 W,, which 1s a sandstone, 16x5x4 ins. (record 24x8x4
ins.), badly deteriorated, and firmly set and mkd. ""1/4"
on W, face, ©

| (Ostaber 1964) Gormorly 4~673%) UNDI—BLM FIELD

oot s s < e
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Remonumentation of Corners jn T. 4 S., R. 11 W.

CHAINS )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T4S
R12W R1IW - -

%
S1|sé
1966~ ‘ ‘
Deposit ﬁhe original stone and glass-alongside

and raise a mound of stone, 3-ft. base, 2 ft.
high, W. of cor.

The cor. is located 20% lks. E. of a Forest $ervice
Boundary Fence bearimg N. and S., and 13 lksi: W. of
a spring branch, 2 ins. deep,-4 lks. wide, flowing
N. 10° E. - - .

At the % sec. cor. of secs. 32 and 33, which is a
sandstone, 15x8x6 ins., firmly set and plainly mkd,
"1/4" on the W, face and witnessed by -a mound of stone
W. of cor.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd..

T4S R11W
% .
$32|s33
1966 : -

Deposit the original stone alongside aﬁd rebuild
a large mound of stone W. of cor.

The cor. is located 15 lks. E. of a fence bearing N.
and S., and in sagebrush clearing about 8.00 chs. W,
of the edge of aspen timber line bearing N, and 8.

At the cor. of secs. 28, 29, 32 and 33, which is a
sandstone, 18x10x3 ins., firmly set and mkd. with
4 notches on the E. and 1 notch on the S. edge and
witnessed by a mound of stone W. of cor.

At the cor. point

Set an iron post, 30 ins, long, 2% ins, diam., 18 ins.
in the ground to solid rock and in a mound of stone,
4 ft. base to brass cap mkd. '

T4S R1lW
§29/s28
832|833

1966.

Debosit'the original stone.and glass alongside the
cor, .




19 35

coaE 3¢m0humhn£htihu“Ui?Cbrneréiiﬁ-T%”4'S;, R, 11 W.

. -+' hhe qory is located 36 lks. E. dnd 14 1ks. S, of the
ook cor, offa.feﬁce:beariqg s.iaﬁd‘E. R ]

IS A A . ol - =

"N

 T.ss,Ro1LW,

The N}'bdy.;]ThQ:FirSt‘Stén&arg Parallel South, was
surveyed by Page and Kershaw in 1904. The S., E. and W. ;
boundaries and the subdivisions were surveyed by S. P, @
Stewart’'and Clarence Jarvis in 1904 and 1905, The town- :

"ship 18 locited within the Uinta National Forest. ?

At the % sec. cor. of secs. 20 and 29, which is a sand-
stone, 14x10x4 ins., set in a mound of stone and plainly ‘
mkd. "1/4" on W, face. i

At the cor. point -

F>Set.én iron posf, 50 ins. long, 2% ins. diam., 20 ins.
in the ground and in a collar of stone to brass cap mkd.

«~ . TI58 R1lwW

S ! ¢°-
% 529

1966

’ bepohif:fhé original stone_alohgéid&,ana raise a mound
"lof stone, 3 ft. base, 2 ft, high, N. of cor.

From which:

The SE. cor. of the Willow Creek Guard Station

bears N, 23° W., 4.05 chs. dist, = = - -
. [ ! < . - - .
The cer. is located 11% lks. E. of an old fence line, b
bears N. about 8,00 chs.; thence'W. and $.°4.00 chs.; ‘
thenee W. and 5.00°chs’, S. of Willow Creek, 3 ins. deep,
3 1ks. wide, course E,

. M SR

At the cor. of secs. 19, 20, 29 and 30, which is a sand-
stone, 16x10x7 ins., firmly set and plainly mkd, with 2
‘notches on the 'S, and 5 notches: on the E. edge and wit-
nessed with a mound of stone W. of the cor.-

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

| 758 R1W

sigfs20
- s3ofs29 - -

1966

R P
Deposit the original stone alongside and raise a
large mound of stone W. of cor.

91807 (October 1964) (formerly 4-5673b) USDI—BLM
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Remonumentation of Corners: in T. 5 8., R. 11 W,

CHAINS

The cor. is located 10 lks. E. of a wash, 2 ft, deep,
5 lks. wide, drains 8. 40° E. and 8. 2.00 chs. dist,
from the intersection of an improved dirt road, bears
N. 40° E. and S. 40° W., and a trail road, bears N.
50° E.

¢

At the % sec. cor. of secs., 19 and 30, which is a sand-
stone, 15x12x4 ins. (record 16x10x6 ins.), firmly set

and plainly mkd. "1/4" on N. face, ‘"

Set an iron post, 30 ins, long; 2% ins._diam;, 24 ins,
in the ground and in a collar of stone to b:ass cap mkd.

T4S R11W

3 _ 819

% 530
1966

Deposit the original stone alongside the cor.
Ffom which I mark:

An aspen, 7 ins. diam., bears §. 50° W., 63 1ks,
dist., mkd. 1/4 S30 BT.

No other suitable bearing trees available.

The cor. is located on a SE. slope about 5.00 chs, N,

of the bottom of a draw, drains E., and about 10,00 chs.
W. of a Forest:Service Road, improved, bears N. 40° E.
and S. 40° W., irregularly,

At the closing-cgr,‘of geés, 5land_6 on the N. bdy. of

the township, which is a sandstone, 15x9x3 ins., (record
16x12x6 ins.), firmly set and plainly mkd. with 5 notches
on E. and 1 notch on.W, edge and CC.on $. face, and wit-
nessed by a small mound of stone S. of cor.

There is no remaining evidence of the original bearing
trees,

At the cor. point

‘Set an.iron;post; 30:ins. long, 2% ins. diam., 20 ins.

in the ground with brass cap mkd, :

T4S o P S
§32

. 86’85 e . L

T5S R1lw
1966

Deposit the original stone alongside and raise a
mound of stone, 3 ft, base, 2 ft, high, S, of cor.

From which I mark:

‘6#o sai
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Remonumentation of Gmemers in T. 5 S., R. 11 W,

CHAINS

An aapen,' 5 ins. diam,, bears S, 65° E., 35 lks.
dist., mkd., T58 RL1W CC S5 BT.

-An aspen, 8 ins. diam,, bears S. 47° W., 10 1ks.
dist., mkd. T58 R11W CC S6 BT.

The cor. is located on an E. slope in a medium growth S
of aspen timber. A Forest Service Boundary Fence, S., il
32 lks. dist. from the cor., bears E. and W. ;

R i
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CERTIFICATE OF SURVEY

I, Gerald W, Hochstrasser » HEREBY CERTIFY upon honor that,
in pursuance of special instructions beering date of the 15thday of February , 1961,
I have remonumented corners in T. 2 8., R. 11 W., T. 2 8,, R, 12 W.,

T.38.,R.12W., T. 4S.,, R. 10W,, T. 4 8., R, 11 W., and T. 5 8.,
R. 11 W.

of the Uintah Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes,

A
7 4
= L i 2 A

(Cadastral Surveyor)

February 10, 1967
(Date)

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

glaj"BeMiTTEp AE?RRZ AZP F;QRGS"AL 3:5,?,,2’0?;3') MANAGEMENT,

The foregoing field notes of the remonumentation of corners in T. 2 §,, R. 11 W.,

T. 28,,R. 12W., T. 3 S., R. 12 W,, T, 4 S., R. 10W., T, 4 S., R. 11 W
and T. 58S,, R. 11 W. of the Uintah Meridian

executed by Gerald W. Hochstrasser, Supervisory Cadastral Surveyor

having been critically examined. and found correct, are hereby approved.

APR 2 9 970 ‘m
(Date)

. tChief—Bivisien-oi-Bagiaeeriag)—
Chief, Division of Cadastral Survey
CERTIFICATE OF TRANSCRIPT

foregoingt ipt-of thefiold £ the-above-deseribed .

» is a true copy of the original field notes.

Date) —{Ghief-Division-of-Engincering) .
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FIELD NOTES

OF THE

REMONUMENTATION OF CORNERS

IN

TOWNSHIP 13 NORTH, RANGE 14 WEST

TOWNSHIP 13 NORTH, RANGE 15 WEST

TOWNSHIP 13 NORTH, RANGE 16 WEST
TOWNSHIP 14 NORTH, RANGE 12 WEST

TOWNSHIP 14 NORTH, RANGE 13 WEST
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TOWNSHIP 14 NORTH, RANGE 15 WEST

TOWNSHIP 14 NORTH, RANGE 16 WEST
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Of the SALT LAKE Meridian,
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EXECUTED BY
JERRY L, THOMAS SURVEYING TECHNICIAN
!
Under special instructions dated FEBRUARY 15 , 1961, which provided for the surveys
included under Group Number 447 , approved . FEBRUARY 16, 1961 ,
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Survey completed . OCTOBER 19 , 19 66 - ; ‘
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Remonumentation of Corners in T. 13 N., R. 14 W,, S. L. Mer.

The following field notes are those of the remonumentatian
of certain identified original corners selected by the
U. S. Forest Service as being adjacent to or controlling
the Forest Service Lands, located in the Sawtooth Nation#l
Forest, in the following townships:

T. 13 N., R, 14 W.
T. 13 N., R. 15 W.
T. 13 N., R. 16 W.
T. 14 N,, R. 12 W.
T. 14 N., R. 13 W.
T. 14 N., R. 14 W.
T. 14 N., R. 15 W.
T. 14 N., R. 16 W.
T. 15 N., R. 14 W.

T. 15 N., R. 15 W.
of the Salt Lake
Meridian. )

The position of each corner was marked by the original
monument or determined from corner accessories recorded
in the survey record. ‘The monumentation was requested
by and accomplished in cooperation with the Forest
Service. . ’ ’

T. 13 N., R. 14 W.

Township 13 North, Range 14 West, Salt Lake Meridian,

is located partially within the Sawtooth National
Forest. The S. bdy., the Third Standard Parallel North,
south 3 miles of the E. and W. bdys., and the south 1/2
of the subdivisional lines, were surveyed by G. Y. M.
Boatelle in 1872, The N. bdy., the north 3 miles of the
E. and W. bdys., and the north 1/2 of the subdivisional
lines, were surveyed by Andrew P. Hanson in 1893.

At the cor. of secs. 1, 6, 7 and 12, T. 13 N., Rs. 14
and 15 W., marked with a quartzite stone, 18x9x7 ins.
(record 24x12x7 ins.), firmly set and marked with 5
notches on the S. and 1 notch on the N. edge, and
witnessed by a mound of stone W. of cor.

At the cor. point

Set an iron post, 30 ins. 1ong; 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T13N
R15W R14W

S1{s6 -
S12|s7
1966

Deposit the original stone and glass alongside and
rebuild mound of stome, 3 ft. base, 2 ft. high, W. of
cor. - - -

The cor. is located 6n a 5. slope about 5.00 chs. S. of
main divide of mountain; a fence, 1.20 chs. N. of the
cor. bears E. and W.

180~7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAP
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Remonumentation of Corners in.T. 13 N., R. 14 W., §. L. Mer.

CHAINS

- At the 1/4 sec. cor. of secs.-21 and 22, marked with a
quartzite stone 1llx1lx4 ins. (recerd‘18x12x5‘ins.),
firmly set and plainly mkd. 1/4 on W. face, with
scattered mound of stone W. of cor.

At the.cor. point

Set an.iron post, 30 ins. long, 2% ins. diam., 24 ing,
in the .ground with brass cap mkd,

-"T13N R14W

Y
s21(s22

1966

Deposit the original stone and broken glass alongside
and rebuild large mound of stone around the cor.

The cor. is located at the cor. of fence lines bearing
E., W., and 8., 30 lks. W. of intersection of same E-W
fence line and fence bearing N.; a jeep road bearing S.
and W. turns between the fence corners.

At the cor. of secs. 15, 16, 21 and 22, marked with a
quartzite stone, 16x11x5 ins. (record 18x14x6 ins.),
firmly set and Plainly mkd. with 3 notches on the S. and
E. edges. ’ )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in 2 mound of stone to brass cap mkd.

T13N R14W
S816/S15
§21(s22
- 1966
Deposit the original stonme and glass alongside the cor.

The cor. is located at the cor. of an old fence line,
bears S. and E,

At the 1/4 sec. cor. of secs. 15 and 16, marked with a
quartzite stone, 17x7x4 ins. (record 24x10x6 ins.),
firmly set, mkd. 1/4 on W. face, and witnessed by a
mound of stone W, of cor.

At the cor. point

Set;ap‘iron,g¢st;g30:iﬁs,ulong*‘é%;iﬁS{'diam., 24 ins,
in the ground and in a mound of stene to brass cap mkd.

T13N R14W
S16[815 "
1966




Remonumentation of Corners in T. 13 N., R. 14 W., S. L. Mer.

53

Deposit the orlglnal stone and glass alongs1de the
ccor. - « ¢

- - [
- B i ¢

The cor. is located on a gentle S. slope,

At the cor. of secs. 9, 10, 15 and 16, marked with a
quartzite stone, 22x6x5 ins. (record 24x10x5 ins.),
firmly set and plainly mkd. with 4 notches on the S.
and 3 notches®on the E. edge, and witnessed by a mound
of stone W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R14W T

L solsi0 . .
. .. 816|815 i
1966

Deposit the original stone and glass alongside the cor.
The cor. is located on a rocky W. slope at the base of
a main ridge.

At the cor. of secs. 8, 9, 16 and 17, marked with a
quartzite stone, 12x12x6 ins. (record 18x10x7 ins.),
firmly set, plainly mkd. with 4 notches on the S. and
E. edge and witnessed by a mound of stone W. of cor.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in:the. ground and in a mound of stome to brass cap mkd.

. CTINGRIW - -
. s8/s9 B o
) ’ . S174s16
. 1966 . _
Deposit the original stone and glass alongside the cor.

.The cor. is located on a SE. slope, approx. 100 ft.
above and 5.00 chs. E. of the bottom of a draw.

At the cor. of secs. 19, 20, 29 and 30, marked with a
quartzite stone, 18x9x3 ins. (record 18x10x7 ins. ),
firmly set, plainlyimkd. with 5 notches on the E. and
2 notches on the S. edge and w1tnessed by a mound of
stone W. of cor. - » o

.. At ;the: cor. point. : : Z

180—-7 (October 1964) (formerly 4--673b) USDI——BLM




Remonumentation of Corners in T. 13 N., R. 14 W., S. L. Mer.

CHAINS

Set an iron post, 30 ins. long, 2% ins. Hiam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

Ti3 R1&W

S19/820

830|s29

© 1966
Deposit the original stone and glass alongside the cor.
The cor. is located in scrub juniper and in a fence

line, 15 lks. E. of a gate and dirt road, bears NW.
and SE., irregularly. ’ '

At the 1/4 sec. cor. of secs. 8 and 17, marked with a
quartzite stone, 22x12x7 ins. (record 18x10x5 ins.),
firmly set and plainly mkd. 1/4 on W. face and witnessed
by a mound of stone, N. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R14W
S8
1/4-2°
/ S17
1966

Deppﬁiﬁ the qrigi?al stone qnd,glés§“élongside the cor.

The cor. is located in a fence line, bears E. and W.
2,50 chs. E. of trail road, bears NW. and SE., irre-
gularly. It is on a S. slope, due S. of George Peak.

VRN

At the cor. of secs. 7, 8, 17 and 18, marked with a
quartzite stone, 18x8x5 ins. (record 26x9x6 ins.),
firmly set and plainly mkd. with 5 notches on the E.
and 4 notches bn the S. edge, and witnessed by a mound
of stone, W. of cor.

At the cor. point

Set an iron post,.30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R14W

S7ISS

" 818|517
S ane il 19660 0 .

h)

Deposit the original sfone and glass alongside the cor.

The cor. is located on a SW.: slope. at the point of a
rocky spur.

GPO 845-1
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Remonumentation of Corners in T. 13 N., R. 15W., S. L. Mer.

CHAINS

T. 13 N., R. 15 W.

Township 13 North, Range 15 West, Salt Lake Meridian,
is located partially within the Sawtooth National
Forest. The N., E., S., and W. bdys. and the sub-
divisions were surveyed by Andrew P. Hanson in 1893,
and the W. bdy. was resurveyed by Nephi P. Anderson
in 1902. .

At the cor. of secs, 13, 18, 19 and 24, T, 13 N., Rs.
15 and 16 W., marked with a quartzite stone, 18x12x5
‘ins., firmly set and plainly mkd. with 3 notches on the
N. and S. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground ahd in a mound of stone to brass cap mkd.

T13N
R16W RISW

S13/S18
S$24819
1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a SW. slope covered with sage-
brush and at the cor. of fences bearing E., W., and S.

At the cor. of seecs. 23, 24, 25 and 26, marked with a
quartzite stone, 18x12x5 ins., firmly set, plainly mkd.
with 2 notches on the S. and 1 notch on the E. edge, and
witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins., long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R15W
523824
526|825
1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a rolling bench and at the cor.
of fence lines bearing E., W., and N.

At the 1/4 sec. cor. of secs. 23 and 24, marked by a
quartzite stonme, 18x10x6 ins., firmly set, plainly mkd.
with 1/4 on W. face and witnessed by a mound of stone,
W. of cor. '

At the cor. point
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Remonumentation of Corners in T. 13 N., R. 15 W., 8, L. Mer.

CHAINS

Set an {rom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

T13N R15W

X
- 823|824
1966

Deposit the original stone and glass alongside the cor.
The cor. i1s located on a sagebrush covered SE. slope,

approx. 6.00 chs. S. of a dirt road, bears NE, and SW.,
irregularly.

At the cor. of secs. 13, 14, 23 and 24, marked with a
quartzite stone, 18x10x5 ins., firmly set, mkd. with
3 notches on the S. and 1 notch on the E. edge, and
witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R15W
S1l4(s13
S§23|S24
- 1966
Deposit the original stone and glass alongside the cor.

- The cor. is located on a SW. slope in a fence line,
bears N. and S.

"At the 1/4 sec. cor. of secs. 13 and 14, marked with a
quartzite stone, 18x10x7 ins., firmly set and plainly
mkd. 1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T13N R15W

4
S14|s13

1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a SE. slope about 500 ft. above
the bottom of a'creek, and in a fence line bearing N.
and S,

At the cor. of secs, 11, 12, 13 and 14, marked with a
quartzite stone, 14x10x6 ins., (record 24x10x5 ins.),
firmly set and plainly mkd. with 4 notches on the S.

and 1 notch on the E. edge, and witnessed with a mound
of stone W. of cor. .

Form 91807 (October 1964) (formerly 4--673b) USDI——BLM FIELD NOTE PA



7 5

Remonumentation oq.quners in T. 13 N., R. 15 W., S. L. Mer.

2 o

At the cor. pointt

Set an iron post,;Sd ins, long, 2% Ins:'diém., 24 ins.
:in the ground and 'in a mound of stone to b}ass cap mkd.

'T135 R15W
C - .811}812
: S14(s813 | ..
1966
Deposit the original stone ﬁnd gldss alongside the cor.
The cor. is located on an E, élope épprox. 80 ft. above

the bottom of a draw and 2,00 chs, E, of fence, bears
N. 5° W. and S. 5° E.

At the 1/4 sec, cor. of secs, 11 and 12, marked with a
quartzite stone, 18x10x5 ins., firmly set, plainly mkd.
1/4 on W, face and witnessed by a small mound of stone
W. of cor.

At the cor. point

Set an iron post,'30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R15W

%
s11(s12
1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a SE, slope about 70 ft, below
the top of the main ridge,

At the 1/4 sec. cor. of secs. 23 and 26, marked with a
limestone, 18x11x7 ins., firmly set and plainly mkd. 1/4
on N. face and witnessed by a mound of stone N. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins.
in the ground and in a mound of stome to brass cap mkd.

* T13N RLSW
4823
1 526
1966

From which I mark

A juniper, 8 ins. diam., bears S. 48° W., 48 1lks.

dist., mkd. 1/4 S26 BT.
There were no other suitable bearing trees available.
Deposit the original stone and glass alongside the cor.

The cor. is located on a W. slope, 50 lks. S. of fence,
bears E, and W.

91807 (October 1964) (formerly 4~673b) USDI~BLM FIELD NOTE PAPER
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Remonumentatiion of Corners in T. 13 N., R. 15 W., S. L. Mer.

CHAINS

~of the bottom of a wash,

At the cor. of secs. 21, 22, 27 and 28, marked with a
limestone, 18x12x10 ins. (record 18x10x7 ins.), firmly
set, plainly mkd. with 3 notches on the E. -and 2 notches
on the S. edge, and witnessed by a mound of stone W. of
cor.; from which, an original bearing tree:

A juniper, 8 ins. diam., bears S. 87° W., 13 1lks.
dist., mkd. S28; no other marks visible.

There is no remaining evidence of other original
bearing trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.,

T13N R1SW
5211822
$28(s827
1966
From which I mark

A juniper, 20 ins. diam., bears S. 65° E., 56 1lks.
dist., mkd. T13N R15W S27 BT. :

A juniper, 14 ins. diam., bears N. 37° W., 40 1ks,
dist., mkd. T13N R15W S21 BT.

There are no other suitable bearing trees available.
Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle SW, slope, 15 lks. N.

At the cor. of secs. 20, 21, 28 and 29, marked with a
quartzite stone, 18x8x5 ins., firmly set, plainly mkd.
with 4 notches on the E. and 2 notches on the S. edge
and witnessed by a mound of stone, W. of cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R15W
$20[s21
§29|s28
1966
Deposit the original stone and glass alongside the cor.

The cor. is located at the cor. of fences bearing E.,
W., and N.

GPO 84
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Remonumentation of Corners in T, 13 N., R, 15 W., S, L, Mer.

.AE. the 1/4 sec, cor. of secs, 20 and 21, maxked vwith a
quartzite stons, 24x9x6 ins., firmly set, plainly mkd.
1/4 on W. tace, snd'witnessed by & mound of stone, W.
of cor, ' o

At the cor. point

Set an iron post, 30 ins. long, 2§ ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

TIIN RIW
k
$20(s21

1966
Deposit the original stone and glass alongaidc the cor.

The cor. is located on a W, slope and in a fence line,
bears N, and §.

At the cor. of secs. 17, 18, 19 and 20, marked with a
quartzite stone, 18xlé4x5 tns., firmly set, plainly mkd.
with 3 notches on the ., and 3 notches on the §. cdge,
and vitnessod by & wmound of stone, W. of cor.

At the cor. point

Set an {ron post, 30 (ns. long, 2} ins. diam,, 24 tns.
in the ground and in & wound of stonec ta brass cap mkd,
TI3N RISW

518517

$19;520
1966

Deposit the original stone and glass alongside the cor.

The cor. is located on o S, slope {n a fence line, bears
E. and VW, )

At the 1/4 sec. cor. of secs. 18 and 19, marked with a
quartzite stone, 25x12x4 f{ns., firmly set and plainly
mkd. 1/4 on W, face.

At the cor. point

Set an {ron post, 30 ins. long, 2§ ins. diam., 24 {ns.
{n the ground and {n a mound of stone to brass cap mkd.

v TIN RISW
174318

819

1966

Deposit the original stone and glass alongside the cor.

9180--7 (Octaber 1964) (fermorty 4-673%) USD1——BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 13 Ni, R. 15 W., S. L, Mer.

CHAINS

" jeep trail bears N. and S. along the west side of creek,

The cor.:is loé¢ated on the west side of Middle Fork
Creek and in a fence line, bears E. and W.; Clark Basin

T. 13 N., R. 16 W,

Township 13 North, Range 16 West, Salt Lake Meridian, is
located partially within the Sawtooth National Forest.
The north boundary was surveyed by Nephi P. Anderson in
1892 and he retraced 4 miles of the north boundary in
1902, The east boundary was surveyed by Andrew P.
Hanson in 1893 and resurveyed by Nephi P. Anderson in
1902. The south boundary, the Third Standard Parallel
North, and the west boundary, the Fourth Guide Meridian
West, were surveyed by Nephi P, Anderson in 1892 and in
1899, Anderson retraced the west boundary. The sub-
divisional lines were surveyed by Nephi P. Anderson in
1902.

At the cor. of secs. 13, 4, 23 and 24, marked with a
quartzite stone, 16x9x5 ins., firmly set and plainly
mkd. with 3 notches on the §. and 1 notch on the E.
edge, and witnessed by a mound of stone, W, of cor.

At the cor. point

Set an.iron post, 30.ins. long, ‘2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R16W
S14(s13
523(824
1966
Deposit the original stone ‘and glass ‘alongside the cor,
The cor. is located on a steep N. slope approximately

200 ft. above Clark Basin Creek and in a femnce line,
bears E. and W.

At the 1/4 sec. cor. of secs. 23 and 26, marked with a
quartzite stone, 17x9x8 ins., firmly set and plainly mkd.
1/4 on N. face and witnessed by a mound of stone, N, of
cor, ) : e

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and' in 2'mound of stone to brass cap mkd.

‘T13N R16W

826

1966

Deposit the original stone and glass alongside the cor,
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Remonumentation of Cormers in T. 13.N., R. 1§ W., S. L. Mer.

The cor. is located on a SE. slope and at the cor. of
fences bearing N., S., and W.

At the cor. of secs. 21, 22, 27 and 28, marked with a
sandstone, 22x7x6 ins., firmly set and plainly mkd. with
3 notches on the E. and 2 notches on the §. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

¢ : T13N R16W
L $21]522
§28|s527
1966
Deposit the original stone and glass alongside the cor.
The cor. is located at the cor. of an old fence line,
no wire remaining on fence posts, bears N, and W.; a

dirt road, 30 lks. S. of cor. leads from Lynn to Park
Valley.

At the cor. of secs, 16, 17, 20 and 21, marked with a
quartzite stone, 17x7x6 ins., firmly set, plainly mkd.
with 4 notches on the E. and 3 notches on the S. edge
and witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground aﬁdrin a mound of stone to brass cap mkd.

T13N R16W
817'816
$20|s21
1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a grassy NW. slope and in a fence
line, bears E. and W.

At the cor. of secs, 8, 9, 16 and 17, marked with a
quartzite stone, 18x10x6 ins. (record-16x8x4 ins.),
firmly set, plainly mkd. with 4 notches on the S. and
E. edges, and witnessed by a mound of stone, W. of cor.

At the cor. point
Bet an iren post, 30 ins. long, 2% ins. diam., 24 ins. ,
in the ground and in a.mound ef stone to brass cap mkd. i

<
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Remonutientdtion 6f Corners in T. 13 N.; R. 16 W., S. L. Mer.

CHAINS

TL13N R16W

88159
S17|sle

1966

Deposit the original sténe_and glass alongside the cor.

The cor. is located on a sagebrush_covereq flat approx-
imately 4.00 chs. N. of a jeep road, bears E. and W.

At the 1/4 sec. cor. of secs. 9 and 16, marked with a
quartzite stone, 17x8x4 ins., firmly set, plainly mkd.
1/4 on N. face, and witnessed by a mound of stone, N.
of cor.

At the cor. point

Set an iron post, 30 ims. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N Rl6wW

59
T

1966
Deposit the original stome and glass alongside the cor.

The cor. is located on a N. slope, 50 lks. S, of the
bottom of a draw.

At the 1/4 sec. cor. of secs. 8 and 9, marked with a
quartzite stone, 13x13x4 ins,, firmly set, plainly mkd.
with 1/4 on W. face, and witnessed by a mound of storne,
W. of cor. )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd,

T13N R16W
%
S8|s9

1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a W. slope 30 ft, below the ridge
top.

At the cor. of secs. 4, 5, 8 and 9, marked with a quart-
zite stone, 15x8x7 ins., firmly set, mkd. with 5 notches
on the S. and E. edges, and witnessed by a mound of
stone, W. of cor.

3

GPO usﬁ
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Remonumgntation of Corners in T. 13.N,, R, 16 W,, S, L, Mer.

At the ‘cox. point o

3

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T13N RIGW
s5]s4 .

S8|59
1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a S. slope, 1.00 ch. N. of bottom
of draw, drains NE.

At the 1/4 sec, cor. of secs. 4 and 5, marked with a
quartzite stone, 16x14x6 ins,, firmly set), plainly mkd.
1/4 on W. face and witnessed by a mound of stone, W. of
cor.

At the cor. point

Set an iron post,’30 ins. long, 2% ins. diam., 24 ins.
in the ground and it a mound of stone to brass cap mkd.

T13N R16W
%
S4|s5
1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a W. slope approximately 8.00 chs,
S. of dirt road, bears E, and W.

At the 1/4 sec. cor. of secs. 17 and 20, marked with a
quartzite stone, 16x10x6 ins., firmly:set, plainly mkd.
1/4 on N. face, and witnessed by a mound of stone, N. !
of cor. 3

At the cor. point

Set an iron post, 30 ins. long, 2% ins: diam., 24 ins, |
in the ground and in a mound of stone to brass cap mkd.

T13N R16W

s1l7
1/46—2
/ 520

1966 ' |
Deposit the original stone and glass-alongside the cor.
The cor, is located on a NE. slope, 15 lks. N. of cor.

of fences bearing E.; W., and S.,,and 6.00 chs. W, of P
jeep road bearing NW. and SE; along bottom of.draw. '

~7 (October 1964) (formerly 4—-673b) USDI~~BLM FIELD NOTE PAPER
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Remonumentation 6f Corners in T. 13 N., R. 16 W., S. L. Mer,

CHAINS

At the 1/4 sec. cor. of secs. 8 and 17, marked with a

quartzite stone, 18x10x7 ins., (record 17x8x4 ins.),

firmly set and plainly mkd. 1/4 on N. face, and wit-
nessed by a mound of stone N. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R1l6W

1/4S8
/=517

1966
Deposit the original stone and glass alongside the cor.
The cor. is located on a sagebrush covered flat in

scattered growth or juniper and'approximately 10.00 chs.
S. of jeep road, bears E. and W.

At the 1/4 sec. cor. of secs. 5 and 8, marked with a
quartzite stone, 19x10x8 ins. (record 19x10x4 ins.),
firmly set and plainly mkd, 1/4 on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T13N R16W

S5
1/4 38

1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle N. slope approximately
5.00 chs. N. of dirt road, bears E. and w.

Township 14 North, Range 12 West, Salt Lake Meridian, is
partially located within the Sawtooth National Forest,
The north boundary was surveyed by Edward Koeber in 1887
and resurveyed by Andrew P. Hanson in 1895, The east
boundary was surveyed by G.Y.M. Boatelle in 1872 and
retraced by Hanson in 1895. The south and west bound -
aries and the subdivisional lines were surveyed by Edward
Koeber in 1887. The west boundary was retraced by Andrew
P. Hanson in 1893, and a portion of the subdivisional
lines were resurveyed by Hanson in 1895,

At the cor. of secs. 4,-5, 32 and 33, Tps. 14 and 15 N.,
R. 12 W., marked with a limestone, 17x10x10 ins. (record
24x18%6 ins.), firmly set, plainly mkd: with 4 notches on
the E. edge (no marks .visible on W. edge) and witnessed
by a mound of stone W. of .cor.

GPO 845-H
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Remonumentation of Cornexrs in T. 14 N.,.R. 12 W., S, L. Mer.

At the cor. point

b T . PO (RPN ‘s -1
Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T15N R12W
s32|s33
S5/s4
TL4N
1966

N =

. . Deposit the original 'stone and glass alongside the cor.

The cor., is located on an E. slope at the crest of a
ridge, bears N. and S. : . '

£
<

At the cor. of secs, 13, 18, 19 and 24, T. 14 N., Rs,
11 and 12 W., marked with a cobblestone, 18x10x6 ins.
(record 22x10x5 ins.), firmly set, plainly mkd. with

3 notches on the N. and S. edges, and witnessed with a
mound of stone W. of cor.

At the cor. point

Set an iron post, 30 ins. long; 2% ins.\diam., 25 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N
RIW R11W

S13[s18

$24[519
o 1966
] R

Deposit the originalvstbne and glass alongside the cor.
The cor. is located on a gentle E. slope in scrub
juniper, and 10 lks. W. of the cor. of fences bearing
E., W., and N. 10° E.

At the cor. of 'secs. 19, 24, 25 and 30, T. 14 N., Rs.
12 and 13 W,, marked with a shale stone, 16x10x5 ins.,
firmly set, plainly mkd. with 4 notches on the N. and

2 notches on the S. face, and witnessed with a mound of
stone, W. of cor.

At the cor. point

Set an irén post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a ‘mound of stone to brass cap mkd.

T14N
R13W R12w -

1o S24(819
$25[s30 «
1966 .

1; ¢~

7 (October 1964) (formerly 4~673b) USDI——BLM FIELD NOTE PAPER



G§5

16

Remonumentation of Corners in T. 14 Ni,;R.;12 W., S. L. Mer.

CHAINS

Deposit the original stone and glass glongs;de the cor.

The cor. is located on a grassy SE. slope,’ 4.00 chs. S,
of the Raft River divide and approximately 12.00 chs. N.
of the S. rim of Indian Spring Canyon,

At the cor. of secs. 7, 12, 13 and 18, T. 14 N., Rs.

12 and 13 W., marked with a quartzite stone, 18x10x6 ins.
firmly set, plainly mkd. with 2 notches on N. and 4
notches on S, face, and witnessed by a mound of stone,

W. of cor.

At the éor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

t

TIGN »
RI3W RIW
- s12|s7
S13[s18
1966 ,

Deposit the original stone and glass alongside the cor.
B P

The-cors is located on an E. slope in 'dense growth of
young juniper and at the cor. of fences bearing E., W.,
and N,

At the cor. of secs. 5, 6, 7 and 8, marked with a cobble-
stone, 16x8x4 ins. (record 20x10x7 ins.), firmly set,
plainly mkd. with 5 notches on the S, and E. edge, and
witnessed by a mound of stone, W. of cor,

At the cor. point ., | el .

L

Set an iron post, 30 ins, long, 2% ins. ‘diam., 24 ins. in
the ground and in a mound of stone to brass cap mkd,

o e ~ T14N R12W
: 86|55 ..

e Loy . 87188 - T

(R Y S Y B Yot | .1-96)63 I £y B¢ :;7 N

Deposit the original stone and glass alongside the cor.

The cor. is located on a W. slope in scattered young
‘juniper ard-at ‘the cor, ofAfénces‘béaring>E., W., and
S. . g

- w-. T. 14 N., R, 13 W,

Township 14 North, Range 13 West, Salt Lake Meridian, is
located partially within the Sawtooth National Forest.

-
GPO 6454{!
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.u¢ . Remqnumentation of Cornerg-in T, 14 N.,;.Ry 13 W.,.S. L. Mer,
'CHAINS

** s+ | ‘The e&st"bqundary was surveyed by G.Y:M Boatelle in
o 1872 and- retraced by Andrew P, Hanson in 1893. The

= * | north, south;: and West boundaries and the subdivisional

| lines were'surveyed by AndrewP; Hanson' in 1893,

At the 1/4 sec. cor. of secs, 25 and 30, T. 14 N,, Rs.
13 and 14 W., marked with a slate stone, 18%x10x5 ins.
(record 18x10x9 ins.), firmly set, plainly mkd. 1/4 on
W, face, and witnéssed by a mound of stone; W. of cor.

- <o z

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.,

T14N
R14W R13W

= szs?sao: :
1966

Deposit the original stone and glass alongside
the cor. .

The cor, is locifed on a W. slgpe:andiinlé fence line,

"bears N, and §. °

At the cor. of secs. 19, 24, 25 and 30, T. 14 N., Rs,
‘13 and 14 W., warked with a slate stone, 18x7x4 ins.

(record 16x10x5 ins.), firmly set, plainly mkd. with

2 notches on the S. and 4 notches on the N, face, and
witnessed by a mound of stone W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.,
in the ground and.-in a mound of stone to brass cap mkd.
T14N )
R14W R13W.

5241519
§25(830
1966

" Deposit the:briginal'étoné aédfglaégiaiongside
“the cor.. : ‘ :

{
¢ !

From which I mark

A fir, 4 ins, diam., bears N, 10° E,, 104 1lks.
dist., mkd, X BT.. . L .

A £i¥, 5 Ins, diam,, bears S, 81° E., 53 lks.
dist., mkd. X.BI,

There are no other suitable bearing trees
available,

The cor. is located on a NE, slope, 50 lks, W, of a
small grove of fir, ce

)
T

I e
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CHAINS

At the cor. of secs. 7, 12, 13 and 18, Tps. 14 N., Rs.
.13 and 14 W., marked with a quartzite stone, 14x12x6 ins.

At'the cor, poiné

| Set an iron post, 30 iné.'long, 2% ins, diam., 24 ins,

(record 18x10x7 ins.), firmly set and plainly mkd, with
4 notches on the S, and 2 notches on the N. face, and
witnessed by a mound of stone, W, of cor.

in the ground and in a mound of stone to brass cap mkd,

T14N
R14W R13W

S12|s7
S13|s18
1966

Deposit the original stone and glass alongside
the cor.

At the cor, of secs. 23, 24, 25°and 26, marked with a

mkd. with 2 notches on the 8. and 1 notch on the E,

At the cor. point

quartzite stone, 18x10x9 ins., firmly set and plainly

edge, and witnessed by a mound of stone W. of cor.

Set'an iron post, ‘30 ins. long, 2%'ins., diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

- T14N R13W -
' 823|524
$26 /525
“1966

Deposit the original stone and glass-alongside
the cor,

The cor. is located on a grassy flat approximately 3,50
chs. N. of jeep road, bears E. and W,

At the 1/4 sec, cor. of secs. 24 and 25, marked with a

mkd. 1/4 on N, face, and witnesséd by a mound of stone,
N. of cor.

At the cor. point

quartzite stone, 18x10x7 ‘ins., fifmly set and plainly

Set an iron post, 30 ins. long, 2% ins, diam,., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

“TL4N RI3W <

174524
$25
1966

Deposit the original stone and glass alongside
the cor,

The cor. is located on a grassy flat approximately 6,00
chs. N. of jeep road, bears E. and W.

GPO 845.]
§
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Remonumentation of Corners in T. 14 N., R, 13 W,, 5, L. Mer.

At the cor. of secs. 13, 14, 23 and 24, marked with a
shale stone, 42x18x8 ins. (record 48x20x10 ins.),
firmly set in a mound of stone and plalnly mkd, with

3 notches on the S. and 1 notch on the E. face. There
is no remaining evidence of the original bearing trees.

«

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock and in a large mound of stone to brass cap mkd.

T14N R13E

Sl4|Sl3

" s23|s24
1966

From which I mark

A fir, 16 ins. diam., bears N. 38° E., 55 lks.
dist., mkd. T14N R13W S13 BT.

There were no other suitable bearlng trees avail-
able.

Deposit the orlglnal stone along51de the cor.

The cor. is located on top of a ledge, 45 ft. high,
faces 8., '‘and approximately 6.00 chs. N. of Rice Creek.

At the cor. of secs. 26, 27, 34 and 35, marked with a
slate stone, 18x10x9 ins., firmly set, plainly mkd. with
2 notches on ‘the S. and 1 notch on the E. edge and
witnessed by a mound of stone, W. of cor.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a large mound of stone to brass cap
mkd.
T14N R13W
§271826
S34(835
1966

Deposit the original 'stone ‘and glass alongside the cor.

The cor. is located on top of the Raft River Divide and
in the cor. of fence, bears S. and W.

At the 1/4 sec. cor. of secs. 26 and 27, marked with a
quartzite atone, 14x8x6 ins. (record 18x7x7 ins.),
firmly set and plainly mkd. 1/4 on W. face and witpessed
by a mound of stone, W. of cor.

At the cor. point

180-—7 (October 1964) (formerly 4~673b) USDI--BLM FIELD NOTE PAPER



Remonumentation of Corners in T. 14 N
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s R. 13W., S. L. Mer.

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and ‘in"a large mound of stone’ to brass
cap mkd. - - C

- T14N R13W

%
$27|s26 ‘ -
1966 -

3

Deposit the original stone and glass alongside the cor,

The cor. is located on a NW. slope, 200 ft. NW. of the
Indian Peak Bench Mark,

At the cor. of secs. 22, 23, 26 and 27, marked with a
quartzite stone, 14x6x4 ins. (record 18x9x6 ins.),
firmlyuset.and plainly nkd. with 2 notches on the §.
and E. edge, from which the original .bearing trees

A pine, 10 ins. diam., bears N. 34° E., 30 1ks,.
dist., mkd. T14N R13W S23 BT.

A pine, 18 ins, diam., bears 8. .30° E., 60 1ks.
dist. mkd. T14N R13W S26 BT.

A pine, 18 ins. diam., bears S. 26° W., 25 1lks,
dist. mkd. T14N R13W S27 BT.

A pine, 15 ins. diam., bears S. 85° W., 25 1ks.
dist. mkd. T14N RL3W $27 BT,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T14N R13W
5221523
527(s26

1966

From which I mark

A fir, 13 ins. diam., bears N. 18° E., 76 1lks,
‘dist., mkd. T14N R13W S23 BT.

A fir, 14 ins. diam., bears S. 80° E., 56 Iks.
dist., mkd. T14N R13W S26 BT.

A fir, 18 ins. diam., bears §. 12° W., 25 1ks.
dist., mkd. T14N R13W S27 BT,

A fir, 14 ins. diam., bears N, §3° W., 84 1ks.
dist., mkd. TL4N RI3W S22 BT.

Deposit the original stone and glass alongside the cor,

The cor. is located in a rock slide on a steep NW. slope
in a small grove of trees.

it

.
PO 84818
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Remonumentation of Corners in T. 14 N., R, 13 W., S. L. Mer.

~1

At the cor. of secs. 2, 3, 10 and 11, marked with a
quartzite stone, 18x10x6 ins. (record 20x18x10 ins.),
*firmly- set in a‘mound of stone and plainly mkd. with
5 notches on the S.'and 2 notthes 6h” the E, edge.

‘At the'cor. point = - ¢

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R13wW
S3[s2
. 810j}s11
st 1966
‘Deposit-the original stone'and glass alorigside the cor.

The cor. is located on a gentle N, slope and on top of
a ridge bearing NW. and SE.

At the cor. of secs. 27, 28, 33 and 34, marked with a
quartzite stone, '18x8x7 ins., firmly set, plainly mkd.
with 3 notches on the E. and 1 notch on the S. edge,
and witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and 'in 4‘mound of stone‘to brass cap mkd.

T14N R13W
$28(827
S33(s834
1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a rocky flat and in a fence line,
bears N. and S.

At the 1/4 sec. cor. of secs. 15 and 16, marked with a
granite stone, 17x10x4 ins. (xecord 18x14x7 ins.),
firmly set, plainly mkd. 1/4 on W. face and witnessed
by a mound of stone, W. of cor. . -

At the cor., poipt

Setianhiron'posﬁ, 30 ins. long, 2% ins. diam., 24 ins.
in the ground 4and .in .a mound of stone to brass cap mkd.

T14N R13W

%
S16|s15
1966

Deposit the original stone and glass alongside the cor.

80~7 (October 1964) (formerly 4—673b) USDI—BLM
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Remonumentation of Corners in T. 14 ﬁ.,>R. 13'ﬁ}, S. L. Mer.

CHAINS

From which I mark L
A mahogany, '8 ins. diam., bears N. 17°-E., 17 1lks.
dist,, mkd,. 1/4 S15 BT, -
A mahogany, 4 ins. diam., bears S. 37°.W., 43 1lks.
dist. mkd. 1/4 S16 BT.

The cor. is loéated on an E. slope in a small sagebrush
clearing surrounded by dense mahogany timber.

At the cor. of secs. 9, 10, 15 and 16, marked with a
granite stone, 16x10x6 ins., (record 24xlix7 ins.),
firmly set in a mound of stone and plainly mkd. with
4 notches on the S. and 3 notches on.the E. edge.

At the cor.ApoinF

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of Stone to brass cap mkd.

T14N R13W ) .
S9(S10 -
S16|S15 : .
1966
From which I mark

A mahogany, 12 ins, diam., bears N. 38° W., 67 lks.
dist., mkd. T14N RI3W S9 BT.

There were no other suitable bearing trees avail-
able. .- C

Deposit the original stone and glass alongside.

The cor. is located 1.00 ch. S. of a grove of young aspen|
timber, e o .

At the cor. of secs. 28, 29, 32 and 33, marked with a
quartzite stome, 20x14x6 ins. (record 18x11x9 ins.),
firmly set, plainly mkd. with 4 notches on the E. and
1 notch on the S. edge, and witnessed by a mound of
stone, W. of cor. S

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

v

T14N R13W-

529(s28
§32|s33
1966

Depeosit the original stone and glass alongside the cor,
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CHAINS

The cor. is located on top of the Raft River Divide
"| and in a fence line, bears N. and S.; it is on the N.
side of a jeep road, bears E, and W.

At the 1/4 sec. cor. of secs. 28 and 33, marked with a
quartzite stone, 18x9x5 ins., firmly set, plainly mkd.
1/4 on N. face, and witnessed by a mound of stone, N.
of cor. e S )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

c

’ - T14N R13W

a6t 1/4—3—28
S33

1966
Deposit the original stone and glass alongside the cor.

The cor. is located in a saBebrush flat approximately
9.00 chs. S. of a jeep road, bears E. and W.

At the cor. of secs. 16, 17, 20 and 21, marked with a
broken quartgzite stone, 16x10x6 ins. (record 36x16x5
ins.), loosely set in a mound of stone and plainly mkd.
with & notches on.the E. and 3 notches on the S. face.
At the cor. point

Set an iron post, 30 ins. long, 2%.ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R13W
S17(sS16
§20(s21
1966
Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle NE. slope at the cor.
of a fencé, 'bears NE. and W, * - °

At the cor. of secs. 29, 30, 31 and 32, marked with a
slate stone, 19x8x6 ins. (record 18x11x6 ins.), firmly
set and plainly mkd, with 5 notches on E. and 1 notch
on S. face.

1y

At the cor. point

Set an iron pos€, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R13W
$304829
S$31|832

1966
7 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER




Remonumentation of Corners in T. 14 N., R. 13'W., S. L. Mer.

CHAINS

Deposit the original stone and glass alongside the cor.

The cor. is located on a W. slope and at the cor. of
fence, bears N. and SE.

At the 1/4 sec. cor. of secs. 29 and 32, marked with a
quartzite stone, 18x9x71ins., firmiy set, plainly mkd.
1/4 on N, face, and witnessed by a mound of stone, N.
of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.
T14N R13wW

$29
1/4——§§§—

1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle NW. slope, 1,30 chs. N.
of a dry spring bed.

At the 1/4 sec., cor. of secs. 29 and 30, marked with a
quartzite stone, 12x8x6 ins. (record 18x9x6 ins,),
firmly set, plainly mkd. 1/4 on W. face, and witnessed
by a mound of stone, W. of cor.

At the.cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground to solid rock, and in a large mound of
stone to brass cap mkd,

T14N R13W

%
$30|s29
1966
Deposit the'origiqal stone alongside the cor,
The cor. is located on a gentle W. slope in a fence

line, bears N. and S., and 1.00 chs. W, of the crest
of a ridge.

At the cor. of secs. 19, 20, 29 and 30, marked with a
quartzite stone, 18x11x8 ins, firmly set, plainly mkd.
with 5 notches on the E. and 2 notches on the S. face,
and witnessed by a mound of stone, W, of cor.

At the cor. point

ePo ul-(r
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Remonumentation of Corners in T. 14 N., R. 13 W., S. L, Mer,

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground and. in a.mound of stone to brass cap mkd.

T14N R13W

519/520
830(s29
1966 .

From which I mark
A fir; 10" ifs:'diam.; beats N. 65° E., 22 lks. dist
¢« ‘ ‘mkd. T14N R13W S20 BT.- : :

A fir, 8 ins. diam., bears S. 63° E., 55 1ks. dist.,
mkd. T14N R13W S29 BT.

Afir, 8 ins. diam., bears S. 56° W., 88 lks. dist.,
mkd. T14N R13W S30 BT.

A fir, 10 ins. diam., bears N. 24° W., 57 lks,
-dist,, mkd., T14N R13W S19 BT,

-

Deposit the original stone and'glass élongside the cor.

The cor. is located on a gentle N. slope in a small
clearing and at the cor. of a fence, bears N. and W.

At the 1/4 sec. cor. of secs, 19 and 20, marked with a
quartzite stone, 14x10x6 ins. (record 18x9x7 ins.),
firmly set, mkd. 1/4 on W. face, and witnessed by a
mound of stone, W. of cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R13W

1
S19]s20

1966
Deposit the original stone and glass alongside the cor.

The'cor. is located‘on a géntle N.‘slope in a fence
line, bears'N. and S., and approximately 12,00 chs. S.
of the cor. of fence, bears S. and W.

At the cor. of secs. 5, 6, 7 and 8, marked with a

limestone, 12x8x6 ins. (record 24x10x8 ins.), firmly

- | set, mkd. with 5 hotches on the S. and E. edges, and
" | witnessed by a mound of stone, W. of cor. :

At the cor. point - -

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

vt e e T
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|
Rémonumentation of Cornefs in T. 14 N:,Jﬁ;'IS W., S. L. Mer. Aj
)

B N Rw S

' 86(S5
S7|s8

oL
1966

Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle NE. slope about 20 ft.
below the crest of a ridge, approximately 10.00 chs.

N. of a dirt road, bears E. and W., and in a fence line,
bears E. and W. ) ’

T. 14 N., R. 14 W.

Township 14 North, Range 14 West, Salt Lake Meridian, is
located partially within the Sawtooth National Forest.
The north, east, south and west boundaries and the sub-
divisional lines were surveyed by Andrew P. Hanson in
1893.

At the cor. of secs. 2, 3, 34 and 35, Tps. 13 and 14 N.,
R. 14 W., marked with a slate stone, 22x10x4 ins.
(record 24x11x8 ins.), firmly set, mkd. 2 notches on E.
and 4 notches on W. edge, and witnessed by a mound of
stone, S. of cor, . -

At "the Cor;"poiﬂt. L. et Lo ST .an

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a large mound of .stone:to brass cap
mkd.

TL4N R14W

834(8335
S3(s2

T13N
1966

From which I mark

A fir, 12 ins. diam., bears N. 52° W., 66 lks.

dist., 'mkd.”TL4N RI4W 'S34 BT.

There were no other ‘suitable bearing trees avail-
able.

Deposit thg original stone and glass alongside the cor..

The cor. is located on a SW. slope, 4,00 chs. W. of top
of spur, and 40 lks. W. of fence, bears N: and S.
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Remonumentation of Corners in T. 14 N., R. 14 W., S. L. Mer77

CHANS

At the 1/4 sec. cor. of secs. 3 and 34, Tps. 13 and 14
‘N., R. 14 W., ﬁﬁﬁﬁgdtwith a slate stone, 18x10x6 ins.,
firmly set, mkd. 1/4 on W. face, and witnessed by a
mound of stone N. of cor.

k)

At the cor.'po{nﬁz

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T14N RL4W -

534
1/4—223
Méeg

TI3N
© .. 1966
From which i mark .
A fir, 14 ins. diam., bears N. 85° E., 34 lks.
dist., mkd, 1/4 S34 BT.

A f£ir, 7 ins. diam., bears S. 27° W., 110 lks.
dist., mkd. 1/4 $3 BT.

Depésit>thé original sfone and glass alongside the cor.

The cor. is located on a S. slope in a scattered growth
of fir and 3.00 chs. N. of jeep trail, bears E, and W.

t - AN

At the cor. of secs. 3, 4, 33-and 34, Tps. 13 and 14 N.,
R. 14 W., marked with a slate stone, 18x12x4 ins.
(record 18x10x7 ins.), firmly set,.mkd., with 3 notches
on the E. and W. edge, and witnessed by a mound of stone,|
N. of ¢or. - | ‘ ‘ N

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R14W

$33[534
s4’s3
T13N
1966

Deposit the originél stone and.glass.alongside the cor.

The cor. is located.on a rocky S, slope on the N. rim of
the Left Hand Fork of Pime Cteek Canyon.

At the.cor. of secs, 13, 18, 19 and 124, T. 14 N., Rs,
14-and 15 ,W., ,marked , with a:quartzite stqne, 18x7x6 ins. S
firmly set, dimly mkd. with 3 notches on the N. and S.
edges, and witnessed by a mound of stone, W. of cor.

At the cor. point

7 (October 1964)
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Remonumentation of Corners in T. 14 N., R. 14 W., S. L. Mer.

CHAINS

Set an iron post, 30 ins." long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

TL4N -
R15W R14W

S13{s18
S24|819
1966
From which I mark

A juniper, 14 ins. diam., bears N. 63° E., 492 1ks.
dist., mkd. T14N R14W S18 BT.

An aspen, 9 ins. diam., bears S. 9° E., 7.90 chs,
dist., mkd. T14N R14W S19 BT.

An aspen, 6 ins. diam., bears S. 29° 30' W., 5.70
chs. dist., mkd. T14N R15W S24 BT.

A pinon, 12 ins. diam., bears N, 14° W., 7.49 chs,
dist., mkd. T14N.R15W $13 BT.

The cor. is located W., 2.65 chs. dist. from the SE.
cor. of old log stable. ‘ B

At the 1/4 sec. cor. of secs. 13 and 18, T. 14 N., Rs.
14 and 15 W., marked with a limestone 10x8x7 ins.

(record 18x11x7 ins.), firmly set, plainly mkd. 1/4 on
W. face, and witnessed by.-a mound of stone, W, of cor.

At the.cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a large mound of stone to brass cap
mkd.

T14N

RISW R14W

4
S13[s18

1966
From which I mark

A pinon, 7 ins. diam., bears N. 81° 30' E., 52
lks. dist., mkd. 1/4 S18 BT.

A pinon, 6 ins. diam., bears West, 23 1ks. dist.,
mkd. 1/4 S13 BYT.

Deposit the original stone and glass alongside the cor,
The cor. is lneetn? op a gentle W. slope in a fence

line, bears N. and S$., and is in .dense juniper and
pinon timber, :

— - -

GPO 848-18¢
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: Remnnqunta;iqn,of Corners in T. 14 N., R, 14 W., S. L. Mer. S

At the cor..of secs. 25, 26, 35 and 36, marked with a
‘Shale btome, 18x12x10 ins. (record 24x11x§" ins.),

firmly set,” plainly mkd. with one notch on the S. and
E. edge, and witnessed by a mound of stone, W, of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R14W
T, 826{S25 «
: §35(836 - -
1966
Deposit the originai stone and.glasgvalongside the cor.

The cor. is located on a SE. slope abproximately 11.00
chs. S, of the top of the Raft River Divide.

At the 1/4 sec. cor. of secs. 25 and 36, marked with a
shale stone, 19x12x8 ins. (record 18x10x6 ins.), fimmly
set, plainly mkd. 1/4 on N. face and witnessed by a
mound of stone, N. of cor,

At the cor. pdint

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. A
in the ground and in a mound of stone to brass cap mkd.

T14N R14W

1/4825 : !
$36

1966
Deposit the original stone and glass alongside the cor.
The cor. is located on a gentle SW. slope on top of a

main ridge in a fence line, bears E. and W., and 15 1lks.
S. of a jeep road, bears E, and W.

At the 1/4 séc. cor. of secs. 25 and 26, marked with a :
shale stone, 14x6x4 ins. (record 18x10x6 ins.), firmly !
set and plainly mkd. 1/4 on W. face; from which the :
original bearing trees: ' ?

A pine, la'Ins. diam., bears N, 38° E., 41 1lks.
dist., mkd. 1/4S BT. v

A pine, 12 ins. diam., bears S. 81° W., 33 lks.
dist., mkd. 1/4S BT, ) i

|

|

i

‘At the cor, pdint e o , ﬁ
= g v . ]

i
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Remonumentation of Corners in T. 14 N.,’R. 14 W., s. L. Mer.

CHAINS

Set an'iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground anqlin a mound of stone to brass cap mkd.

T14N R14wW
(3
526525
¢ . 1966
From which I mark

A fir, 10 ins. diam., bears N. 23° E., 37 1lks.
dist., mkd. 1/4S BT.

A fir, 10 ins. diam., bears S. 69° 30° W., 64 1lks.
dist. mkd. 1/4S 26BT.

Deposit the original stone and glass alongside the cor.

The cor. is located on a NW. slope in a small clearing,
and in a fence line, bears N. and §.

At the cor. of secs. 23, 24, 25 and 26, marked with a

quartzite stonme, 15x6x%6 ins. (record 18x10x5 ins.),
firmly set; plainly mkd. with 2 notches on the S, and
1 notch on the E. edge, and witnessed by a mound of
stone, W. of the cor. - : :

At the cor. podint
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a large mound of stone to brass cap
mkd .
T14N R14W
S§23{S24
- 826825
1966
Deposit’ the originhlvstone'and:glass alongside the cor.,
The cor. is located on a gentle N. slope at the cor. of

fences bearing E., W., and S., approximately 5.00 chs,
N. of jeep road, bears‘E. and W.

- quartzite stone, 15x8x4 ins. (record 18x9x6 ins.),

At the 1/4 sec. cor. of secs. 24 and 25, marked with a

firmly set, plainly mkd. 1/4 on W. face, and witnessed
by a mound of stone, N, of the cor. -

At the cor, point *° ‘

-

Set an iron post, 30 ins. 1qu,l2% ins. diam., 24 ins.
in the .ground and in a mound of stone to brass cap mkd.

T14N R14W

B24
& 825

1966

-

GPO 843-186
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Remonumentation of Corners in T. 14 N., R. 14 W,, S. L. Mer.

From which I mark .
A fir, 8 ins, diam,, bears N 20° 30' E., 129 1ks.
"~ dist., mkd. % S24 BT." T

There were no other suitable bearing trees avail-
able. i ’ T

‘Deposit the_original'stqne ard glass alongéide the cor.

The cor. is located on a steep E. slope, approximately
8.00 chs. S. of Clear Creek.

At the cor. of secs. 13, 14, 23 and 24, marked with a
.shale stone, 14x10x6 ins. (record 18x10x5 ins.), firmly
set, plainly mkd. with 3 notches on the S. and 1 notch
on the E. edge, and witnessed by a mound of stone, W.
of the cor. -

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone .to brass cap mkd,

T14N R14H

814813
$231524

A 7

Deposit the original stone and 8lass alongside the cor.

The coi.;is 1ocated.pn_p gentle S. é;ope in a sagebrush
.| covered flat,?and approximately 8.00.chs, S. of jeep
| road, bears E. and W.. : . v

c ot

At the 1/4 sec. cor. of secs. 13 and 24, marked with a
quartzite stone,. 14x10x6 ins. (record 18x9x4 ins.),
firmly set, mkd. 1/4 on W. face, and witnessed by a
mound of stone, N. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd,

T14N R14W

o B : < 144813 .
. 14 8§24 . --

1966

< €

Deposit the original stone and glass'alongside the cor.

The cor, is located on a NE. slope in;tﬁe bottom of a
swale, and approximately 8.00 chs. N. of a ridge top.

3 - - - -
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CHAINS

At the 1/4 sec. cor. of secs. 34 and 35, marked with a
shale stone,, 18x10x8 ins., firmly set, plainly mkd. 1/4

‘on W. face, and witnéssed by a mound of stone, W. of

cor.
At the‘cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

T14N R14W

%
834835
1966

Deposit the original .stone and glass alongside the cor.

The cor. is located on top of a spur, projects S., and
10 1ks. W. of a fence, bears N. and S.

At the cor. of secs. 26, 27, 34 and 35, marked with a
shale stone, 24x16x10 ins. (record 24x16x6 ins.),
loosely set in the ground and plainly mkd. with 1 notch
on the S. edge (no other marks visible), and witnessed
by a mound of stone, W. of the cor.

Note: At a point N., 60 lks. dist. from the mound of
stone previously mentioned, I find a stone
19x7x7 ins., lying on the ground, and plainly
mkd. with 2 notches on one edge and 1 notch on
another, The evidence found at this point does
not coincide with the original field note record.
Therefore, I determine that the previously
mentioned stone is' the original cor. monument.

At the cor. point

Set an- iron post,- 30 ins. long, ' 2% ins. diam,., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T14N R14W
S27(826
$34|835
1966~
From which I mark

A fir, 8 ins. diam., bears N. 14° E., 162 1ks.
dist., mkd. TI14N R14W S26 BT,

A fir, 8 ins. diam., bears N. 42° W., 66 lks.
dist., mkd._TléN,R14W §27 BT. .

Deposit the original stone and glass alongside the cor.

The cor. is located on a NW. slope approximately 24.00
chs. N. of the top of a main ridge, and 50 lks. S. of
a small grove of fir. v

cFPo 345-1003
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" At the 1/4 sec. ‘cor. of secs.'Zé‘and'SS, marked with a
shale stone, 14x10x4 ins, (tecordvlﬁxlgx4 ins.), firmly
set, plainly mkd. 1/4 on N. face, and witnessed by a
mound of stone, N. of cbr., ’ )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the' ground and in a mound of stone to brass cap mkd.

i

* TL4N R14W
$26
1/4—526
/ S35 Lo -
1966 7

Deposit thé:original storie and glass alongside the cor.

‘The cor. is loééted‘ﬁn top of a main ridge, 40 1lks. S.
of a jeep road, bears E, and W., and 1.50 chs. S. of
fence, bears E, and W.

At the ‘cor. of 'secs. 22, 23, ‘26 and 27, marked with a
quartzite stone, 18x12x6 ins. (record 24%12x9 ins.),
firmly set, plainly mkd, with 2 notches on the S. and
E. edges;“énd‘witnessed‘by'a‘mound'of-stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the: groudd and: in a mound of stone to brass cap mkd.

) Tas 13

T14N R14W

L P |
522{s23
527|826

1966

© ‘ . - ' <

Deposit the original stone and’ glass alongside the cor.

The cor. is located on a gentle SW, slope in a fence
line, bears N, and S., and approximately 8.00 chs., S,
of jeep road, bears E. and W.

At the 1/4 sec, cor., of secs. 23 and 26, marked with a

quartzite stone, 16x8x6 ins. (record 18x9x8 ins.),

-| firmly set, plainly mkd. 1/4 on N. face, and witnessed
by a mound of stone, N. of cor. .

At the cor. point Ll . - .
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.

in the ground and in a mound of stone to brass cap mkd.

) TR VT Rt T
- ol oL o : Sbj'f - :
¢ 3 1/4"—87 z

1966 - . . Il
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Remonumentation of Corners in T. 14 N},lR. 14 W., S. L. Mer.

CHAINS

Deposit the original stone and glass alongside the cor.

' The cor. is lbcated on a .gentle NE. sibpe at a fence

cor., bears N. and E., and 30 lks. W. of jeep road,
bears NW. and SE. ;

At the 1/4 sec. cor. of secs. 2 and 11, marked with a
quartzite stone, 18x10x8 ins., firmly set, dimly mkd.
1/4 on N. face, and witnessed by a mound of stone, N,
of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.
T14N R14W

§2
4 S11

1966

1/

Deposit the original stone and -glass alongside the cor.

The cor. is located on a grassy N. slope, 3.00 chs. W.
of draw, and approximately 10,00 chs. W. of jeep road,
bears N, and S,

"At the cor, of secs. 15, 16, 21 and 22, marked with a

sandstone, 23x10x8 ins. (record 18x9x8 ins.), firmly
set, plainly mkd. with 3 notches on the S. and E.
edges, and witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

TL4N R14W
S16S15
©§821(S822
1966
Deposit the.original stone and glass alongside the cor.

The cor. is located on a W. slope at the cor. of a
fence, bears W. and SE. L

<

At the cor. of secs. 9, 10, 15 and 16, marked with a
quartzite stone, 24x10x6 ins., firmly set, plainly mkd.
with 4 notches on the S. and 3 notches on the E., and
witnessed by a mound of stone, W. of cor.

At the cor. point

GPO 845-160
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CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone "to brass cap mkd.

PRSI

~ TL4N R14W
59(s10
- 516|515
- 1966 <
Deposit the original stoﬁe and glass alongside the cor.

The cor. is located on a gentle N. slope in a clearing,
3.00 chs, W. 'of jeep rocad, bears N, and S.

At the cox. of secs. 20, .21, 28 and 29, marked with a
slate stone, 24x10x5 ins., firmly set; plainly mkd,
with 4 notches on the E. and 2 notches on the S. edge,
and witnessed by a mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. loﬁg, 2% ins. diam., 24 ins.
z in the ground and in a mound of stone to brass cap mkd.

‘T14N R14W

520(s21
$29(528

1966

Deposit the originai stonerand(glass'alonéside the cor.

The cor. is located on a W. slope in heavy sagebrush
undergrowth approximately 100 ft. below the top of a
ridge. .

¢

At the 1/4 sec. cor. of secs. 17 and 20, marked by a
limestone, 18x6x6 ins., firmly set, plainly mkd. 1/4
on N. face, and witnessed by a mound of stone, N. of
cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and:in a mound of stone to brass cap mkd.

<

TI4N R1GW

1/¢ S17
520

1966
From which 1 mark

A mahogany, 6 ins. diam., bears S. 47° 30' E., 44
“lks. dist., mkd. 1/4 520 BT.. . )

“>‘ ! B I T

] : . . :
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CHAINS

A mahogany, 6 ins. diam., bears F.:7%éA30' W., 52
lks. dist., mkd. 1/4 S17 BT. '

Deposit the original stone and glass alongside the cor.
The cor. is located on a steep SW. slope in a small grove

of mahogany, and approximately 5.00 chs. N. of jeep road,
bears E. and W.

T. 14 N., R. 15 W.

Township 14 North, Range 15 W., Salt Lake Meridian, is
located partially within the Sawtooth National Forest.
The north boundary was surveyed by Nephi P. Anderson in
1892, The east boundary was surveyed by Andrew P.

Hanson in 1893 and retraced by N. P, Anderson in 1902.
The south boundary was surveyed by A. P. Hanson in 1893
and resurveyed by N. P. Anderson in 1902, The N. 4%
miles of the west boundary was surveyed by N. P. Anderson
in 1892 and he completed this boundary and ‘retraced 1/2
mile of it in 1902. The subdivisional lines were part-
ially surveyed by N. P. Anderson in 1892 and he completed
the subdivisional lines and retraced 6 mi. of the 1892
survey of the subdivisional lines, in 1902.

At the cor. of secs. 1, 2, 11 and 12, marked with a
cobblestone, 18x9x6 ins., firmly set, mkd. with 5 notches
on the 8. and 1 notch on the E. edge, and witnessed by a
mound of stone, W. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. .diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T14N R15W
$2{S1 -
‘s11|S12
1966
Deposit the original stone and glass alongside the cor.
The cor. is located on a NW..slope in young, scattered
juniper and at the intersection of a fence line, bears

N. and S, and an abandoned fence line, bears W. from the
cor.

T. 14 N., R. 16 W,

Township 14 North, Range 16 West, Salt Lake Meridian, is
located partially within' the Sawtooth National Forest.
The north, east, south, and west (the Fourth Guide
Meridian West) boundaries and a portion of the sub-
divisional lines were surveyed by Nephi P. Anderson in
1892, and in 1902, Anderson retraced 4 miles of the south
boundary and completed the subdivisional lines.

At the cor. of secs. 35 and 36, marked with a sandstone
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CHAINE

29%9x5 ins. (record 25%9x5 ins.), firmly set, plainly
mkd. with 5 notches on the W. and 1 notch on the E.
edge, and witnessed by a mound of stone, S. of the cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

S T14N RI6W
' ' 825

S35|S36

1966

-Beposit the original-stone and glass alongside the cor.
The cor. is located on a N. slope on the E. edge of a
small draw, drains N.

T

At the closing cor. of secs. 25 and 26, marked with a
sandstone, 18x12x3 ins., firmly set, plainly mkd. with
CC on N. face, 5 notches on W.. edge,. and 1.notch on E.
edge, and witnessed by a mound of stone, N, of cor.

At the cor. péiqt

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd.

.~TL4N R16W
cc

SZ6|525‘“

8§35 .
1966

From this cor., the cor. of secs. 35 and 36 bears East,
2.63 chs. dist., previously described.

Deposit the original stone and glass alongside the cor.

The cor. is located on a N. slope in scattered growth
of juniper., - ’

R

At the cor. of secs. 34 and 35, marked with a sandstone,
‘14x10x3 ins., firmly'set, plainly mkd. with 4 notches on
the W. and 2 notches on the E. edge, and witnessed by a

mound of stone, S. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T14N R16W
S26

S34|S35

1966 Y
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CHAINS

Deposit the Qr%ginal stone and glags alongside the cor.

The cor. is located on a N, slopé, 3.00 chs. S. of Jeep
trail, bears E. and W., and approximately 5.00 chs, SE,
of Pole Spring.

At the closing cor. of secs. 26 and 27, marked with a
sandstone, 14x8x5 ins,, firmly set, plainly mkd. with
2 notches on the E. and 1 notch on the S. edge, and
witnessed by a mound of stone, N. of cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,

in the ground and in a mound of stone to brass cap mkd.

T TIAN.RL6W.
cC

S27(826

S$34
1966
e

ey,

From thich"¥ mark

An aspen, 8 ins. diam., bears N. 25° E., 67 lks. dist.,
mkd. T14N R16W CC S26 BT, ' :

An aspen, 8 ins. diam,, bears N. 13° W., 63 lks. dist.,
mkd. T14N R16W CC S27 BT,

Deposit the original stone and glass alongside the cor.

From this cor., the cor. of secs. 34 and 35 bears East,
4.56 chs, dist., previeusly described.

o4
The cor. is located on a NE. slope in a small grove of
aspen.,

.sandstone, .18x10x5 ins., firmly set, mkd. with 4 notches

At the cor. os secs. 26; 21: 28 an&‘29; marked with a

on the E. and 2 notches on the S, edge, and witnessed by
a mound of stone, W. of the cor.

At “the cor. point

Set an iron boét, 30Aiﬁé.iloﬁg,'2%'iﬁs.:diam., 24 ins.
in the ground and in'a mound of sStone to brass cap mkd.,
T14N R16W
520(s21.
529|s28

1966

- : f

From which I mark

[T

e
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A juniper, 8 ins, diam., bears S. 16° W., 52 1ks.
dis;r, mkd. T14N R16W S29 BT.

A jimiper, 8 ins. diam., bears N. 27° W., 96 lks.
“"dist., mkd. T14N'RI6W S20 BT.

There were no other suitable bearing trees avail-
able. i ’ T

‘Deposit the original'gtpne and glass alongside the cor.

The cor. is located on a N. slope at the cor. of fences
bearing E., W., and N,

At the 1/4 sec. cor. of secs. 20 and 21, marked with a
sandstone, 20x10x8 ins. (record 16x10x7 ins.), firmly
set, dimly mkd. 1/4 on W. face, and witnessed by a mound
of stone W. of the cor.

At the cor. point - -

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stonme to brass cap mkd.

T14N R16W
%
S20{s21
. EE 1966 -

.

From which I mark

A’ juniper, 8 ins. diam., bears S. 30° E., 10 lks.
dist., mkd. 1/4 S21 BT. - R

A juniper, 6 ins. diam., bears N. 57° W., 37 1ks.
dist., mkd. 1/4 S20 BT.

¢ -

Deposit the original stone and glass alongside the cor.

The cor. is located on a W, slope in dense juniper, and
in a fence line; bears N. and S,

T. 15 N., R, 14 W,

Township 15 North, Range 14 West, Salt Lake Meridian, is
located partially within the Sawtooth National Forest.
The north boundary, the Utah-Idaho State Line, was sur-
-+ |- veyed by Daniel G. Major in 1871. The east and south
boundaries were sutveyed by Andrew P, Hanson in 1893.
The west boundary was surveyed by ﬁephi P. Anderson in
1892. The subdivisional lines were surveyed by Andrew
P, Hanson in 1896, i

{ . C -
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CHAINS

At the closing cor. of Tps. 14 and 15 N., R. 14 W,,
marked with a limestone, 17x12x6 ins., firmly set,
plainly mkd. with 6 notches on' the N.,.S., and E.
edge. ) ’ '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T15N
R1&W
T15N|S31
S36 C
R15W|S6
C 14N
1966

Deposit the original stone and glass alongside the cor.,;
there are no other suitable accessories available.

The cor. is located in the bottom of a wide gulch, 2.00
chs. W, of a dirt road, bears NW. and SE., and at the
cor. of fences bearing E., W., and S.

At the 1/4 sec. cor. of secs. 6 and 31, Tps. 14 and 15
N., R. 14 W., marked with a limestone, 18x8x6 ins.,
firmly set and dimly mkd. 1/4 on N. face; from which,
an original bearing tree:

A juniper, 14 ins. diam., bears N. 41° E., 10 1ks.
dist., mkd. with scribe marks not legible,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

T15N R14W

1/4 S31
S6

“T14N
1966

From which I mark

A pinon, 8 ins. diam., bears N, 12° E., 34 1ks,
dist., mkd. 1/4 S31 BT.

A pinon; 8 ins, diam., bears S. 5° E., 59 1lks.
dist., mkd. 1/4 S6 BT.

Deposit the original stone and glass alongside the cor.

The cor. is located on a gentle W, slope in a fence line,
bears E. and W,

e
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CHAINS

At the cor. of secs. 27, 28, 33 and 34, marked with a
*'| quartzite stone, 18x8x6 ins., firmly set, mkd., with 1
notch on the S, and 3 notches on the E, edge, and wit-
nessed by a mound of stone, W, of cor.; from which,
original bearing trees

A juniper, 7 ins. diam., bears N, 27° 30' E., 59
lks. dist., mkd. TSN R14W S27 BT. )

A pinon, 6 ins. diam., bears N, 63° W,, 43 lks.
dist., mkd, T15N R14W S28 BT.

There is no remaining evidence of the other original
bearing trees.

At the cor, point

Set an iron post, 30 ins. long, 2% ins., diam,, 24 ins,
in the ground with brass cap mkd.

T15N R14W °
528|527
S$331s34
1966
From which I mark’

A pinon, 8 ins. diam., bears S. 67° E., 34 lks.
dist., mkd. T15N R14W S34 BT.

A pinon, 10 ins, diam., bears S, 5° W., 33 lks.
distf, mkd. Tl;N R14w S33 BT.

Deposit the original stone and glass alongside the cor.,

The cor. is located on a steep N. slope in dense juniper
and pinon timber.

At the 1/4 sec. cor. of secs. 27 and 34, marked with a
limestone, 18x12x9 ins., lying loose on the ground
directly under a fence bearing N. and S. plainly mkd.
1/4, and a mound of stone N. of the stone; from the
existing evidence I determine that the cor. stone is
still in its original position.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

T15N R14W
oo 534
- 1966

Deposit the original stone and glass alongside the cor.

The cor, 1s located on a gentle NE, slope 10 lks., E. of
a dirt road, bears N. and s, .

-7 (October 1964) (formerly 4~673b) USDI~—BLM
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At the closing cor. of secs. 27 and 28 on the Utah~-Idaho
State Line, marked with a limestone, 18x8x5 ins., firmly
set, mkd. CC U on' 5, face, and witnessed by a mound of
stone, S. of the cor. ' ’

At the cor. point

Set an iron post,®30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

" _IDAHO
528827 o
- agle L
T15N R14W o
1966

Deposit the original stone and glass alongside the
" cor. ) o '

The cor. is located on a grassy N. slope, 10 lks.
N. of an old fence line, bears E., and W., and 30
lks. N. of jeep trail, bears E. and W.

At the 1/4 sec. cor. of secs, 28 and 33, marked with a
limestone, 18x10x6 ins., firmly set and mkd. 1/4 on W.
face; from which, the original bearing trees

A pinon, 14 ins. diam., bears S, 85° E., 22 lks.
dist, mkd. 1/4S BT.

A pinon, 16 ins. diam., bears S, 72° Wey 24 1lks.
dist. mkd, 1/4S BT.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd.

T15N R14W

1/4_528
833

1966

From which T mark ) )

A pinon, 8 ins. diam., bears N, 27° W., 40 Iks.
dist., mkd. 1/4 528 BT. v

Deposit the original stone and glass alongside
the cor.

The cor., is located on a steep N, slope in dense

timber and 2.00 chs, 8. of jeep road, bears E, and
w.

At the cor. of sécs. 28, 29,-32 and 33, ‘marked with a

limestone, 18x10x6 ins., -firmly set, mkd., with 1 notch
on the S. and 4 notches on the E. edge, and witnessed

by a mound of stone W, of cor.,

GPO 84816
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CHAINS

At the cor. point

Set an irén post, 30 ins. long, 2%.ins, diam., 24 {ins.
in the ground and in a mound of stone to brass cap mkd.,

T15N R14W
's29]s28
5321833
1966
From which I mark L

A pinon, 10 ins. diam., bears §. 89° E., 29 1ks.
dist., mkd. TLSN R14W §$33 BT, :

A pinon, 6 ins, diam., bears S, 3° Wey 27 1ks.
.. dist., mkd. TLSN R14W .S32 BT, . :

A pinon, 8 ins. diam., bears N, 22° W., 60 lks.
dist., mkd. T1SN R14W S29 BT,

There were no other suitable bearing trees avail-
able,

Deposit the briginal stone and glass alongside the cor.

The cor. is located on a steep E. slope in dense timber,
50 lks. E. of a jeep road, bears NE. and sw,

At the closing cor, of secs. 28 and 29 on the Utah-Idaho
State Line, marked with a slate stone, 17x8x5 ins.,
firmly set, plainly mkd. CC on §. face, and 4 notches

on E. edge; from which, the original bearing trees:

. A juniper, 8 ins., diam., bears S. 21° 30' E., 46
lks. dist., mkd, T15N R14W S28 CC BT. ’

A juniper, 9 ips. diam., bears S, 0° 30' W., 40
lks. dist., mkd, T15N R14W $29 .CC BT.

At the cor, point

Set an iron post, 30 ins. long, 2% ins, diam., 16 ins.
in the ground to solid rock, and in a mound of stone to
brass cap mkd,

Idaho
$29s28

cC

T158 R14W

. 1966 T

* Deposit the original stone and glass alongside
the cor, L

From which I mark ‘ ) .

A pinon, 6 ins, diam,, bears S.‘47°'E;, 52 1ks,

dist,., mkd, T15N R14W S28 CC BT.

¢
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CHAINS

A pinon, 6 ins. diam., bears §. 21° W., 53 lks.
dist., mkd. T15N R14W S29 CC BT.

T. 15 N., R, 15 W,

Township 15 North, Range 15 West, Salt Lake Meridian, is
located partially within the Sawtooth NAtional Forest.
The north boundary, the Utah-Idaho State Line, was sur-
veyed by Daniel G, Major .in 1871. The east, south, and
west boundaries and the subdivisional lines were sur-
veyed by Nephi P, Anderson in 1892,

At the cor. of Tps. 14 and 15 N., R. 15 W., marked with

a limestone, 18x10x5 ins,., firmly set, plainly mkd. with
6 notches on the N., S., and W. edges, and witnessed by

a mound of stone N, of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,., 24 {ins,
in the ground and in a mound of stone to brass cap mkd.

T15N
R15W|R14W

_S361s6
s1

T14N
1966
From which I mark

A pinon, 6 ins. diam., bears S, 73° E., 46 lks.
.dist., mkd. T14N R14W S6 BT,

A pinon, 8 ins. diam., bears S, 1° W., 63 lks.
.dist., mkd., T14N R15W S1 BT, .

A pinon, 8 ins., diam., bears N, 60° W,, 78 lks.
dist., mkd. T15N R15W S$36 BT,

Deposit'the original stone and glass alongside the cor.

The cor. is located on an E, slope approximately 8,00
chs. W. of jeep road, bears NE, and SW.

At the 1/4 sec. cor. of secs. 1 and 6, Tps. 14 and 15 N,,
R. 15 W., marked with a quartzite stone, 14x10x8 ins,
(record 14x7x6 ins.), firmly set, plainly mkd. 1/4 on
N. face, and witnessed by a mound of stone, N, of cor,

At the cor. point

Set an {ron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground and in a mound of stone to brass cap mkd,

Ti5N R1SW

1/—S36_
&
Tl
1966

ero sugt
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From which I mark

A pinon, 8 ins, diam., bears N. 60° W., 92 1lks,
dist., mkd. 1/4 S36 BT.

There were no other suitable bearing trees avail-
able,

Deposit the original stone and glass alongside the cor.

The cor, is located in a fence line, bears E, and W.,
and 2.00 chs, N. of dirt road, bears E, and W,

At the E. 1/4 sec. cor. of sec, 36, T. 15 N,, R, 15 W.,
marked with a quartzite stone, 16x8x5 ins,, firmly set,
plainly mkd. 1/4 on W. face, and witnessed by a mound
of stone, W. of the cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a mound of stone to brass cap mkd,

T15N
R15W

%
536

1966

Deposit the original stone and glass alongside the cor.

The cor. is located on top of a knoll on a gentle S,
slope,
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CHAINS

"by Joseph Gorlinski in 1873, The North Boundary and all

The South Boundary (Second Standard Parallel South) was
surveyed by Joseph Gorlinski in 1872. The East Boundary
and the south 2 miles of the West Boundary were surveyed

sections except 6, 7, 18 and 19 were surveyed by Joseph
Gorlinski in 1873. The south 2 miles of the West Bound -
ary were resurveyed by A. J, Stookey in 1907, who sur-
veyed the north 4 miles of the West Boundary the same
year. 1In 1915 Howard W. Miller and Isaac Hayes resur-
veyed the north 4 miles of the West Boundary, a portion
of the North Boundary and surveyed sections 6, 7, 18 and
19. 1In 1966, Glen B. Hatch dependently resurveyed the
east 4 miles of the South Boundary, the south 5 miles

of the East Boundary, the east 5 miles of the North
Boundary and all sections except 6, 7, 18, 19, 29, 30,
31 and 32. The following field notes are those of the
dependent resurvey of a portion of the South Boundary
(Second Standard Parallel South), and a portion of the
subdivisional lines of Township 10 South, Range 4 West.

The survey was conducted in accordance with the specifi-
cations as set forth in the Manual of Surveying instruc-
tions 1947, and Special Instructions dated May 6, 1968.

Before restoring the corners, the lines of the original
survey were retraced and diligent search made for any
evidence of the origingl corners, bearing trees, or
other calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not until
exhausting every reasonable possibility of finding direct
evidence for the control of each particular corner.

The direction of the lines of this survey were determinad|
by reference to true meridians established on line by
hour angle observations on Polaris and altitude observa-
tions on the sun. The lines were carried forward by
sustained angulation being supplemented by other hour
angle observations on Polaris taken throughout the pro-
gress of the survey.

The geographic position for the southeast corner of
section 32 is at Latitude 39° 54' 16.1"North and Longi -
tude112° 18' 27.6" West, as compuated from sectioa line
ties to U.S.G.S. trigngulation station "Mine", at
Latitude 33° 54' 45,38" North and Longitude 112° 25
48.30" West, located S. 80° 15' 50" W., 202.55 chs,
distance from the corner of sections 26, 27, 34 and 35,
Township 10 South, Range 5 West.

The mégnetic declination was read at several stations and
the average was found to be 16° East.

Dependent, Resurvey of a Portion of the South Boundary
(Second Standard Parallel South) Township 10 South,
Range 4 West. . .

Reestablishment of the Survey.Executed by
Joseph Gorlinski in 1872,
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(Second Standard Parallel South) Township 10 South, Range 4

Dependent Resurvey of a Poxrtion of the South Boundary

CHAINS

15.65
21.40

38.15

40.28

8.00
15.00
21.50
25.50
34.00

39.93

Beginning at the standard cor. of secs. 32‘and 33, monu-
mented with an iron post, 2%" in diam., 8 ins. above
ground, with brass cap mkd.

sC
T10S R4W

$32[533

1966
N. 89° 38' W., along the S. bdy. of sec. 32,

Over mountainous land through dense timber; desc. 135
ft. over SW. slope. -

Base of descent, leave timber; asc.-40 ft. over gently
rolling land.

Improved road from Cherry Creek to Eureka, bears irregul
arly N. and S. -

Wash, 10 1ks. wide, 2 ft. deep, drains S. 60° E.
The standard % sec. cor. of sec. 32, monumented with a

limestoaz, 16x12x7 ins., firmly set and plalnly mkd. %
.on N. face.

At the cor. point

Set an iron post, 30 ins. loag, 2% ins: diam., 24 ins.
in the ground, with brass cap mkd.

SC
T10S R4W

% 832
1968

Bury original stone cor. aloagside iroa post.

N. 89° 58' W., beginning new measurement.

Asc. 95 ft. over NE. slope. o ;

Spﬁr, slepes S. 15° E.;.dese. 40 fe; overfSh. slope.
Small draw, dreins S. 15° E.; asc. 40 ft. over E. slope.
Spur, slopes S, 20° E.; desc. 25 ft. over SW. slope.
Draw, drains S, 30°>E.; asc. 30 ft. over NE. slope,
Spur, slopes S. 40° E.; asc. 20 ft.lalong S. slope.

The standard cor. of secs., 31 and 32, monumented with a
limestone, 15x12x7 ins., firmly set and plainly mkd. 1
notch on W. and 5 on E. edges.

At the cor. point




Dependent Resurvey of a Portion of the South Boundary

AL

_(Second Standard Parallel South) Township 10 South, Range 4 West

CHAINS
Set an iron post, 30 ins, long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

SC
T10S R&W
$31]832
1968
Bury original stone cor. alongside iron post,
Raise a mound of stone, 2% ft. base, 1% ft, high,
- N, of cor.
Land, rolling mountain.
Soil, rocky loam.
Timber, dense pinon and juniper E. portion.
Undargrowth, sagebrush,
West, along the S. bdy. of sec. 31.
Over rolling mouantain land throagh danse sagebrush
undergrowth; desc. 40 ft., over SW. slopa.
2.0 Draw, drains S. 45° E.; asc. 230 ft. over general E.
slope. Improved spring, bears South 4.32 chs. dist.

3:1.25 Ridgz, bears S. 20° E. and N. 10° W.; desc. 140 ft.
over steep SW. slope.

40.08 Point for the standard % sec. cor. of sec. 31 at pro-
portionate dist.; there is no remaining evidence of the
original cor. This point is also at proport:riate dist.
for the N. % sec. cor. of sec. 6, T. 11 S., R. 4 W.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

SC
T10S R4W
] . 831
/4_'1HT__
1968
T118 R4W
Raise a mound of stone, 2% ft. base, 1% ft. high,
N. of cor. '

« Desc. 20 ft. over SW. slope.

41.40 Draw, with small stream of water, 1 lk. wide, 1 in.
deep, flows S. 30° E.; spring bears N. 30° W. about
15.00 chs. dist.; asc. 30 ft. over SE. slope.

46 .00 Small wash, drains S. 70° E.; asc. 270 ft. over E.
slope.

61.15 Ridge, bears N. and S.; desc. 225 ft, over W. slope.

80.16 | The standard cor. of T. 10 S., Rs. 4 and 5 W., monu-

mented with an iron post, 2% ins. diam., 12 ins. above
ground, and in a mound of stone, 4 ft. base, on N. and
S. fence line, with brass cap mkd.

October 1964) (formerly 4~673b) USDI——BLM




Dependent Resurvey of a Portion of the South Boundary
(Second Standard Parallel South) Township 10 South, Range 4 West:

CHAINS

6.50
13.60
26.50

37.50

40.04

sC
T10S
R5W R4W -

S36|S31

1968

Land, mountainous.

Soil, rocky clay loam.

No timber.

Undergrowth, dense sagebrush and scattered buckbrush.

Depéndent Resurvey of a Portion of the Sub-
division, Township 10 SSuth, Rarge 4 West.

Reestablishment of the Survey Executed by
Joseph Gorlinski in 1874.

From the standard cor. of sécs. 31 and 32; on the S.
bdy. of the Tp., hereinbefore described.

N. 0° 04' E., bet. séés. 31 and 32.

Over rolling mountain land thréugh dense sagebrush
‘undergrowth; asc. 25 ft. over SE. slope.

Spur, slopes S. 45° E.;'qesc. 25 ft. ovér NE. slopél
Draw, draing S. §5° E.; asc. 120 fF. over SW. slope7
Spur, slopes E.; desc. 130 ft;‘oyer NW. siope.

Drav, with stream of water, 2 1ks. wide,b3 ins. deep,

flows S. 80° E.; asc. 35 ft. over S. slope. Enter
scattered timber. ) ’

The % sec. cor. of secs. 31 and 32, monumented with a
limestone, 18x10x6 ins., loosely set and plainly mkd.
% on one side. :

At the cor. point

Set an iroﬁ:post,‘BO ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T10S R4W

s31|s32°
1968

From which,

A juniper, 10 ins.-diam., bears N..89° 45' E.,-
106 lks. dist., mkd. %S 32 BT.

osﬁ



Dependentikgsurvey of a Portion of the Subdivision
Township.10 South, Range 4 West

"i'

g,

CHAINS
Bury original stone cor. alongside irom post.
N. 0° 42°' E.,.beginning ;ew measurement. °
Asc. 85 ft. over SE. slope.
3.70 Spur, slopes E.; asc. 30 ft. @long rolling E. slope.
16.55 Lo; sa&dle, on spur, slopes E.; leave scattered timber;
desc. 30 ft. over NE. slope.
22.00 Small draw, drains E.; asc. 50 ft. over SE. slope.
34.60 Point of spur, slopes N. from SW.; desc. 60 ft. over
NW. slope.
37.40 | Head of draw, drains N. 50° E.; asc. 20 ft. over SE.
slope.
40.06 The cor. of secs. 29, 30, 31 and 32, monumented with a

limestone, 18x9x5 ins., set in a fmound of stone, and
dimly mkd. 4 notches on E. edge. This is harmoneously
related with existing original corners, and is accepted
as the best available evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd. '

T10S R4W
530|529
$31[832

1968

Bury original stone cor. alongside iron post.

Land, rolling.

Soil, rocky loam.

Timber, scattered juniper central portion.
Undergrowth, dense sagebrush and scattered buckbrush.

From the cor. of secs. 28, 29, 32 and 33, monumented with
an iron post, 2% ins. diam., 6 ins. above ground, with

brass cap mkd.

T10S R&W
529(s28
$32|833

'1966
S; 89° 38' W., bet: secs. 29 and 32.

Over rolling land ‘through 'dense ‘timber; asc. 200 ft, "
over NE. slope, along fence line.

Spur, slopes S. 15° E.; desc. 85 ft. over SW. slope.

(formerly 4-673b) USDI~-—BLM




Dependent Resurvey of a Portion of the Subdivision,
Township 10 South, Range 4 West

CHAINS

39.77

2.00

5.15

15.90

16.40
24.40

30.35
35.00

39.85

10.00
13.50

20.00

The % sec. cor. of secs. 29 and 32, monumented with a
sandstone, 8x7x4 ins., firmly set and plainly mkd. %
on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap

mkd.
T10S R&4W

829
% S32

1968 -

Bury original stone cor. alongside iron post.

S. 89° 53' W., beginning new measurement..

Desc. 20 ft. over SW. slope.

Small draw, drains S. 15° W.; asc. 30 ft. over E.
slope.

Low spur, slopes S.; desc. 35 ft. over SW. slope.

Sabie Creek, 3 1lks. wide, 3 ins. deep, flows S. 38° E.
asc. 100 ft, over NE. slope. Leave timber.

Trail road, bears N. 40° W. and S. 40° E.

Top of ascent, slopes N.; desc. 50 ft. over NW. slope.

Wash, drains N. 37° E,; asc. 15 ft. over gentle NE.
slope.

Small draw, drains N. 45° E.; asc. 75 ft. over SW.
slope.

The cor. of secs. 29, 30, 31 and 32,

'Land, rolling.

Soil, rocky clay loam.
Timber, dense juniper E. portion.
Undergrowth, dense sagebrush. '

’

N. 89° 15' W., bet. secs. 30 and 31.

Over mountainous land through dense sagebrush under-
growth; asc. 125 ft. over SE. slope.

Spur, slopes N.; desc. 40 ft. over NW. slope.
Drgw, drains N.; asc, 135 ft. over NE. slope.

Spur, slopes N, 45° E.; desc. 25 ft. over NW. slope.




Dependent Resurvey of a Portion of the Subdivision,
Township 10 South, Range 4 West

AR

CHAINB
22,90 Head of draw, dratns N. 45° E.; asc., 290 ft. over NE.
: slope. :
34.00 Top of ascent, slopes N.; desc. 75 ft. over NW. slope.
40.31 The % sec. cor. of secs. 30 and 31, monumented with a
' quartzite ‘stone, '15x10x8 ins., firmly set and dimly mkd.
k on N. face.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in ‘the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd. ‘
T10S R4W
S30
b s31
1968
Bury original stone cor. alongside iron post.
Cor. located on top of high ridge, bears N. and curves
S. 45° W,
S. 89° 57' W., beginning new measurement.
Desc. 150 ft. over NW, slope.
17.50 Head of draw, drains S. 45° W.; asc. 225 ft. over SE.
slope. ’
35.70 Top of ascent, slopes S.; desc. 155 ft. over SW. slope.
Enter widely scattered timber.
40.33

The cor. of secs. 25, 30, 31 and 36, on the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
18 ins. above ground, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T10S
R5W |R4W

$251830
536(Ss31

1968

From which the original bearing tree:

A juniper, 15 ins. diam., bears N. 40° 20' E
84 Tks. dist., mkd. T10S R4W S30 BT (Record:
N. 51° E., 85 1lks.).

* >

Land, mountainous.

Soil, rocky clay.

Timber, widely scattered juniper W. 4.00 chs.
Undergrowth, sagebrush and buckbrush.

From the cor. of secs. 29, 30, 31 and 32.
N. 0° 22' E., bet. secs. 29 and 30.

7 (October 1964)
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Dependent Resurvey of a Portion of the Subdivision,
Township 10 South, Range 4 West

CHAINS
Over rolling mountain land through widely scattered
timber and dense undergrowth; desc. 55 ft. over NE.
slope.

'6.00 | Draw, drains S. 70° E.; asc. 70 ft. over SW. slope.

13,20 Spur, slopes S. 70° E.; desc. 50 ft. over NE. slope.

22.30 Trail road, bears N, 30° W, and S. 20° E.

24.90 Sabie Creek, 2 lks. wide, 3 ins. deep, flows S. 20° E.

25.50 Wash, drains S. 10° E. to Sabie Creek; asc. 120 ft.

' over SW, slope. Enter medium dense timber.

39.95 Point for the % sec. cor. of secs. 29 and 30 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T10S R&4W
$30|s29
1968
Raise a mound of stone, 3 ft, base, 1% ft. high,
W. of cor.
By triangulation; asc. about 80 ft. along W. slope.

50.00 Slope changes; asc. about 200 ft. over SW. slope.

78.50 Small draw, drains S. 45° W.; asc. about 30 ft. over

’ SE. slope.

79.90 The cor. of secs. 19, 20, 29 and 30, monumented with

an iron post, 2 ins. diam., 12 ins. above ground, with
‘brass cap mkd.

T10S R4&4W
$19/820
$30{S29

1915
End triangulation.
Land, rolling.
Soil, rocky clay.

Timber, scattered to dense juniper.
Undergrowth, sagebrush and buckbrush.

General Description

The four ‘sections covered by this resurvey is mountainous
land covered with dense sagebrush and buckbrush on the
higher slopes and scattered to dense juniper timber on




Dependent Resurvey of a Portion of the Subdivision,
Township 10 South, Range 4 West

13

by

[4

CHAINS

the lower slopes. Soil consists of rocky clay loam.
The only water noted was Sabie Creek, which flows
southeasterly through sections 29, 30 and 32, and a
spring located in the southwest corner of section 31.
The elevation varies from 6,400 feet in Sabie Creek

to 7,500 feet above sea level along the north boundary
of section 30. The road from Cherry Creek to Eureka
bears northeasterly through the southeast portion of
section 32, and there is one trail road along Sabie
Creek. No habitation was noted in this portion of the
township.

Volume

R0586
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Dependent Resurvey of Township 10 South, Range 5 West

The west boundary (First Guide Meridian West) was sur-
veyed by Julian Bausman in 1869. A portion of the north
boundary was surveyed by A. D. Ferron in 1871. The
south boundary (Second Standard Parallel South) was
surveyed by Joseph Gorlinski in 1872. The south 2 miles
of the east boundary was surveyed by Joseph Gorlinski

in 1874. A portion of the subdivisional lines were sur-
veyed by Joseph Gorlinski in 1874. In 1907 A. J.
Stookey resurveyed the south boundary, the west boundary
the south 2-miles of the east boundary, a portion of the
north boundary and a portion of the subdivisional lines
and surveyed the north 4 miles of the east boundary, a
portion of the north boundary and a portion of the sub-
divisional lines. The west 5 miles of the south bound-
ary were retraced by John R. Stewart and Robert E. Clark
in 1913. 1In 1915 H. W. Miller and Isaac Hayes retraced
or resurveyed the west 3 miles of the south boundary,
the north 4 miles of the east boundary, the north and
west boundaries and a portion of the subdivisional lines
and’ surveyed a portion of the subdivisional lines. The
following field notes are those of the dependent resur-
vey”of a'portion of the south boundary (Second Standard
Parallel South), a portion of the east boundary and a
portion of the subdivisional lines of Township 10 South,
Range 5 West.

The survey was executed in accordance with the speci-
fications as set forth in the Manual of Surveying
Instructions 1947, and Special Instructions dated
May 6, 1968. ' ) )

Note: The original corners along the north &4 miles of
the east boundary and the line between sections 3 and
10 were reestablished with an iron post, brass cap
markers without retracement of these linesand the des-
criptions are entered in these field notes.

Before restoring the corners, the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners, bearing trees or other
calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the positions of the lost corners, but not

until exhausting every reasonable possibility of find-
ing direct evidence for the control of each particular
corner, ‘

All lines of this‘survey were run by direct method.

The direction of the lines of this survey were deter-
mined by reference to true meridians established on .
line by hour angle observations on Polaris and altitude
observations on the sun. The lines were carried forward
by sustained angulation being supplemented by other .
observations on Polaris taken throughout the progress
of the survey.

The geographic position for the southeast corner of the
township is at Latitude 39° 54' 16 3"N. and Longitude
112° 20'43.3'W., as computed from section line ties to
U.S5.G.S. triangulation station 'Mine," at Latitude .
39° 54' 45.38" N. and Longitude 112° 25' 48.30" w.,
located S. 80° 15' 50" W., 202.55 chs. distance from
the corner of sections 26, 27, 34 and 35.

180—7 (October 1964) (formerly 4—673b) USDI-—BLM CIEI I AMATE O A By



Dependent Resurvey of Township 10 §outh, Range 5 West

CHAINS

8.00
11.35

13.60
17.10

18.00
24,85

25,85

The magnetic deglipation was read at several stations
throughout the township and the average of these read-
ings was found to be 16° 30' East.

Dependent Resurvey of a Portion of the South Boundary,
(Second Standard Parallel South), T. 10 S., R. 5 W.

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1872 and the Resurvey Executed by
A. J. Stookey in 1907.

Beginning at the standard cor. of Tps.10 S., Rs. 4 and
5 W., monumented with a limestone, 14x10x10 ins.,
firmly set in a mound of stone, 3 ft. base, and plainly
mkd. 6 notches on N., S., E., and W. edges; 10 S. on NE.
and 11 S. on SE. faces.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

SC

T10S

R5W R4W

836831
1968

Bury original stone cor. alongside iron post.
Thence,
S. 89° 30' W., along theS. bdy. of sec. 36.

Over gently rolling land through  dense sagebrush; desc.
40 ft. over NW. slope.

Wash, drains N. 50° W.; asc. 20 ft. over NE. slope.
Telephone line, bears N. 1° 30' W, and S. 1° 30' E.

Point of spur, slopes N. 40° W.; desc. 35 ft. over w.
slope.

Improved dirt road, bears S. 4° E. to Cherry Creek and
curves N. 45° E. to Vernon.

Wash, drains nearly N.
Trail road,.bears S. 50° W. and N. §Q° E.

Wash, 15 lks. wide, 3 ft. deep, drains N. '50° E.; asc.
50 ft. over gentle SE. slope. ’

GPO 845



Dependent Resurvey of a Portion of the South Boundagf
(Second Standard Parallel 'South), T. 10 S., R. 5 W. 7 14

40.20 Point for the standard % sec. cor. of sec. 36 at pro-
portionate dist.; :here 18 no remaining evidence of the
origtnal cor.

Set an iron post, 30 ins. long, 2% ins. diam. .y 24 1na.
in the ground, with brass cap mkd.

sC
T10S R5W

1 83
- 1968 -

Raise ‘a mound of stone, 2§ ft. base, 1% ft. high,
N. of cor.

Asc. 60 fe. over SE. alope.

45,35 Fence, bears S, and S. 89° 30' W., chence along fence
- line.

67.35 Trail road, on spur, bears N. 65° E. and S. 65° W.; desc
30 fr. over M. slope. :

75.60 Horse Valley Wash, 30 lks. wide, 4 ft. deep, drains
irregularly N. 50° E.; asc. 30 ft. over SE. slope.

80.40 The standard cor. of secs. 35 and 36, monumented with
an iron post, 3 ins. diam., 12 ins. above ground, with
brass cap mkd.

sC
T10S R5W

$35[S36

1913

Land, gently rolling.

Soil, rocky loam.

No timber.

Undergrowth, dense sagebrush.

Dependent Resurvey of a Portion of the
East Boundary, T. 10 S., R, 5 W.

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1873 and the Resurvey Executed by
A. J. Stookey in 1907.

Prom the standard cor. ofTps.10 8., Rs. 4 and 5 W., '
hereinbefore described.

N. 0° 04' 2., bet. secs. 31 and 36.

Over rolling land through dense sagebrush and along
fence line, deac. 20 ft. over N. slope.

7 (October 1964) (fermerty 4—6738) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the
East Boundary, T. 10 S., R. 5 W.
CHAINS
1.00 Wash, 10 lks. wide, 3 £t deep, drains N. "85° W.; asc.
25 ft. over S. slope.
‘3.90 Spur, slopes N. 50° W.; desc. 70 ft. over NW. slope.
6.10 Wash, drains N. 45° W.
15.80 Trail road, bears N. 60° E. and S. 60° W.
16.75 Wash, drains N. 37° W.; asc. 10 ft. along W. slope.
32.75 0ld building, on line; desc, 45 ft. along W. slope.
40.00 | Wash, 10 lks. wide, 3 ft. deep, drains N. 25° W.
40.41 The % sec. cor. of secs. 31 and 36;'monuménted with a
limestone, 18x10x4 ins., firmly set and plainly mkd., %
on W, face, and witnessed by a mound of stone, 2 ft,
base, 1% ft. high, W. of cor.
At the cor. poiné
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T108
R5W R4W
%
$36{s31
1968
Bury original stone cor. alongside iron post.
Rebuild mound of stone, 3 ft. base, 2 ft. high,
W. of cor.
N. 0° 02' E., beginning new measurement.
Asc. 30 ft. along W, slope.
1.75 Water trough and épring, bears West 1.00 ch. dist.
6.00 Point of spur, slopes W.; desc. 20 ft. over NW. slope,
12.20 Head of small draw, drains S. 60° W.; asc. 155 ft.
over SW. slope. E o -
21,20 Spur, slopes H.; desc. 125 ft. over NW. slope.
24,60 Draw, drains W.; asc. 325 ft. over .SW. slope; enter
' widely ‘scattered tﬁnber.
40.28 The cor. of secs. 25, 30, 31 and 36, monumented with a

limestone, 18x6x6 ins., firmly set and plainly mkd. 5
notches on N. and 1 on S. edges.

From which the originéi bearing tree:

GPO N
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Dependent Resurvey of a Portion of the
- -East Boundary, T. 10-S., RL 5 W. -

A
@}

CHAINS

A juniper,'15 ins. diam., bears N. 40° 20' E., -
8% ‘Iks. dist., mkd. TIOS R4W S30 BT. (Record -
N. 51° E., 85 1ks.) .

At ‘the éor. point *

Set -an iron post, 30 ins. long, 2% ins. diam,, 14 ins.,
in the ground, and in a mound of stone, 4% ft. base to
top, with brass cap mkd. : :

N .l - .Tlos
R5W R4W

$25/530
536531
. s 1968

Bury original stone cor. alongside iron post.

Land, rolling S. portion; mountainous N. portion.
Soil, rocky loam.,

Timber, widely scattered juniper N. portion.
Undergrowth, dense sagebrush, scattered buckbrush.

.

N. 0° 02' E., bet. secs. 25 and 30, .
Over mountainous land through widely scattered timber
and dense sagebrush undergrowth; asc. 10 ft., along W.

slope. o : oL

8.40 Top of ascent, slopes W.; desc. 430 ft. over NW. slope.
Leave timber.

39,92 Point for the % sec. cor. of secs. 25 and 30 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins,
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T10S
R5W R
% .
$25[30
) 1968

39.96 New fence, bears E. and W. 97 lks.; thence S. 0° 48' E.

40.67 Improved dirt road, bears S, 75° W. to Cherry Creek, and
N. 75° E., curving N. to Vernon.

41.65 Wash, with small stream of water, 1 lk. wide, 1 in.
deep, flows S. 85° W.; thence over nearly level land.

49,30 | Wash, 15 lks. wide, 3 ft. deep, drains S. 50° W.

1807 (October 1964) (formerly 4~673b) USDI——BLM EICI M AMATE DA B
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Dependent Resurvey of a Portion of the
East Boundary, T. 10 S., R. 5 W,

CHAINS

52.85

60.35
61.30
64.25
68.25

69.00
70.30
73.90
77.35

78.95

79.84

75.90

Same 1mproved dirt road, bears N. 27° 30' W. to Vernon,
and S. 27° 30" E. to Cherry Creek .asc. 30 ft. over SW.
slope.

Small spur, slopes W.; desc. 20 ft. over N. slope.
Small draw, drains W.; asc. 15 ft. over S. slope.
Small spur, slopes W.; desc. .35 ft. over NW. slope.
Wash, drains S. 63° W.; asc. 10 ft. over SE. slope.

Small spur, slopes S. 60° W.; desc. 10 ft. over NW.
slope.

Wash, drains §. 60° W.; asc. 40 ft. over SW. slope.
Wash, drains S. 25° W.

Wash, drains S, 23° W, - - -

Spur, slopes S. 45° W.; desc. 25 ft. over NW. slope.

Small draw,<arains S. 38° W.; asc. 30 ft. over SE.
slope.

The cor. of secs, 19, 24, 25 and 30, at cor. of fence
which bears N. and W. This position is harmoniously
related with existing original cors. and has long been
recognized by local residents and surveyors as being

a perpetuation of the original cor. point.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., § ims.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T10S
R5W R4W

S24]519
S25[530
1968

Land, mountainous.

Soil, rocky gravel.

Timber, widely scattered juniper S. portion.
Undergrowth, dense sagebrush, scattered serviceberry.

N

Remonumentation of a Portion of the -
East Boundary, T: 10 S., R. 5 W,

Note: The north 4 miles of the east bdy. were resur-—
veyed in 1915 by ‘H. W. Miller and Isaac Hayes, but the
original cors. were not replaced with iron post, brass
cap markers; I replace the original rock cor. monuments
with iron post brass cap markers at this time.

The % sec. cor. of secs. 19 and 24, monumented with a

limestone, 14x12x6 ins., firmly set and plalnly mkd. %
on W, face.

GPO 843



Remonumentation of a Portion of the
East Boundary, T. 10 S., R, 5 W.

CHAINS

From which the original bearing trees:

A juniper, 20 ins. diam., bears N. 30° E., 10 lks.
dist., mkd. % S18 BT. (Record -'N, 30° E., 10 lks.
dist., mkd. % S19 BT)

A juniper, 15 ins. diam., bears S. 45° W., 21 1lks.
dist., mkd. % S13 BT. (Record - S, 30° W., 20 1lks.
dist., mkd. % S24 BT)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T10S
RSW R4W
1
524|819

1968

Bury original stone cor. alongside iron post,
Cor. located 33 lks. E. of N. and S. fence line.

The cor. of secs. 13, 18, 19 and 24, monumented with a
lava stone, 15x9x8 ins., firmly set and plainly mkd. 3
notches on N. and S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
stone, and in a mound of stone, 3% ft, base to top, with
brass cap mkd.

T10S
R5W R&4W

S13|s18
S$24(S19
1968

Bury original stone cor. alongside iron post.
Cor. located on small 8pur on lava outcropping,
20 lks. west of N. and S. fence line,

The % sec. cor. of secs. 13 and 18, monumented with a
quartzite stone, 18x10x6 ins., firmly set and plainly
mkd. % on W. face, and witnessed by a mound of stone
to west,

At the cor, poinf
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.

in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T10s
R5W R4W

%
S13|s18
1968

S % trhhar 1O6RAY 70ncemccte 4 A%4ss TTETNY TOF %
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Remonumentation of a Portion of the
East Boundary, T. 10 8., R. 5 W,

CHAINS

Bury original stone cor. alongside iron post.
Corner located on N, and S. fence line.

"The cot. of secs, 7, 12, 13 and 18, monumented with a
quartzite stone, 16x8x8 ins., firmly set and plainly
mkd. 4 notches on S, and 2 on'N,., edges, and witnessed
by a mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T10S
"R5W R4W

sl2{s7
S13(s18
1968

Bury original stone cor. in mound of stone along-
side iron post. Cor. located on N. and S. fence
line. -

The % sec. cor. of secs. 7 and 12, monumented with a
quartzite stone, 15x10x5 ins., firmly set and plainly
mkd. % on W. face, and witnessed by a small mound of
stone to W. .

From which the original bearing trees:

A juniper, 12 ins. diam., bears S. 6° 45' W,,
198 1ks. dist., mkd. % S12 BT.

A juniper limb, 6 ins. diam., bears S. 7° E., 227
lks. dist., mkd. % S7 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T10S
RSW R4W
R
s12|s7

1968

Bury original stone cor. alongside iron post.
Cor. located on N. and S. fence line. -

The cor. of secs. 1,.6, 7 and 12, monumented with a
limestone, 18x10x10 ins., firmly set and plainly mkd.
5 notches.on S. and 1 on N. edges, and witnessed by a
mound of stone to W,

At the cor. point




Remonumentation of a Portion of the
East Boundary, T. 10 S., R. 5 W.

420

CHAINS

37.93

40.53

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a ‘mound of stone, 3 ft. base to
top, with brass cap mkd.

T10s
R5W R4W

S1jS6
S12|s7
1968

Bury original stone cor, alongside iron post.
Corner located 15 lks. W. of N. and S, fence line,

Dépendent Resurvey of a Portion of
the Subdivision, T. 10 S., R. 5Ww.

Reestablishment of the Survey Executed by
Joseph Gorlinski in 1874 and the Resurvey
Executed by A. J. Stookey in 1907.

From the standard cor. of secs. 35 and 36, on the S.
Bdy. of the Tp., hereinbefore described.

N. 0° 19' E., bet. secs. 35 and 36.

Over gently rolling land ‘through dense sagebrush
undergrowth and along E. side of old fence line,
bears N. 0° 30" W, '

Fence, bears N. 82° 15' E. and §. 82° 15' W., 28 lks.
dist. to N, and S. fence line; continue along E. side
of old fence.

The % sec. cor. of secs. 35 and 36, monumented with a
quartzite stone, 16x11x7 ins., firmly set and plainly
mkd. % on W. face. ' ’ '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S RSW
%
$35|836

1968
Bury original stone cor. alongside iron post.,

Raise a mound of. stone, 2% ft. base, 1% ft. high,
W. of cor.. --

Corner is located 28 lks. E. of-N. and §. fence' lind

N. 0° 18' W., beginning new measurement.

Asc. 30 ft, over gently rolling SE. slope. Continue
along E. side of old fence line.

8 » Vbt ae 1O0L4AY f0icnctie a4 &W3ss TTICINY ST 82
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Depeéndent Resurvéquf,a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

12.40
24.15
39.70

39.89

0.60

13.72

16.80

17.30

22.00

40.48

Wash, drains S. 50° E.
Wash, drains S. 45° E. i '

Trail road, bears ifregularly N. 10° W, and S. 35° E.

The cor. of secs. 25, 26, 35 and 36, monumented with a
quartzite stone, 15x8x7 ins., firmly set and plainly mkd.
1 notch on S, and E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S R5W
$26|525
S$35(S36
1968
Bury original stone cor. alonéside iron post.

Raise a mound of stone, 3 ft. base, 1} ft. high,
W. of cor.

Cor. located at cor. of fences bearing S. 0° 06' W.,
S. 87° 20' E. and N. 87° 20' W.

Land, gently rolling.

Soil, loam.

No timber.

Undergrowth, dense sagebrush.

v

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy.
of the Tp., hereinbefore described. .

S. 89° 06' W., bet. secs. 25 and 36.

Over mountainous land through widely scattered timber;
desc. 390 ft. over steep W. slope. T

New fence line, bears N. 0° 48' W. and §. 0° 48' E.,
30 1ks. dist.; thence S, 83° W. ’

Telephone line, bears N. 0° 52' E. and S. 0° 52' W.

Improved dirt road, bears irregularly N. to Vernon and
S. to Cherry Creek. Leave timber.

Vernon Creek, (dry),vdrains N. .

| Wash, 30 1lks. wide, 3 ft. deep, drains N. 60° E.; asc.

125 ft. over gently rolling SE..slope. .

The % sec. cor. of secs. 25 and 36, monumented with a
quartzite stone, 18x12x7 ins., firmly set and plainly
mkd. % on N. ‘face, .and witnessed by a mound of stone
to N.

At the‘cor. point
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- Dependent Resurvey of a Portion of the
* Subdivision, T. 10 S., R. 5 W,

12

LS

-
v

CHAINS

13.80
28.50

36.65

40.02

1.00

4.00
12.70

.40.19

Set an iron post,-30 ins.-long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone 4 ft,
base to top,-with brass cap mkd

T10s R5wW
525
% 836
1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft, base, 1% ft. high,
N. of cor. : . - :

§$.:89° 31'w., beginning new measurement.

Asc, 75 ft. over SE,. slope.

Spur, slopes N. 75 E.; asc. 75 ft. over NE. slope.A
Spur, slopes S. 45° E.; desc. 50 ft. over NW. slope.

Wash, 20 lks. w1de, 4. ft. deep, dralns S. 40 E.; asc.
25 ft. over SE. slope.

The cor. of secs. 25, 26, 35 and 36

Land mountalnous, E. portlon, rolling W. portion.
Soil, loam.

Timber, widely scattered juniper E. portion; no timber
W. portion.

Undergrowth, dense sagebrush.

N. 0° 05' E., bet, secs. 25 and 26.

Over rolling. land through dense undergrowth; asc. 10 ft.
over SE. slope.

Top of ascent, slopes SE.; desc. 15 ft. over NE. slope.

Wash, 20 lks. wide, 4 ft. deep, drains S. 45° E.; asc.
85 ft. over.SW, slope.

Spur, slopes S. 45° E.; asc. 140 ft. over rolling SE.
slope.

The % sec. cor. of secs..25 and 26, monumented with a
quartzite stone, 18x8x6 ins., firmly.set and plainly
mkd. % on W. face.
At the cor. point

Set an.iron post, 30 ins. iong, ﬁ% ins..diam., 24 ins,
in the ground, with brass cap mkd.

T10S RSW

%
526|525
1968

1 "™ 9% 2 L - AL ANS sk 8 2 EEes T+ BYETINT PR —
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Dependent Resurvey of a Portion of the
_ Subdivision, T. 10 8., R. 5 W.

CHAINS

9.50
14.00
17.50

22,50

36.15

40,61

10.85

Bury original stone cor. alongside iron post.

Raise a mound ofcstone, 37ft.,base, 2 ft. high,
W. of cor.

N. 0° 02' E., beginning new measurement.
Asc, 40 ft. over SE. slope.

Top of ascent, slopes E.; desc. 40 ft. over NE. slope.

.braw, drains E.; asc. 40 ft. over SE. slope.

Spur, slopes E.; desc. 20 ft. over NE. slope.

Head of draw, drains S. 80° E.; asc. 130 ft. over SW.
slope.

Spur, slopes N. 65° E.; desc. 100 ft. over NW. slope.

The cor. of secs. 23, 24, 25 and 26, monumented with a
quartzite gtone, 20x10x6 ins., firmly set and plainly
mkd. 2 notches on S, and 1 on E. edges, and witnessed
by a mound of stone to W.

At the cor. point

Set an iroﬁ post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass.cap mkd.

T10S R5W

523524
$26|S25
1968

Bury original stome cor.-alomgside iron-post.

Rebuild mound of stone, 3 ft. base, 2 ft. high,
W. of cor.

Land, rolling mountain, -

Soil, clay loam.

No timber.

Undergrowth, dense sagebrush, scattered patches of
young oak.

From the cor. of secs..19, 24, 25 and 30, on 'the E. bdy.
of the.Tp., hereinbefore described.
N. 89° 43' W., bet. secs. 24 and 25.

Over mountainous land through dense undergrowth; desc.
150 ft..over SW, slope along fence line.

Vernon Creek (dry), drains N. 35° W.; asc. 140 ft.
over NE, slope.
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Dependent Resurvey of a Portion of the
Subd1v1510n, T. 10 S., R. 5W.

124

CHAINS
11.90 Improved dirt road, bears irregularly N. 35° W. to
: Vernon and 5. 35° E. to Cherry Creek.
23.00 Spur, slopes N.; desc. 80 f£t. over WW. slope.
28.80 | Draw, drains N. 30° E.; asc. 110 ft. over SE. slope.’
41.01 The % set. cor. of secs. 24 and 25, monumented with a
quartzite stone, 20x6x6 1ns.,_f1rm1y set on fence 11ne
and plainly mkd. % on N. face.
“At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ias.
in the ground, and in a collar of stone, w1th brass cap
mkd )
T10S R5W -
’ S$24
€ S25
1968
Bury original stone cor. alongside iron post.
Raise a mound of stone, 3 ft. base, 1% ft. high,
N. oﬁ cor.
. S. 89° 42' W., beginning new measurement.,
Asc. 450 ft. over SE. slope and along south side of
fence,
35.75 Spur, slopes N. 45° E.; desc. 15 ft. over NW. slope.
39.63 The cor. of secs. 23, 24, 25 and 26.
Land, mountainous. )
Soil, gravelly clay. .
No timber. ’
Undergrowth, sagebrush.
_Reestablishment of the Survey Executed
"byA. J. "Stookey in 1907.
N. 0° 08' E., bet. secs. 23 and 24,
Over mountainous land through densé undergrowth desc.
135 ft. ovér NW. slope.
0.38 Fence, bears N. 89° 30' W. and S. 89° 30' E.
6.60 Draw, drains N. 35° E.; asc. 45 ft. over SE. slope.
12.50 Spur, slopes N. 60° E.; desc. 100 ft'. ‘over NW. slope.
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. Dependent Resurvey of a Portion of the
" Subdivision, T. 10 5., R. 5 W.

CHAINS

17.25 | Draw, drains N. 25° E.; asc. 160 ft. over SE. slope.’
30.65 Spur, slopes N. 45° E.; desc. 140 ft. over NE. slope.
36.00 Draw, drains N. 50° E.; asc. 30 ft. over SE. slope. '
38.80 Point of spur, slopes E.; desc.'20 f;. over N. slope,
39,50 Draw, drains nea;ly E.; asc, 1§ ft. over SE. slope.
39.75 Point for the % sec. cor. of secs. 23 and 24 at pro-
portionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins, long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T10S R5W

%
$23|s24

1968
Asc, 105 ft. over SE. slope.
53.80 Spur, slopes N. 30° E.; desc. 320 ft. over NW. slope.
72.35 Draw, drains N. 80° E.; asc. 15 ft. over SE. slope.
79.50 The cor. of secs. 13, 14, 23 and 24, monumented with
a lava stone, 15x9x8 ins., firmly set and plainly mkd.
3 notches on S. and 1 on E. edges, and withessed by a
mound of stone to W. :

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S R5W

S14(s13 N
S23|s24
1968

Bury o;igidal sfone,cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 2 ft. high,
W. of cor.

Land, mountainous.

Soil, gravelly,

No timber. . X
Undergrowth, dense sagebrush.

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., hereipbefore_described. .
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

126

CHAINS

3.60

8.90

14.60

23.10

40.64

0.60

1.90

. slope._

S. 89° 48' W., bet. secs. 13 and 24.

Over mountainous land through w1de1y scattered timber;
desc. 150 ft, over NW. slope.

Draw, drains S. 30° W.; asc, 100 ft. over SE. slope.

Rocky spur, slopes S. 45° W.; desc. 150 ft. over SW.

Draw, drains S.; asc. 185 ft. over SE. slope.

A pr of ascent, slopes S.; desc. 455 ft. over steep NW.

slope.

The % sec. cor. of secs. 13 and 24, monumented with a
sandstone, 15x15%x6 ins., f1rm1y set and plainly mkd,
% on N. face.

. From which the original bearing trees:

A juniper, 14 ins. diam., bears N. 60° 20' W.
254 1lks. dist., mkd. % S13 BT. (Record - N. 65°
W., 235 lks, dist.)

A juniper, 30 ins. diam., bears S. 83° 15' W.,
180 lks. dist., mkd. % S24 BT. (Record - S. 85°
W., 200 lks. dist.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T108 R5W

3 813
S24

1968 °
Bury original stone cor. alongside iron post.

Raise a mound of stone, 3 ft. base, 1% ft. high,
N. of cor.

S. 89° 38' W., beginning new measurement.

Desc. 5 ft. over NW. slope.

Vernon Creek dry, drains N. 10 W., curving N. 80° W,
from S. 10° E., asc. 15 ft. over NE. slope.

Improved dirt road, bears S. 10° E. to Cherry Creek and
curves N. 85° W. to Vernon.

Top of ascent, slopes N.; desc. 20 ft. over gentle NW.
slope.
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Dependent Resurvey of a Portion of the
‘Subdivision, T. 10 8., R. 5 W.

CHAINS

10.25
13.02

23.60

31.60

33.00

39.88

16.75

27.20
30.35

33.10

36.80

40.15

- deep, flows N, 50° E. ‘from spring S. 50° W., 3.00 chs.

Base of spur, bears NW. and SE.; ‘asc. 135 ft, over
NE. slope.

Telephone line, bears N: 50° W, and 8. 50° E. Leave
timber.

Spur, slopes N.; desc. 25 ft. over NW,. slope.

Small draw, with stream of water, 1 lk. wide, 1 in
deep, flows N. 40° E., from spring, 2.00 chs. SW.

8mall draw, with stream of water, 2 lks. wide, 1 in.
dist.; asc. 85 ft. over SE. slope.

The cor. of secs. 13, ‘14, 23 and 24,

Land, mountainous. '

Soil, rocky loam.

Timber, scattered juniper and pinon E. portion.
Undergrowth, sagebrush.

36.55
29° E. to Cherry Creek.

N. 0° 08' W., bet. secs. 13 and 14.

Over mountainous land through sagebrush undergrowth;
desc., 80 ft. along gentle E, 'slope.

Spur, slopes N. 15° E.; desc. 100 ft. over NW. slope.

Draw, with spring in bottom, flows N. 50° E.; asc.
35 ft. over SE. slope.

Point of small spur, slopes E.; desc. 50 ft., over NE.
slope.

Vernon Creek, 5 lks. wide, 6 ins. deep, flows irregularly
N. 40° W.; asc. 45 ft. over SW, slope.

Improved dirt road, bears N. 29° W. to Vernon and S.

Telephone line, bears N. 23° 30" W. and S. 23° 30' E.
The % sec, cor. of secs. 13 and 14, monumented with a
limestone, 15x12x5 ins., firmly set and plainly mkd. %
on W. face and witnessed by a mound of stone to W.

At the cor. point

*Set an iron post, 30 ins. lohg, 2% 1ns. dlam., 24 ins,
in the ground, with brass cap mkd.

'T10S RSW =

%
S14|s13
1968

K2
Gro §i
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

Bury original stone cor. alongside iron.post,

Rebuild mound of stone, 3 ft. base, 2 ft. high
W. of cor.

N. 0° 20' E., beginning new measurement.
Asc. 35 ft. over SW. slope. Enter timber.
2,15 Spur, slopes W.; desc. 40 ft, over NW, slope.

5.00 | Draw, drains W.;' asc. 100 ft. over S. slope. Enter
) ] reseeded area.

13.15 Spur, slopes W.; desc. 80 ft. over N. slope.
22,15 Draw, drains S. 85° W.; asc. 20 ft. over SW. slope.

24,00 Point of small spur, slopes W.; desc. 15 ft. over
NW. slope. .

25.00 Draw, drains S. 80° W.; asc. 30 ft. over S. slope.
27.50 Spur, slopes W.; desc. 25 ft. over gentle N. slope.

33.15 Small draw, drains W.; asc. 50 ft. along rolling W.
slope.

40.21 The cor. of secs. 11, 12, 13 and 14, mopumented with a
quartzite stone, 22x12x7 ins., loosely set in a mound

of stone and plainly mkd. 4 notches on S. and 1 on E.

edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. dlam., 24 ins,
in the ground, with brass cap mkd.

.T108 R5W
S11{812
8141813
1968
Ffom whicﬁ, ‘ . . B

A pinon,:8 ins. diam., bears S. 56° 55' E., 55 .
lks. dist., mkd. T10S R5W S13 BT.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor.
Bury original stone cor. alongside iron post.
Land, rolling mountain. . .
Soil, rocky clay. S -
Tlmber, scattered pinon and Juniper in uncleated area,
Undergrowth, sagebrush and grass.

AN % N2t .. TOEASY re . 1 2 Emac . TTCUTT Y BE
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R, 5 W,

CHAINS

28.40

39.92

1.00
3.70

7.30
12.10

20,30

25.65

40.32

From the cor. of secs. 7, 12, 13 and 18 on the E. bdy.
of the Tp., hereinbefore described.

S. 89° 54' W., bet. secs., 12 and 13.

Over mountainous land through scattered timber; desc.
445 ft. along S. slope of spur.

Trail road, bears S. 20° W. and N. 20° E. curving NW.;
desc, 110 ft. over NW. slope. o ;

The % sec. cor. of seecs. 12 and' 13, monumented with &
quartzite stone, 15x10x6 ins., firmly set and plainly
mkd. % on'N. face and withessed by a mound of stone to
N. ’

At the cor. point’

Set an iron'post, 30 ins. long,’ 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

T10S R5W

S12
% s13

1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 2 ft. high,
N. of cor. : : :

N. 89° 48' W., beginning new measurement,

Desc. 10 ft. over NW. slope. '

Flat dr;w, drains N.;'asc. 30 ft. over NE. slope.
Spur, slopes N.; desc. 20 ft. over NW. slope.

Head of small draw, drains N.; asc. 20 ft. over NE.
slope. i

Spur, slopes N. 30° W.; desc. 150 ft. over W. slope.
Enter timber.

-Head of draw, drains.S. 70° W,; thence along S. slope.

Spur, slopes S. 60° W.; desc. 230 ft. over W. slope.

.| Enter reseeded area.

The cor. of secs. 11, 12, 13 and 14.

Land, mountainous.

Soil, rocky clay. . -

Timber, scattered juniper and.pinon in uncleared area.
Undergrowth, sagebrush and grass.-- : '

N. 0° 17' E., bet. secs. 11 and 12.
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' :Depqndent_RequrGey of a Portion of the
‘ Subdivision, T. 10 S., R, 5 W, -

CHAINS

1.75
5.55
8.00

11.30

15.45
25.00.
38.55

39.95

7.10
8.00

10.30

14.30

16.05
24.00

40.23

Over rolling mountain land through reseeded area; desc.
20 ft. over gentle NW. slope.

Wash, drains S. 80° W,; asc. 30 ft. over S. slope.
Spur, slopes S. 80° W.; desc. 15 ft. over NW. slope.
Wash, drains S. 80° W.; asc. 45 ft. over SW. slope.

New fence, bears N. 67° W. and S. 67° E. about 15.00
chs. to end.

Spur, slopes W.; desc. 45 ft. over NW. slope,

Draw, drains N. 85° W;; asc. 60 ft. over SW. slope.
Sﬁur, slopes W.; desc. 20 ft. over N; slope.

The % sec. cor. of secs. 11 and 12, monumented with a
quartzite stone, 7x4x4 ins., firmly set and plainly mkd.
% on W, face and witnessed by a mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,.
in the ground, with brass cap mkd.

T10S R5W
i

4
S11|s12
1968

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft. high,
W. of cor.

N. 0° 15' W., beginning new measurement.

Desc. 40 ft. over N. slope.

Wash, drains N, 35° W.; asc. 5 ft. over SW. slope.
Trail road, bears N. 53° E. and S. 53° W.

Low spur, slopes N. 70° W.; desc. 20 f£. over N.
slope.

Draw, drains irregularly W.; asc. 15 ft. over §. slope.

Top of ascent slopes W.; spring and water trough bears
S. 84° E., 5.55'chs. dist.; thence along W. slope.

Trail road, bears N. 30° W, and S. 30° E.; asc. 85 ft.
over gentle SW. slope. ’

Point for the cor. of secs. 1, 2; 11 and 12 at pro-~
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 25 ins. diam., 24 ins.
in the ground, with brass cap mkd.

P s s L. SN AN  an
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 8., R, 5 W,

CHAINS

6.50
14.15

16.90

T108 R5W

§2|S1
811812
1968

Raise -a mound of stone, 2% ft. base, 1% ft. high,
W, of cor. .

Land, rolling.

Soil, loamy clay. - .
Timber, widely scattered pinon.
Undergrowth, -sagebrush and -grass.

* irregularly W.

Reestablishment of the Survey Executed by A.
J. Stookey in 1907 and the ‘Retracement Executed -
by H. W. Miller and Isaac Hayes in 1915.

From the % sec. cor. of secs. 1 and 12, monumented with

a quartzite stone, 12x10x10 ins., firmly set and plainly

mkd. % on N. face, and witnessed by a mound of stone to
N. )

At the-cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S RSW

S1
t S12

1968

" From which, -

A juniper, 4 ins. diam., bears N. 75° W., 11 lks.
dist., mkd. BT only.

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 2 ft. high,
N. of cor,

Thence,
S. 89° 49' W., bet. secs. 1 and 12.

Over rolling land through dense timber; 'desc. 25 ft.
over SW. slope.

Wash, 20 1lks. wide, 6 ft. deep, drains N. 20° W.; asc.
30 ft. over gently rolling SE. slope. )

Trail road, bears N. 20° E. and S. 20° W., curving

Leave dense timber, enter reseeded area, bears NW. and
SE. ‘ ) ' ' ) )

ana id
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132

Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

2?;90 rTop of ascent, ‘slopes 8.; desc. 100 ft. over SW. slope.
34.80 Trail road, bears irregularly S. 45° E. and N. 45° w.
40,52 The cor. of secs. 1, 2, 11 and 12.

' Land, rolling.
Soil, rocky clay loam.

Timber, dense juniper and pinon in uncleared area.
Undergrowth, sagebrush and grass,

Reestablishment of the Survey Executed by H. W.
Miller and Isaac Hayes in 1915,

N. 0° 17' E., bet. secs. 1 and 2.

Over rolling land through reseeded area; asc, 185 ft.
over SW. slope.

.1.35 Trail road, bears irregularly N. 74° E. and S. 74° W.

11.40 Leave reseeded area, hears NW. and SE., enter scattered
timber.

18;90 'Ridge, Bears E. and W.; desc. 135 ft. over NW. slope.
23,00 Draw, drains N. 40° E.; asc. 20 ft; over SE, slope.
26.60 Top ofvascent, slopeé E.; desc. 50 ft. over NE. slope.
34,79 The closiﬁg cor, of secs, 1 and 2, on the N. bdy. of
the Tp., monumented with an iron post, 2 ins. diam.,

12 ins. above ground, and in a collar of stone, with
brass cap mkd.

95

| RSigS351836
$2's1

T108

1915

Land, rolling.

Soil, clay loam.

Timber, scattered juniper and pinon.
Undergrowth, sagebrush and grass.

Reestablishment of the Survey Executed by Joseph
Gorlinski in 1874 and the Resurvey Executed by A.
J. Stookey in 1907. ’ '
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Dependent Resurvey of a Portion of éhe
Subdivision, T. 10 S., R. 5 W.

CHAINS

9.15

15,50

29.35

40.12

1.50

39.99

From the standard cor. of secs. 34 and 35, on the S.
bdy. of the Tp., monumented with an iron post, 3 ins.
diam., 18 ins. above ground, and in a mound of stone,
'3 ft. base with brass cap mkd.

sC
T10S R5W

334‘535

1913
Thence,
N, 0° Ol' E., bet. secs. 34 and 35,

Over rolling land through dense sagebrush undergrowth;
asc. 20 ft. over gentle SE. slope.

Top of ascent, slopes.E.; desc., 20 ft. over .NE. slope.

Wash, 30 lks, wide, 3 ft. deep, drains 8. 50° E.; asc,
140 ft. over rocky SW. slope.

-Top of -ascent; slopes W.; desc, 45 ft. over NW. slope.
The % sec. cor..of secs. 34 and 35, monumented with -a
quartzite stone, 30x10x8 ins., firmly set in a mound

of stone, 3 ft. base, and p1a1n1y mkd. % on W, face.

At the cor. p01nt

Set an iron post, 30 ins, long, 2% ins. diam., 4.1ins.

- in the ground to bedrock, and in a mound of stone, 5

ft. base to top, with brass cap mkd.
T10S R5W

%
$34[835.

1968

Bury original stone cor. in mound of stone
alongside iron post.

N. 0° 02' W., beginning new measurement.
Desc. 30 ft. over NW. slope.

Wash, in draw, drains S 65° W.; asc. 380 ft. over
rocky SW. slope.

The cor. of secs. 26, 27, 34 and 35, monumented with a

~quartzite stone, 17x10x5 ins., firmly set in a mound of

stone, 2 ft. base, .and plainly mkd. 2 notches on E. and
1 on S. edges. )

At the cor. point

PO
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_ Dependent Resurvey of a Portion of the
" Subdivision, \T. 10 S., R. 5W.

- CHAINS

Set-an iron post,-30 ins. long,- 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T10S R5W
527|526
534|835

: 1968
Bury original stone cor. alongside iron post.

From this cor.,fU.S.G.S, triangulation station "Mine",
bears S. 80° 15' 50" W.), 202.55 chs. dist.

From the same cor., U.S.L.M. No. 1, Blue Bell Mining
District, bears N. 70° 16' 10" W., 131.16 chs. dist.

Land, rolling.
- | Soil, rocky clay.

No timber. ;
Undergrowth, sagebrush.

From the cor. of secs. 25,26, 35 and 36, hereinbefore
described.

S. 89° 28' W., bet. secs. 26 and 35.

Over rolling mountain land through sagebrush under-
growth; asc. 35 ft. over NE. slope-and along S. side
of new fence line. ’ ’

7.90 Spur, slopes S. 40° E.; desc. 35 ft; over SW. slope.

15.55 Wash, drains S5.:50° E:; asc. 120 ft. over gently rolling
general E, slope.

21.80 Fence, bears S. and N. 1,00 ch.; thence S. 87° 30° E.

40.01 The % sec. cor. of secs. 26 and 35, monumented with a
quartzite stone, 10x8x6 ins., firmly set and plainly
mkd. % on N. face.

At the cor. point’

‘Set an ‘iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. ’
T10S R5W

X S26
835

- 1968
Bury original stone ‘cor. alongside iron post.

Raise a mound of .stone, 2% ft. base, 1% ft. high,
N. .of cor. .o . . .

§. 89° 10' W., beginning new measurement.

Asc. 530 ft. over NE. slope.

2 % brhor TOEAS 760 o s 9. 2 £m2s s TICTSY T BE
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<
A%
- Dependent Resurvey of a Portion of the
SubdivVision, T. 10 S., R. 5 W.
CHAINS
33.40 Ridge, bears N. 30° W, and S. 30 E., desc.: 35 ft. over
SW. slope. R :
39.86 The cor. of secs. 26, i7, 34 and 35.
Land, rolling E. portion; mountainous W. portion.
Soil, rocky loam.
No timber.
Undergrowth, sagebrush.
Reestablishment of the Survey. Executed
by A. J. Stookey in 1907.
$. 89° 39' W., bet. secs. 27 and 34.
Over mountainous land through sagebrush undergrowth
desc. 340 ft. over SW. slope.
25.95 | Wash, 20 lks. wide, 3 ft. deep, drains S. 25° E.; asc.
60 ft. over SE. slope.
27.20 Trail road, bears N. 25° W. and S, 25° E,
36.70 | Wash, 15 lks. wide, 2 ft. deep, drains S. 50° E
40.49 The % sec. cor. of secs. 27 and 34 monumented with a
quartzite stone, 15x8x8 ins., firmly set and plainly
mkd. % on N. face, and witnessed by a mound of stone
“to N.
At the cor. point'
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, with brass cap mkd,
_T108 R5W
S§27
% 534 .
1968 - - f
Bury original stone cor. alongside iron _post.
Rebuild mound of stone, 3 ft. base, 1% ft. high,
N. of cor.
5. 89° 35' W., beginning new measurement.
Asc, 35 ft. over SE. slope.
5.80 | Spur, slopes S, 7Q° E.; desc. 20 ft. over SW. slope.
16.55 Wash, 30 lks. wide, 4 ft. deep, drains S. 70° E. from
S. 70° W.; asc. 275 ft. over SE. slope. .
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Dependent Resurvey of a Portion of the
-Subdivision, T. 10 S., R. 5 W.

136

CHAINS

40.06

17.70

31.85
38.40

40.37

3.85

The cor. of secs. 27, 28, 33 and 34, at cor. of fence,
bearing W..and N..60° E., monumented with an iron post,
2 ins. diam., 16 ins. above ground, and in a mound of
stone, 3 ft,: base to top, with brass cap mkd.

T10S R5W

, $28[s27
- s " 833(S34
.- . . 1915

Land, mountainous E. portion; rolling W. portion.
Soil, loam.

No timber. . . .

Undergrowth, sagebrush.

The % sec. cor. of secs. 26 and -27, monumented with a

From the cor. of secs. 26, 27, 34 and 35.
N. 0° 02' E., bet. secs. 26 and 27.

Over mountainous land through sagebrush undergrowth; asc.
85 ft. over SW. slope.

Ridge, bears N. 30° W. and S. 30° E.; desc. 250 ft. over
NE. slope. »

Head of draw, drains E.; asc. 25 ft. over SE. slope.

Spur, slopes N. 80° E.; desc. 15 ft. over NE. slope.

quartzite stone, 15x15x7 ins., firmly set and plainly
mkd. % on W. face, and witnessed by-a mound of stone
to W, .

At the cor. point:

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T10S R5W
A

527|526
1968

Bury original stone cor. in mound of ‘stone along-~
side iron post,

N. 0° 02' W., beginning new measurement.
Desc. 150 ft, over NE. slope.

Wash, drains N. 45° E.

T ST TS
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-Dependent Resurvey of a Portion of the
.Subdivigsion, T.' 10 8., R. 5 W.

CHAINS

11.33
11.90
14.50
17.15
26.65
35.10

40.40

5.70

28.50

38.06

39.63

Fence,. bears N. 57° E,.and S.-57° W..

Wash, drains N. 83° E,; asc. 20 ft. over SE.:slope.
Point of spur, slopes E.; desc. 40 ft. over NE. slope.
Wash, drains S. 65° E.; asc. 70 ft. over SW. slope.
Spur, slopes N. 70° E.; desc. 180 ft. over NW. slope.
Draw, drains N. 65° E.; asc. 60 ft. over SE. slope.
The cor. of secs. 22, 23, 26 and 27, monumented with a
quartzite stone, 20x9x6.ins., firmly set and plainly
mkd. 2 notches on S. and E. edges, and witnessed by a
mound of stone to W.

At the cor. point

Set an iron.post, 30 ins. long, 2%.-ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S R5W
S522]s823
827|526

1968

Bury original stone cor. alongside iron post.

Rebuild mound of stdne, 2%'ft. base,vl% ft. high,
W. of cor. . . .

Land, mountainous.

Soil, rocky loam.

No timber.

Undergrowth, sagebrush, scattered patches of scrub
oak.

From the cor. of secs. 23, 24,>25 and 26:
S. 88° 51' W., bet. secs. 23 and 26.

Over mountainous land through sagebrush undergrowth;
desc. 40 ft. over NW. slope, along S. side of fence
line.
Head of draw, drains N. 60° E.; asc. 165 ft. over E.
slope.

Ridge, bears nearly N. and S.; desc. 75 ft. over NW.
slope. - T ’

Fence, bears S. 55° 30' W. and N. 55° 30' E., 1.95 chs.;
thence S. 89° 30' E.

The % sec. cor. of secs. 23 and 26, monumented with a
lava stone, 15x12x4 ins., firmly set and plainly mkd.
% on N, face, and witnessed by a mound of stone to N.
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" Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W. 738

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

. T10S R5W

523
% 526

1968

Bury original stone cor. alongside iron post.

Rebuild mound of stome, 2% ft. base, 1% ft. high,
N. of cor.

N. 89° 54' W., beginning new measurement.
Desc. 225 ft, over NW. slope.

13{80 Draw, drains irrggularly N.; asc. 120 ft. over SW.
slope.

21.00 Spur, slopes N. 45° E.; desc. 65 ft. over NW. slope.
30.00 Draw, drains N. 60° E.; asc. 165 ft. over SE. slope.
40.33 The cor. of secs, 22, 23, 26 and 27.

Land, mountainous.

Soil, loam.

No timber.
Undergrowth, sagebrush and scrub oakbrush.

5. 89° 30' W., bet. secs. 22 and 27.

Over mountainous land through sagebrush undergrowth;
asc. 325 ft, over SE. slope.

19.60 Spur, slopes N, 60° E.; desc. 80 ft. over NW. slope.

29.75 Head of draw, drains N. 45° E.; asc., 160 ft. over SW.
slope. i

37.50 Ridge, bears N. 10° W. and S. 20° W.; desc. 25 ft. over
’ ‘NW. slope. ’ ' ' ' ’

40.54 The % sec. ‘éor. of secs. 22 and 27, monumented with a
lava stone, 17x12x8 ins., firmly set and plainly mkd.
% on'N. face, and witressed by a mound of stone to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. ’ )

" L%Nbrmbme 104N 72 4. a LA s TYCVINY p——



_ Dependent Resurvey of a Portion of the
" Subdivision, T. 10 S., R. 5 W,

CHAINS

8.00
13.30
21.30
32.00
37.00

40.36

8.00
23.70
35.70

40.25

T10S R5W

$22 . :
s27

1968 -

Bury original stone cor. alongside iron post.

Rebuild mound of ‘stone, 3 ft. base, 2 ft. high,
N. of cor.

S. 89° 40' W., beginning new measurement.
Desc, 200 ft., over NW. slope.
Draw, drains N. 45° W.; thence ‘along N. slope.
Slope changes; asc. 110 ft. over NE. slope.
Spur, ‘slopes N. 10° W.; desc. 165 ft. over NW. slope.
Head of draw, drains N.; asc. 40 ft. over NE. slope.
Spur, slopes N. 10° W.; desc. 25 ft. over NW. slope.
The cor. of secs. 21, 22, 27 and 28, monumented with an
iron post, 2 ins. diam., 10 ing. above ground, witnessed
by a mound of stone to W., with brass cap mkd.

T10S R5W

s21]|s22

528|527

1915

Land, mountainous.
Soil, rocky clay loam.

No timber.
Undergrowth, sagebrush and scrub oakbrush.

From the cor. of secs. 22, 23, 26 and 27.
N. 0° O1' W., bet. secs. 22 and 23.

Over mountainous land through sagebrush undergrowth;
asc. 65 ft, over SE. slope. ’

Spur, slopes N. 50° E.; desc. 215 ft. over NW. slope.
Draw, drains N. 45° E.; asc., 65 ft. over SE.. slope.
Top of ascent, slopes E.; thence along E. slope.

The % sec. cor. of secs. 22 and 23, monumented with a
quartzite stone, 15x8x5 ins., firmly set and plainly
mkd. % on W. face, and witnessed by a mound of stone
to W. '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass
cap mkd.

a0
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

T10S RSW
%
. §22|s23

1968 i -
Bury original stone cor. alongside iron:post,

Rebuild mound of stone,: 3 ft. .-base, 2 ft. high,
W. of cor.

4

N. 0° 01' E., beginning new measurement.
Desc. 70 ft. along E. slope.

17.15 Saddle, on spur, bears N. from S. 5° W.; asc. 20 ft.
over S. slope.

20.35: Low knoll, on spur; desc. 190 ft. over N. slope.
39.62 The cor. of secs. 14, 15, 22 and 23, monumented with
a limestone, 18x8s4 ins., firmly set and plainly mkd.
2 notches on E. and 3 on S. edges, and witnessed by
a mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S R5W
S15|s14
$22|823
1968
Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft. high,
W. of cor.

Land, mountainous.

Soil, rocky clay loam

No timber. - :
Undergrowth, sagebrush and serviceberry.

From the cor. of secs. 13, 14, 23 and 24.
West, bet. secs. 14 and 23. - -

Over mountainous land through sagebrush undergrowth;
asc. 15 ft. over NE. slope.

4.60 Spur, slépes nearly N.; desc. 60 ft. over NW. slope,

9.95 Draw, drains N. 207 E. from S. 60° W,; asc. 175 ft.
over SE. slope.

26.90 Spur, sloﬁes.N. 20° E. from S. 45° W.; asc. 130 ft.
over NE. slope.

36.45 Ridge, bears N. 15° W. and S. 15° E.; desc. 30 ft.
over SW. slope.

38.35 Fence, bears N. and S.

D7 (October 1964) (formearlv 4—E730% 1TONT_. BT M
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Dependent Resurvey of a Portion of the
‘Subdivision, T. 10 S., R. 5 W.

CHAINS

39.94

25.40

40.38

7.50

10.12

10.38

The % sec. cor. of secs. 14 and 23, monumented with a
quartzite stone,. 16x8x4 ins., firmly set and plainly
mkd. % on N. face, and witnessed by a mound of stone
to N.

At the cor. point

Set an iron post, 30 ins. long;-Z% ins., diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T10S R5W

‘_S14
X 523

1968 .

.Bury original stone cor. alongside iron post.

S. 89° 11' W., beginning new measurement.
Desc. 300 ft. over SW. slope.

Chokecherry Creek, dry, drains N. 40° W.;iaéc. 50 ft.
over NE. slope,

The cor. of‘secs. 14, 15, 22 and 23.

Land, mountainous,

Soil, rocky clay.

No timber.

Undergrowth, sagebrush, scattered serviceberry,

S. 88° 27' W., bet. secs. 15 and 22.

Over rolling land through sagebrush undergrowth desc.
25 ft. over NW. slope.

Wash, 20 lks. wide, 3 ft. deep, drains N. 20° E.; asc.
15 ft, over SE. slope.

Point for the E-E 1/64 sec. cor. of secs. 15 and 22.

Set an iron post, 30 ins. long, 25 ins. diam., 15 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T10S R5W

515
E-E 1/64—222
1/ §22

1968
Asc. 40 ft. over SE. slope.

Fence, bears N. and N. 89° 33' W.; thence along S.
gside of fence. . .

BP0
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* Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

13.30 Spur, slopes N. 10° E.; desc. 45 ft. over M. slope.
20.70 Wash, drains N. 20° E.; asc. 15 ft. over SE. slope. -

24.70 Small spur, slopes N. 20° E.; ‘desc. 15 ft. over NW.
: slope, - :

28.00 Wash, drains N. 25° E.; asc. 10 ft. over SE. slope.
30.36 Point for the W-E 1/64 sec. cor. of secs. 15 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

' T10S R5W

S15
S22

1968

W-E 1/64

Asc. 115 ft. over NE. slope.

34.75 Cor. of fence, bears North, 75 1ks. dist., with feﬁdes
) bearing N. and nearly E. and W.; continue along S. side
of fence line. )

40.48 The % sec. cor. of secs. 15 and 22, monumented with a
quartzite stone, 15x6x6 ins., firmly set and plainly
mkd. % on N. face, and witnessed by a mound of stone
to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T10S R5W

S15
s 522
1968

Bury original stone cor. alongside iron post,

Cor. located 34 lks. S. of E. and W. fence line.

N..89° 16! W., beginning new measurement.

Asc, 10 ft. over NE. slope. Continue along S. side
of fence. . . . - :

1.00 Irail road, on spur, bears S. and N. 15° E.; desc. 80
ft. over NW,. slope. . . :

15.00 Wash, drains N. 15° E.; asc. 70 ft. over SE. slope.

21.20 Spur, slopes N. 15° E.; desc. 30 ft. over NW. slope.

11RO_7 (Octoher 1064Y frrmerlv 4. £73R% TIONT. 1T M
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t Resurvey of a Portion of the
Subdivision, T. 10 8., R, 3 W,

28.50

30.15

30.43

34.90

39.20

40.20

13.45

20.41

Draw, drains N.; asc. 50 ft. over E. slope.
Point for the W 1/64 sec. cor. of secs. 15 and 22,
Set an {iron post, 30 ins. long, 2% ins. diam., 18 ins.

in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T108 RSW
w1 ~S13
164 322

1968

Cor. of fence, bears N. 50 lks. dist. with fences
bearing N. and E.

Trail road, on spur, bears nearly S. and N, S0° E.;
desc. 70 ft. over W. slope.

Draw, drains N. 10° E.; asc. 15 ft. over E. slope.

The cor. of secs. 15, 16, 21 and 22, monumented with an
iron post, 2 ins. diam., 12 ins. above ground, with
mound of stone to W. and brass cap mkd.

T10S R5W

8161815
821|822
1915

Land, rolling.

Soll, rocky clay loam.
No timber.
Undergrowth, sagebrush.

From the cor. of secs. 14, 15, 22 and 23.

North, bet. secs. 14 and 15.

| Over rolling land through sagebrush undergrowth; desc.

110 ft. over N. slope.
Pence, bears E. md UV.

Drav, drains N, 45° E. about 2.00 chs. to Chokecherry
Creek, draining irregularly N.; desc. 90 ft. along
creck bottom.

Point for the 8. 1/16 m..cor. of secs. 14 and 15.

Set an {ron post, 30 ins. long, 24 ins. diam,., 24 1ins.
{n the ground, with brass cap mkd.. .

7108 RN
s1/16

815|814

1968
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. Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS
Raise a mound of stone, 3 ft. base, 2 ft. high,
- . W. of cor. )
Continde along creek bottom. -
30.95 Chokecherry Creek, 3 lks. wide, 3 ins. deép; flows
: N. 20° w., from irregularly S.
40,40 Chokecherry Creek, flows N. 20° E.
40.82 The % sec. cor. of secs. 14 and 15, monumented with a
sandstone, 20x12x4 ins., firmly set and plainly mkd.
% on W. face.
From which the original bearing object:
A sandstone ledge, mkd. +B 0, 12 ins. above
ground, bears N, 40° W., 35 lks. dist.
Mound of stone W. of cdr;
At the cor. point
Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. ’
T10S R5W
y
S15|s14
1968
Bury original stone cor. alongside iron post,
Rebuild mound of stone, 3 ft. base, 2 ft. high,
W. of cor.
North, beginning new measurement.
Asc. 15 ft. over SE. slope.
1.70 Point of spur, slopes N. 30° E.; desc. 15 ft. over
NW. slope.
3.70. Fork of Chokecherry Creek, 3 lks. wide, 1 in. deep,
flows N, 65° E.; asc. 20 ft. along E. slope. .
11.35 Wash, drains N. 70° E.; asc. 20 ft. over SE. slope.
18.60 Spur, slopes N..45° E.; desc. 200‘ft. over NW. slope.
21,50 Little Valley Creek, 4 lks. wide, 6 ins. deep, flows-
N. 75° E. . o .
22,60 | Improved dirt road, bears irregularly E. and W.
24,70 Fork of Little Valley Creek, 2 lks. wide, 2 ins. deep,
.| flows S, 70° E.; asc. 210 ft. over SE. slope. ' Enter.
scattered timber. . g

180~7 (October 1964) (formerly 4—673b) USDI——BLM R
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Dependent Resurvey of a Portion of the
‘Subdivision, ‘T. 10 S., R. 5 W,

CHAINS

39.63

6.55
15.85
19.07

22.85

27.60

31.30

32.50

40.01

‘The cor. of ‘secs., 10; 11, 14 and 15, monumented with a
quartzite stone, 18x14x8 ins., firmly set in mound of

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T10S R5W

$10|s11

S15|S14 .
1968

From which,

A juniper, 10 ins. diam., bears S. 88° E., 17 lks.
dist., mkd. TLOS RSW S14 BT.

Bury original stone cor. alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor. .

Land, mountainous.

Soil, rocky clay.

Timber, widely scattered juniper N. portiom.
Undergrowth, sagebrush, with willows along creek
bottom.

stone, and plainly mkd. 2 notches on E. and 4 on S. edges;

From the cor. of secs. 11, 12, 13 and 14.
S. 89° 22' W., bet. secs. 11 and 14.

Over rolling mountain land through reseeded area;desc,
205 ft. over W. slope. .

Wash, drains S. 85°. W.
Same wash, drains N. 85° W.
Telephone line, bears N. 3° 10' W. and S. 3° 10' E.

Improved dirt road,:Bears.irregularly N. 4° W. to
Vernon and S. 4° E. to Cherry Creek,

Vefnon Creek; 5 lks. wide, 12 ins. deep, flows N, 15°
W.; asc. 90 ft. over SE..slope.. '

Little Valley Creek, 5 lks,. wide, 12 ins. deep, flows-
N. from S. 50° W, . .

. Improved dirt road, bears S. 50° W. and curves N.
Enter scattered timber.

The % sec. cor. of.secs. 11 and 14, monumented with a

quartzite stone, 24x6x6 ins.,-firmly set and plainly mkd.
% on N. face, and witnessed by a mound of stone to N.

Gro
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Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W,

CHAINS
At the cor. point
Set an irom post,‘30vins.~10ng, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T10S R5W
-
1968
Bury original stdne cor, alongside iron post,
Rebuild mound 6f stone, 3 ft. base, 2 ft. high;
N. of cor.
8. 89° 42' w., beginniﬁg new measurement.
Asc. 120 ft. over SE, slope.
9.00 Top of ascent, slopes S.; thence along S, slope.

16.00 Draw, 20 ft. deep, drains S. 15° E.
20.00 Point for the W. 1/16 sec. cor. of secs. 11 and 14.

Set an iron post, 30 ins. long, 2% ins. diam., 3 ins.
in the ground to bedrock, and in a mound of stone, &4
ft. base to top, with brass cap mkd.

T10S RSW

S11
W 1l/16 S14

1968
Continue along S. slope.
24,15 Draw, 15 ft. deep, drains §,
34.15 Slope changes; desc. 40 ft, over SW. siope.
40.00 The cor. of secs. 10, 11, 14 and 15.

Land, rolling mountain.

Soil, rocky loam. :

Timber, scattered juniper W. portion; cleared E.
portion.

Undergrowth, sagebrush and grass, with willows along
creeks,

S. 89° 31' W., bet. secs. 10 and 15.

Over mountainous land thréugﬁ scatteréd timber; asc;
290 ft. over SE. slope.

11,90 Fence, bears N. and S.

20.17 Point for the E. 1/16 sec. cor. of secs. 10 and 15.

7 (October 1964) (formerly 4—673b) USDI——BLM e
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- Dependent Resurvey of a Portion of the
Subdivision, T. 10 S., R. 5 W.

CHAINS

25.00

38.20

39.00

40.34

8.00
18.50
26.00

40.45

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T10S R5W
E 1/16—S10

S15
1968

Top of ascent, slopes S.; desc. 215 ft. over SW. slope.

Base of descent, bears NW. and SE.; thence over gently
rolling land. Leave timber.

Cor. of fence, bears §. 34 lks. dist., with fence
bearing nearly W. and S. 20° E. about 5.00 chs.; thence
SE. along base of hill.
The % sec. cor. of secs. 10 and 15, monumented with a
quartzite stone, 20x8x5 ins., firmly set and plainly
mkd. % on N. face, and witnessed by a mound of stone
to N«

At the cor. point-

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T10S RSW

. _S10
* 7815

1968
Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft. high,
N. of cor. - -

Cor. is located 57 lks. N. of fence line, bears
E. and W.

S. 89° 39' W., beginning new measurement.

Asc. 80 ft. over gently rolling land along N. side of
fence. . '

Wash, 30 lks. wide, 5 ft. deep, drainé S. 65° E.

Same wash, drains N. 75° E. from N. 65; W.

Same wash, drains N. 45° E. from S. 45° W.

The cor. éf secs. 9,.10, 15 and i6, monumenéed with an

iron post, 2 ins. diam., 5 ins. above ground, with brass
cap mkd. . .

.T108 R5W

s$9/s10
S§16(815

1915

[- T4
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* Dependent Resurvey of a Portion of the
Subdivision,'T. 10 S., R. 5 W.

CHAINS

Cor. located 5 lks. N. of E. and W. fence line.
Land, mountainous E. portion; gently rolling W.
portion. - . . - -

Soil, rocky E. portion; sandy W. portion.

Timber, -scattered juniper E, pértion; no timber W.
- portion.

Undergrowth, sagebrush,

From the cor. of secs. 10, 11, 14 and 15.
N. 0° 03' W., bet. secs. 10 and 11.

Over mountainous land thirough scattered timber; asc.
40 ft. over SE. slope.

4.73 Fence, on ridge, bears E. and W.; desc. 150 ft. over
’ ‘NW. slope. ) ’ :

26.00 Draw, drains N. 45° E.; asc. 70 ft. ovér SE. slope.
30.15 Point for the N-S 1/64 sec. cor. of secs. 10 and 11.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.

in the ground to bedrock, and in a mound of stone, 3 ft.

base to top, with brass cap mkd.

T10S R5W
N-81/64

S10|S11

1968
35.30 Spur, slopes E.; desc. 25 ft. over NE. slope.
39.30 Draw, drains S. 80° E.; asc. 20 ft. over §. slope.
40,20 The % sec. cor. of secs. 10 and 11, monumented with a
quartzite stone, 24x9x7 ins., firmly set and plainly mkd.
% on W. face, and witnessed by a mound of stone to W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T10S RSW

%
s10[s11
1968

Bury original stone. cor. alongside iron post,

Rebuild mound of. stone, 3 ft. base, 2 ft., high,
W. of cor.

N. 0° 15' W., beginning new measurement.

Asc. 65 ft. over S, slope.

3.50 Spur, slopes E.; asc. 50 ft. over SE. slope.

~7 (October 1964) (formerly 4~673b) USDI—~BLM T
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. Dependent Resurvey of a Portion of the
Subdivision, T, 10 S., R. 5 W.

CHAINS

15.10

20.05

28.45
33.80

40.10

7.80

Spur, Qlopes N. 50°‘E.£ desc. 60 ft. over M. slope.

‘Point for the N. 1/16'sec.‘cot. of Qecs. 10 and 11,

Set an irom poét, 30 ins. léng, ék‘ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T108 R5W
N 1/16

$10|s11
1968
Desc, 160 ft. over NW. slope,

Draw, drains N. 45° E.; asc. 150 ft, over SE. slope,

"Top of ascent, slopes E.; desc. 90 ft. over NE. slope,

The cor. of secs. 2, 3, 10 and 11, monumented with a

quartzite stone, 24x10x8 ins., firmly set and plainly
mkd. 2 notches on E. and 5 on S. edges, and witnessed
by a mound of stone to W. ' '

At the cor. point

Set an iron post, 30 ins. long, 2% ins. aiam., 24 ins.
in the ground, with brass cap mkd.

T10S R5W
$3{S82
S10|S11
1968
From which,

A juniper, 6 ins. diam., bears N. 85° W., 22 lks.
dist., mkd. S3 BT. (too limby for full marking)’

Bury original stone cor. alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft. high,
W. of cor.

Land, mountainous.

Soil, rocky clay.

Timber, scattered juniper.
Undergrowth, sagebrush,

From the cor. of secs. 1, 2, 11 and 12,
S. 89° 11' W., bet. secs. 2 and 11.

Over mountainous land through reseeded area; desc. 10
ft. over gentle SW. slope.

Trail road, bears irregularly 8. snd N. curving E,;
asc. 160 ft. over NE. slope.
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Dependent Resurvey of a Portion of the
Subdiwvisdon, T.-'10.8., R. 5 W.

CHAINS

19.15 | Ridge, bears N. 10° W. and S. 10° E:; dese. 200 ft.
over W. changing to NW. slope: - -

20.72 | Fence, bears N. and S. -Enter dense timber,

36.15 | Draw, drains S. 65° W.; desc. 10 ft. along S. slope.
40.18 | The %:sec. cor. of secs. 2 and 11, monumented with a
quartzite stone, 18x10x7 ins., firmly set in mound of
stone, and plainly mkd. % on N. face.

From which the original bearing tree:

A juniper, 24 ins. diam., bears N. 70° E., 3 lks.
dist., mkd. ¥ S 2 BT. : -

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground. to.bedrock, and in a mound of stone, 4
ft. base to top; with brass cap mkd.

T10S R5W

S2
S11
1968

From which,

A juniper, 14 ins. diam., bears S. 60° W., 42 1ks,
dist., mkd. % S11 BT.

Bury original stone cor. alongside iron post,

N. 89° 58' W., beginning new measurement.
Desc. 300 ft. over SW. slope.
14.08 | Telephone line, bears N. 23° 45' W, and S. 23° 45' E.

14.45 Improved dirt road, bears N. 23° W. to Vernon and S,
23° E. to Cherry Creek.

14.63 | Fence, parallel to road, leave timber; thence over
nearly level land.

15.90 | Vernon Creek, 10 1lks. wide, 18 ins., deep, flows N.
20° W.

22.50 | Trail road, bears irregularly N. and S.

24,85 | Fence, bears S. 20° W. and N. 20° E. about 3.00 chs.;
thence nearly E.; asc. 135 ft, over SE, slope. Enter
timber.

31.75 Spur, siopes N. 15° E.; asc. along N. slope. .

40.07 Thévcor. of secs. 2, 3, 10 and 11.

7 (October 1964) (formerly 4~673b) USDI~—BLM N
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Dependent Resurvey of a Pertion of the
Subdivision, T..110. S., R. 5 W.

CHAINS

Land, mountainous,

Soil, rocky clay,

Tlmber, juniper and p1non.
Undergrowth, sagebrush.

Remonumentation of a Portion of the -
Subdivision, T, 10 S., R. 5 W.-

The % sec. cof. of secs. 3 and 10, “monumented with a
quartzite stone, 20x12x§ ins., flrmly set and plainly
mkd. % in N. face, and witnessed by .a:mound of stone
to N.

From which the original bearihg tree:

A Junlper, 24 1ns. dlam., “bears N. 25° E., 165
lks. dist., mkd. % S 3 BT. .

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T10S R5W

s3
% s10-
1968

Bury original stone cor. alongside iron post.

The cor. of secs. 3, 4, 9 and 10, which was made to
function for secs. 3 and 10 only in 1915, monumented
with a limestone, 18x10x8 ins., firmly set and plainly
mkd. 3 notches on E. and 5 on S. edges, and w1tnessed
by a'mound of stone to'W.

At the cor, point -

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T10S R5W

$3
54‘51ov
1968

Bury original stone’'cor. in mound of stone
alongside iron post.

The closing cor. of secs. 4 and' 9, bears $. 0° 04' E.,
49 lks. dist., monumented with an iron post, 2 ins.

diam., 12 ins. above ground, with mound of stone to- V.,
and brass cap mkd.
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Remonumentation of a Portion of the
Subdivision, T. 10 S., R, 5 W.

1572

CHAINS

T10S R5W

Js3

S10

s4|cc
59

1915

General Description

The area covered by this survey is mostly mountainous
land covered with a dense growth of sagebrush undergrowth
The only timber is in the northeast portion and consists
of scattered to dense juniper and pinon. The soil ranges
from rich loam along the creek bottoms to shallow, rocky
gravel and clay in the higher elevations. There are
numerous small springs and seeps located throughout the
township, and a fairly large stream of water in Vernon
Creek located in the eastern portion of the township.
The road from Vernon to Cherry Creek enters the town-
ship in the northwest portion of section 2 and bears
southerly through the east portion of the township
leaving in the southeast portion of Section 36, and is
an improved dirt road. There are several other trail

or unimproved dirt roads within the township. Drainage
is generally to the north by numerous draws and washes
draining into Vernon Creek, thence north through the
township. Little Valley campground is located in the
northwest portion of Section 14, and a ranch house
located in Section 11, and an abandoned dry farm and
buildings in the southeast portion of Section 36. The
elevation varies from 6,100 feet in the northeast corner
to 8,500 feet above sea level in Section 29 the highest
portion of the township.

0—~7 (October 1964) (formerly 4—673b) USDI-—-BLM — e em e
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Depéndent kesurvgy, prnéhip 11 South, Range 4 West

CHAINS

The north boundary (Second Standard Parallel South),
the west boundary, the south boundary and the east
boundary were surveyed by Joseph Gorlinski in 1872.

. A portion of the, subdivisional lines were surveyed
by Joseph Gorlinski in 1874." The south boundary was
retraced or resurveyed by John W. Dougall.in 1911. In
1960, Boyd S. Owens retraced or resurveyed the west 3
miles of the south boundary, the south 1 mile of the
west boundary, and a portion of the subdivisional lines
and surveyed a portion of the subdivisional lines. The
east 4 miles of the north boundary were dependently
resurveyed by Glen B. Hatch in 1966, and the west 2
miles of the north boundary and the north 5 miles of
the west boundary were dependently resurveyed con-
currently by Glen B. Hatch in 1968. The following
field notes are those of the dependent resurvey of the
east boundary and a portion of the subdivisional lines
and the survey of a portion of the subdivisional lines
of Township 11 South, Range 4 West.

‘The survey was conducted in accordance with the speci-
fications as set forth in the Manual of Surveying
Instructions 1947, and Special Instructions dated May
6, 1968, : :

Before restoring the corners the lines of the original
survey were retraced and diligent search made for any
evidence of the original corner, bearing trees or other
calls of the original field note record. i

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not
until exhausting every reasonable possibility of find-
ing direct evidence for the control of each particular
corner.

The lines of this survey were determined by reference

to true meridians established on line by hour angle
observations on Polaris. The lines were carried forward
by sustained angulation being supplemented by other hour
angle observations on Polaris taken throughout the pro-
gress of the survey.

The geographic position for the southeast corner of the
township is at Latitude 39° 48' 59'" N., and Longitude
112° 13' 57" W., as computed from section line ties to
U.S.G.8. triangulation station "Maple 2", at Latitude
39° 51' 57.48" N. and Longitude 112° 19' 14.66" W.,
located S. 80° 52' 45" W., 55.15 chs. distance from

the % corner of sections 16 and 17, T. 11 S., R. 4 W.

The magnetic declination was read at several stations
in the township and the average of these readings was
found to be 16° 30' east,

Dependent Resurvey of the East Boundary, T. 11 S., R.’
" i ’
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Dependent Resurvey of the East Boundary,
T. 11 S., R. 4:W. -

CHAINS

4.70

22.40

26.30

28.30

40.00

40.29

12.15

19.05

Reestablishment of the Survey Executed by
Joseph Gorlinski in 1872.

Beginning at the cor. of Tps. 11 and 12-S., Rs. 3 and
4 W., monumented with an iron post, 3 ins. diam., 12
ins. above ground, with brass cap mkd. -

T11S-

R4W 536/S31 RW

S1[sé6

T12s8

1911 .

Thence,
N. 0° 06' W., bet. secs. 31 and 36..

Over gently rolling land tﬁrough scattered timber and
dense undergrowth; asc. 55 ft, over SW. slope.

Point of spur, slopes S. 70° W.; desc. 25 ft. along
W. slope.

Low ridge, bears E. and W.; desc. 30 ft. over gentle NE.
slope.

Wash, 20 lks. wide, 2 ft. deep, drains N. 45° E.

Base of descent; asc. 25 ft. over gentle SW, slope.
Leave timber.

Leave sagebrush, enter dense timBer.

The % sec. cor. of sees. 31 and 36, monﬁmented with a
quartzite stone, 18x10x4 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 15 ims,
in the ground to bedrock, and in a mound of stone, 3 ft,

base to top, with brass cap mkd.

T11S
. R4W RIW

x .
. 836831
1968

Bury original stone cor. alongside iton'post.

N. 0° 40' E., beginning new measurement.
Asc. 75 ft. over SW, slope through scattered timber.
Point of spur, slopes $.; desc. 40 ft. over NW. slope.

Leave timber, bears N. 15° E. and 8. 15° W.; enter sage-~
brush.
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‘Dependent Resurvey of the East Boundary,
T. 11 S«, Ro"& W.- : o

CHAINS

27.60 Leave sagebrush, curves SW. and SE., enter dense timber.

30.30 Wash, 30 lks. wide, 4 ft. deep, drains S. 10° E.; asc.
55 ft. over S. slope.

39.57 Point for the'cor. of secs. 25, 30, 31 and 36 at pro-
: portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T11s
R4W R3W

§25(830
836831
1968

Land, gently rolling.

Soil, sandy loam.

Timber, scattered to dense juniper,
Undergrowth, dense sagebrush.

N. 0° 40' E., bet. secs. 25 and 30.

Over rolling land through dense timber; asc. 40 ft. over
S. slope. .

2,05 Ridge, curves SE. and SW.; desc. 35 ft. over gentle NE.
slope.

14.50 Wash, 15 lks. wide, 3 ft. deep, drains N. 60° E.

20.35 Trail road, bears S. 60° E, and curves N. 40° W.

20.95 Draw, drains E. from NW.; asc. 80 ft. over SW. slope.
30.25 Spur, slopes SW.; desc. 20 ft. over NW. slope.

36.00 Draw, drains S. 35° W.; asc. 30 ft. over SE. slope.
39.57 Point for the % sec. cor. of secs. 25 and 30 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 3

ft. base to top, with brass cap mkd.

T11s
R4W R3W

%
525(530

1968

Asc. 80 ft, over SE. slope.

80~7 (October 1964) (formerly 4~673b) USDI~~BLM oIl IN AT = ™ A e -



.Dependent Resurvey of the East Boundary,
T. 11 §., R. 4 W,

CHAINS

'49.65

79.14

1.35

36.00

40,71

63.60

65.15

81.42

Spur, slopes E.; desc. 80 ft. over gently rolling NE.
slope. .

The cor. of secs. 19, 24, 25 and 30, monumented with an
old cedar post in mound of stone. This is harmoniously
related with ex1st1ng or1g1na1 corners and is accepted
as the best available evidence’ of the position of the
original cor. point.

At the cor. point .

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T11s
R4W R3W

S24|519
525330
1968

Land, rolling.

Soil, sandy loam.
Timber, dense juniper.
Undergrowth, sagebrush.

N. 0° 17' W., bet. secs. 19 and 24.
Over gently rolling land through scattered timber.
Trail road, bears irregularly E. and W.

Leave dense timber, bears E. and curves NW.; enter
sagebrush.

Point for the % sec. cor. of secs. 19 and 24 at pro-.
portionate dist.; there is no remalnlng evidence of
the original cor.:

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T11S, -
R4W R3W
%
524|519

1968 -

Continue over gently rolling land.
Leave sagebrush, bears E. and W.; enter dense timber.

Wash, 40 lks. wide, 9 ft. deep, drains S. 20° E.; asc.
40 ft. over SE. slope.

Point for the cor. of secs. 13, 18, 19 and 24 at pro-
portionate dist.; there is no remalnlng evidence of the
original cor. . . .z




Dependent Resurvey of the East Boundary,
T. 11 5., R. 4 W. . '

161

CHAINS

2.80

15.70.

19.50

34.60

40.71

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
) T11S
R4W R3W

S13i818
S$24|819
1968

Raise a mound of stone, 2 ft. base, 1% ft, high,
W. of cor. :

Land, gently rolling.

Soil, sandy loam.

Timber, dense juniper N. and S. portions; no timber
central portion.

Undergrowth, sagebrush.

N. 0° 17' W., bet, secs. 13 and 18.

Over gently rolling land through dense timber; asc. 20
ft. over SE. slope.

Top of ascent, slopes E.; desc. 15 ft. over gentle N.
slope.

Desc. 65 ft. over NE. slope.

Leave dense timber, bears NE. and SW.; enter sagebrush
and scattered timber,

Wash, 20 lks. wide, 2 ft. deep, drains N. 85° E.; asc.
25 ft. over SE. slope.

The % sec. cor. of secs. 13 and 18, monumented with a

quartzite stone, 8x6x4 ins., firmly set and -plainly mkd.

% on W, face.

At the cor. point

Set an iron post, 30 ims. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 2%

ft. base to top, with brass cap mkd.

. T118
R4W R3W

X
S13|s18
1968

Bdry o:iginal stone cor, alongside iron post.

N. 0° 24' E., beginning new measurement.

64Y (tormeriy 467303 VISDI_BI M R



Dependent Resurvey of: the !‘ot Boundary,
T. 11 S., R. 4 W, .

CHAINS

Desc. 45 ft. over gematly rolling NE. slope.

18.30 Leave dense timber, curves SE. and SW.; enter sagebrush.
21.30 Trail road, bears E. and W.

24.50 Trail road, bears N. 30° E, and S. 35° W,

32.80 Trail road, bears S. 36° E. and N. 36° W.

35.25 Devils Creek, 40 lks. wide, 12 ft. deep, drains S. 40°
E. . .

40.32 The cor. of secs. 7, 12,.13 and 18, monumented with a
cobblestone, 14x6x6 ins., firmly set and plainly mkd.
4 notches on S. and 2.on N. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T1l1s
R4W R3W

S12i87
S13|s18
1968

Bury original stone.cor. alongside iron post.

Land, gently rolling.

Soil, sandy loam.

Timber, dense juniper, S. portion; no timber N. portion.
Undergrowth, sagebrush. . .

N. 0° 27' W., bet. secs. 7 and 12.

Over gently rolling land through dense sagebrush under-
growth.

7.90 Head of wash, drains S. 40° E,.

12.85 Death Creek, 40 lks. wide, 6 ft., deep, drains S. 23° E.
22.10 Death Creek, drains S. 55° W. from N. 30° E.
41,07 Point for the % sec. cor. of secs. 7 and 12 at pro-
portionate dist.; there is no remaining evidence of

the original cor.

Set an {ron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T118
R4GW RW

X
s12|s7

1968




Dependent Resurvey of the East Boundary,
T. 11 S., R. 4 W.

[

cCy

CHAINS

51.80

71.15
77.50

82.14

Continue over nearly level land through dense
sagebrush

Death Creek 20 1ks. w1de, 8 ft. deep, drains S. 50° E.

. from N. 20° W.; asc. 120 ft. over SW. slope. Enter

scattered timber.
Spur, slobes N. 75° W.; desc. 40 ft. over N. slope.
Draw,'drains N. 35° WL; asc. 30 ft. over SW. slope.

Point for the cor. of secs. 1, 6, 7 and 12 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a collar of stone, w1th brass cap
mkd.

T11S
R4W R3W

S1[sé6
S§12|87
1968

Land, gently rolling.

Soil, sandy loam.

Timber, scattered juniper N. portion.
Undergrowth, dense sagebrush.,

6.50
10.15
15.25
19.65
27.15
31.35
39.15

41.07

N. 0° 27' W., bet. secs. 1 and 6.

Over rolling land through scattered timber; desc. 40 ft.

over N. slope.

Enter dense timber, bears NW. and SE.

Small draw, drains W.

Small draw, drains W.

Small draw, drains W.

Small draw, drains W.

Small draw, drains W.

Small draw, 10 ft. deep, drains W.

Point for the % sec. cor. of secs. 1 and 6 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 4 ft. base to

top, with brass cap mkd.

T1l1s
R4W R3W

%
s1|sé

1968
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Dependent Resurvey of the East Boundary,
T. 11 8., R. 4 W,

CHAINS

41.40
50.65
59.15
69.65

81.64

2,70
4.60

8.20

Wash, 10 lks. wide, 2 ft. deep, drains S. 50° W.
Wash, 5 lks. wiﬂe,-l ft. déep, drains 8. 75° W.
Wash, in small draw, drains S. 60° W.

Wash, 10 1lks. widé, 1 ft; deep, drains S. 50° W,

Intersect the Second Standard Parallel South at the
closing cor. of T. 11 S., Rs. 3 and 4 W., monumented
with an iron post, 2% ins., diam., 6 ins. above ground,
with brass cap mkd.

T10S R4W
S36
S1[sé6
ccC
R4W R3W
T11S

1966

Land, gently rolling.

Soil, sandy loam.

Timber, dense juniper, scattered pinon.
Undergrowth, sagebrush.

Dependent Resurvey of a Portion of the
Subdivision, T. 11'S., R, 4 W.

Reestablishment of the Survey Executed by
Joseph Gorlinski in 1874.

From the cor. of secs., 1, 2, 35 and 36, on the S. bdy.
of the Tp., monumented with an iron post, 3 ins. diam.,
12 ins. above ground, with brass cap mkd.

T11S R4W

$35]536
s2|s1
T12S R4W

1911
N. 0° 19' E., bet. secs. 35 and 36.

Over rolling land through scattered timber; desc. 20
ft. over N. slope.

Draw, drains E.; asc. 20 ft. over SE. slope.‘
Spur, slopes E.; desc. 25 ft. over N. slope.

Draw, drains E.; asc. 65 ft. over SE. slope.




Dependent Resurvey of the East Boundary,
T. 11'S., R. 4 W.

CHAINS

18.40
25.80
31.70

40.18

0.75
4.05

21.55

24,85
35.35

40.22

8.75

14.75

Enter dense timber, bears E. and W.

Spur, slopes E.; desc. 40 ft. over NE. slope.

Ledve dense timber; bears W. and S. 30° E.

The % sec. cor. of secs. 35 and-36, monumented with:

an iron post, 1 in. diam., 12 ins. above ground, with

original stone cor. alongside brass cap mkd.

$35(s36

% - .
1911

(No record of this point being monumented with iron post|

N. 1° 02' W., beginning new measurement.

Trail road, bears N. 35° E. and S. 35° W.

Trail road, bears S. 30° E. and N. 30° W,

Trail road, bears E, and W.; asc. 70 ft. over SE.
slope.

Enter dense timber, bears E. and W.

Spur, slopes S. 60° E.; desc. 35 ft, over NE. slope.
Point for the cor. of secs. 25, 26, 35 and 36 at pro-
portionate dist.; there is no remaining evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T11S R4W

$26/825
$35/536
1968

Raise a mound of stone, 3 ft. basé, 2 ft. high;
W. of cor.

Land, rolling.

Soil, sandy loam.
Timber, dense juniper.
Undergrowth, sagebrush.

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy.
of the Tp., hereinbefore described.

N. 89° 31' W., bet. secs. 25 and 36.

Over rolling land through dense tlmber, asc, 65 ft,
over SE. slope.,

Spur, slopes S.; desc. 90 ft. over SW. slope.

Draw, drains S.; asc. 100 ft. over SE. slope.

PR
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Dependent Resurvey of a Portion of the
Subdivision, T. 11 8., R. 4 L

CHAINS

22.90
27.20
31.75
38.25

40.49

45,50
50.60
59.20

62.00

65.30

71.45

80.98

7.35

12.90

Spur, slopes S.; desc, 4Q ft. over SW. slope.

Draw, drains S.; asc. 60 ft. over SE. slope.

Spur, slopes S.; desc. 140 ft. over SW. slope.

Leave dense timber, bears N. and S.

Point for the % sec. cor, of secs. 25 and 36 at pro-
portionate dist.; there is no remaining evidence of

the original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T11S R4W
‘825

X S36
1968

Cor. loc;ted ig large'flat draw, drains S.
Asc. 65 ft.-over SE. slope., Enter scattered juniper.
Spur, slopes S.; desc. 75 ft. over SW. slope.
Draw, drains S. 40° E.; asc. 55 ft. over NE. slope. -
Spur, slopes S.; desc. 40 ft.~$ver W. slope.

Draw, drains S., with- trail road in bottom, bears N.
and S.; asc.-20 ft. over E. slope.

Small spur, slopes S.; desc. 25 ft. over W. slope,

Wash, 20 lks. wide, 4 ft. deep, drains S. 40° E.; asc.
35 ft. over gentle NE. slope.

The cor, of secs. 25, 26, 35 and 36.

Land, rolllng.

Soil, sandy loam.

Timber, scattered to dense juniper.
Undergrowth, sagebrush. :

N. 0° 38' E., bet. secs. 25 and 26.

Over rolling land through scattered timber; desc. 10 ft.
over gentle NE., slope.

Wash, 10 lks. wide, 2 ft. deep, drains S. 20° E.

Wash, 10 lks. wide, 2 ft. deep, drains S. 25° E.; asc.
100 ft. over SW, changing to W.  slope.

[T
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. Dependent Resurvey of a Portion of the
‘Subdivision,'T, 11 S., R. 4 W,

CHAINS
20.00 Enter dense timber, bears SE. and curves N.
32.20 Trail road, bears E. and W.
32,90 Wash, 30 lks. wide, 4 ft. deep, drains W.
40.21. | The % sec. cor. of secs. 25 and 26, monumented with a
limestone, 12x10x8 ins., firmly set and plainly mkd.
% on W. face. .
From which the original bearing trees:
A juniper, 10 ins. diam., bears Bast, 9 1ks, dist.,
mkd. % S25 BT. (Record - S, 73° E., 8 lks.)
A juniper, 8 ins. diam., bears N. 30° W., 29 lks.
dist., mkd. % S$26 BT. (Record.- N. 39° W., 28 lks.)
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, &
ft. base to top, with brass cap mkd.
' T11S R&W
4
$26|525
1968
Bury original stone cor. alongside iron post.
N, 0° 25' E., beginning new measurement.
Asc. 50 ft, along E. slope.
17.20 Top of ascent, slopes E.; desc. B5 ft. over NE. slope.
25.00 Leave dense timber, bears $., 70° E. and N. 70° W.
30.00 Wash, 30 lks. wide, 4 ft. deep, drains S. 80° E.; asc.
85 ft. over SE. slope.
40.35 The cor. of secs. 23, 24, 25 and 26, monumented with

a limestone, 18x10x6 ins., firmly set and plainly
mkd. 2 notches on S, and 1 on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass cap
mkd.. .

T118 R4W

5231824

'826{525
1968

From which,

. & sem . a




&

12

" Dependent Resurvey of a Portion of the
Subdivision,’'T. 11 8., R. 4 W,

CHAINS

23.15

28.15

38.95

41,14

1.30

A juniper, 8 ins. diam., bears 8. 5° W., 31 1lks,
dist., mkd. T1l1S R4W S26 BT.

A juniper, 8 ins. diam., bears N. 31° W., 43 lks.
-dist., mkd. T118 R4W S23 BT.

Bury original stone cor. alongside iron post.

Land, rolling.

Soil, sandy loam.

Timber, dense juniper, scattered pinon.
Undergrowth, sagebrush.

- of the Tp., hereinbefore described.

At the cor. point

From the cor. of secs. 19, 24, 25 and 30, on the E. bdy.

S. 88° 32' W., bet. secs. 24 and 25.

Over gently rolling land through scattered timber; asc.
45 ft. over gently rolling SE. slope.

Enter dense juniper, bears S. and N.

Leave dense juniper, bears N. and S.; enter dense
sagebrush.

Trail road, bears N. and S.

The % sec. cor.of secs. 24 and 25, monumented with a
mound of stone. This point is harmoniously related with
existing original cors. and is recognized by local sur-
veyors and residents as being a perpetuation of the
origirnal cor. point and is acceptéd as the best ava11ab1é
evidence for the posxtlon of the or1g1na1 cor. point.

Set an iron post, 30 ins. long, 2% ins. diam., 24 1ns.
in the ground, with brass cap mkd.

Tlls R4W

24
825

1968

Raise a mound of stohe, 2 ft. base, 1% ft. high,
N. of cor.

N. 85° 32' W., beginning new measurement..
Asc. 70 ft. over SE. slope.

Enter scattered timber, bears nearly N. and S.

o
Gpoidéii
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. . Dependent Resurvey of a Portion of the

Subdivision, T. 11'S., R. 4 W.

169

CHAINS

11.00

18.25
21.45
23.95
36.55
39.96

7.20

15.80

27.80

40.97

5.75

39.91

‘- . R . Ll : N

Enter dense timber, bears N. .and. S. -

Flat spur, slopes S.; desc. 30 ft. over SW. slope.
Wash, 15 1ks{fwigé, 3 ft. deep, drains S.

Draw, drains S. 20° E.; asc. 55 ft. over SE. slope.
Spur, slopes SE.; desc. 5 ft. over gentle SW. slope.
The cor. of secs. 23, 24, 25 and 26.

Land, rolling.

Soil, sandy loam.

Timber, scattered and dense juniper.
Undergrowth, sagebrush.

N. 0° 03' E., bet. secs. 23 and 24.

Over rolliﬁg land through dense timBer; asc. 15 ft.
over SE. slope.

Flat spur, slopes §. 60° E.; desc. 35 ft. over NE.

slope.

Base of spur, bears N. 60° W. and S. 60° E. Leave
dense timber, enter large sagebrush hollow.

Wash, drains S. 45° E.; asc. 10 ft. over gentle SW.
slope.

The % sec. cor. of secs. 23 and 24, monumented with a
limestone, 12x8x3 ins., firmly set and plainly mkd. %
on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

T11S R4W
%
S23|s24
1968
Bury original stone cor. alongside iron post.

Raise a mound of stone, 4 ft. base, 2 ft. high,
W. of cor.

N. 0° 51' W., beginning ness mgasﬁ;emen;.,

Asc, 20 ft:‘over gentle SW. slope.

Spur, slopes 8. 45° E., enter dense timber; asc. 30 ft.
over gently rolling SE. &lope.

Point for the cor. of secs. 13,V14,:?3 and 24 at pro-
portionate‘dist.;,thgre is no remaining évidgnce of the
original cor. '

¢ -
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Dependent Resurvey.of a Portion of the
Subdivision, T. 11 S., R, 4 W.
CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. :
T11S R&4W
814|813
823|824
1968
Set a steel fence post, & ft. long, alongside
iron post.
Land, gently rolling.
Soil, sandy loam.
Timber, scattered juniper and plnon, dense juniper
patches. - -
Undergrowth, sagebrush.
From the cor. of secs. 13, 18, 19 -and 24, on the E. bdy.
of the Tp., hereinbefore described.
N. 88° 52' W., bet. secs. 13 and 24.
Over -gently ‘rolling land through dense timber.
2.60 Low spur, slopes S. 45° E.
9.25 Leave dense timber, bears N. and :curves SW.; enter dense
sagebrush.
22.90 Enter dense timber, bears N. 45° E. and -curves S.
40.00 Trail road, bears irregularly N. and S.
40,56 Point for the % sec. cor. of secs. 13 and 24 at pro-
portionate dist.; there is no remalnlng ev1dence of
the original cor. : -o-
8et an-iron post, 30-ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T11S R4W
S13
* 824
1968
Raise a mound of stone, 3 ft. base, 2 ft. high,
N. of cor.
Continue over gently rolling land' through dense
timber.
61.70 Leave dense timber, bears N, 50° W and S. 50 E.
enter’ sagebrush,
74.50 Enter dense’timber; bears S. 60° E. and cnrves W.
"81.12 -

The cor. of secs. 13, 14, 23 and 24.

Land, gently rolling.

Soil, sandy loam. -

Timber, dense junlper, scattetad plnbn.
Undergrowth, sagebrush. .
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Dependent Resurvey of a Portion of the
- Subdivision, T. 11 S., R. 4 W.

e

CHAINS

14.70
17.70
25.00

30.95

39.91 -

47.50
58.25
76.25

79.82

N. 0° 47' E., bet. secs. 13 and 14.

Over gently rolling land through scattered timber.
Enter sagebrush, bears E; and W,

Trail road, bears N. 35° E, and S. 35° W.

Trail road, bears E. and W.

Enter -dense timber, bears E. and W.

Point for the % sec. cor. of secs. 13 and 14 at pro-
portionate dist.; there is no remaining evidence of

-the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T11S R4W

%
S14(s13

1968

Raise a mound of stone, 3 ft. base, 2 ft. high,
W. of cor.

Continue over rolling land; asc. 10 ft. over S. slope.
Top of ascent, slopes E.; desc. 35 ft. over NE. slope.
Dréw, drains N. 75° E.; asc. 25 ft. over SE. slope.
Spur, slopes 8. 65° E.; desc. 10 ft. over NE. slope.
The cor. of secs. 11, 12, 13 and 14, monumented with
an old cedar stake in collar of stone. This point is
harmoniously related with existing original cors. and
is accepted as the best available evidence for the
position of the original cor. point.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T11S R4W

S1l1|s12

S14|s13

1968

From which,

“A juniper, 14 ins. diam., bears N. 37° E., 111 1lks.
dist., mkd. T11S R4W S12 BT.

A juniper, 16 ins. diam., bears N. 53° W., 42 lks.
dist., mkd. T11S R4W S11 BT.

Land, rolling.
Soil, sandy loam.
Timber, scattered to dense juniper, scattered pinon.

Undergrowth, sagebrush.
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Dependent Resurvey of a Portion of the
. Subdivigfion, T. 11 S., R. 4 W.

CHAINS

0.80
5.00

7.10

13.45
16.00
33.95

40.03

2.85

3.75

12.20

21.55

24.95

34.15

From the cor. of secs. 7, 12, 13 and 18 on the E. bdy.
of the Tp., hereinbefore described.

N. 89° 43' W., bet. secs. 12 and 13.

Over rolling land through dense sagebrush.

Wash, 10 lks. wide, 3 ft. deep, drains S.

Devil Creek, 50 lks. wide, 12 ft. deep, drains S.

Trail road, bears S. 30° E. and N. 65° W.; asc. 100 ft.
over gently rolling NE. slope.

Draw, 20 ft. deep, drains N. 45° E.

Enter scattered timber.

Trail road, bears N, and S.; enter dense timber.

The % sec. cor. of secs. 12 and 13, monumented with a
mound of stone. This point is harmoniously related with
existing original cors. and is accepted as the best avail

able evidence for the position of the original corner
point.

At the cor. point

Set an iron post, 30 ins. long 2% ins. diam., 18 ins.
in the ground, and.in a collar of stone, with brass
cap mkd.

T1lS R&W

S12
% s13

1968

Raise a mound of stone, 3 ft. base, 2 ft. high,
N. of cor.

N. 89° 40' W., beginning new measurement.
Asc. 10 ft. over NE. slope.
Top of ascent, slopes N.; desc. 30 ft. over NW. slope.

Leave dense timber, bears N. 50° E. and S. 50° W.;
enter sagebrush.

Trail road, bears N. 50° E. and curves W. in bottom of
a draw draining northeasterly; asc. 100 ft. over gentle
NE. slope. )

Same road, bears N. 70° W. and curves E.

Enter dense timber, bears N. 45° E. and S. 45° W.

Wash, 20 lks. wide, 3 ft. deep, drains N. 85° E.

re 91807 (October 1964) (formerty 4—47®) USDI——BLM
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Dependent‘Resqrvey5bf a ‘Portion of the
Subdivision, T. 11 8,, R. 4 W.

CHAINS

40.03

2,70
9.00
15.30

29.90

31.80

35.50

41.35

-4.10
11.40
13.50.
15.90

The cor. of secs. 11, 12, 13 and 14.
Land, rolllng.

Soil, sandy loam.

Timber, dense juniper, scattered pinon.
Undergrowth, sagebrush.

N. 2° 32' W., bet. secs. 11 and 12.

Over rolling land through dense timber; desc. 60 ft.
over rolling NE. slope.

Wash, 20 lks. w1de, 2 ft. deep, drains E.
Leave dense t1mber, bears NW.- and SE.
Enter scattered timber.

Leave scattered timber, enter sagebrush, bears E. and
W. : :

Trail road, bears-E. and W.

Wash, 10 1lks. w1de, 2 ft, deep, dralns E.; asc. 20 ft.
over S, slope.

The % sec. cor. of secs. 11 and 12, monumented with a
limestone, 18x10x6 ins., flrmly set and plalnly mkd.
% on W. face.

From which the original bearing trees:

A juniper, 6 ins. diam., bears N. 34° E., 60 lks.
dist., mkd. % S12 BT.

A juniper, 6 ins. diam., bears S. 77° W., 34 lks.
dist., mkd. % S11 BT.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. dlam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T11S R4W

5
s11{s12
1968

Bury original stone cor. alongside iron post.

N. 0° 09' E., beginning new measurement.

Asc. 5 ft. over S. slope.

‘| Spur; slopes E.; desc. 20 ft. over NE. slope.

Draw, drains E.; asc. 25 ft. over SE. slope.

Spur, slopes E,.; desc. 30 ft. over NE. slope.

Leave dense timber, bears N. 50° W. and S. 50° E.; enter

sagebrush,
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Dependent Resurvey of a Portion of the
Subdivision, F. 11- S., R, 4 W.

CHAINS

20.90

31.00

40.34

2.60
10.10

13.60

20.00

Devil Creek, 80 lks. wide, 15 ft. deep, drains S. 40°
E.; asc, 55 ft. over SE. slope.

Enter dense timber, bears N. 45° W. and §. 45° E.

The cor. of secs. 1, 2; 11 and 12, monumented with a
limestone, 18x14xl4 ins., firmly set and plainly mkd.
5 notches on S. and 1 on E. edges,

From which the originél beafing tfees:

A juniper, 8 ins. diam., bears N. 51° E., 23 1ks,
dist., mkd. T11S R4W S1 BT.
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